Mortar haunching to manhole

cover and frame ﬁ”ﬂ"_ _ﬂI:J _"J B

Minimum 2 courses of Class B

600mm x 600mm clear

opening cover complying with

BSEN124 and BS7903.

-~

Plastic chambers and rings shall comply
with Clause E2.31

Cover complying with Clause E2.32

If distance from cover level to soffit

engineering bricks or precast T Mortar bedding and haunching to /='_/| of pipe is >1m, access opening
concrete cover frame seating cover and frame to Clause E6.7 = === shall be restricted to 350mm
rings Minimum clear access 600mm Y = diameter or 300mm x 300mm
Max 675mm to first step rung _—— = o . ) .
from cover level. Precast concrete cover slab of 2 K | Class B engineering brickwork or
e . A precast concrete cover frame
7 = b in-situ concrete slab to support seating rings
e recast concrete chamber cover and frame
o - , sections and cover slab to be Flexible seal (Seal needs to be
Hitng eyes n Concreti BZignst;?j Zgiiﬁeﬁggzglgsrs\;ﬁ;?:gioor Waterti.g.ht aﬁd provide a sgitable
Refer to schedule BSEN1917 and BS5911-3. specification for the d?::{iﬁ;g G Minimum internal dimensions 450mm
/ diameter or 450mm x 450mm
Insitu concretetobe GEN3 ___ | _~ Temporarily cap shaft during — —
(designed to BRE Special construction
Digest 1 Concrete in Agressive W 7
Ground)
———— 150mm concrete surround — Minimum 150mm thick granular type |
I sub-base material to Clause E2.43 or GEN3
Chamber height not less than in-situ concrete surround complying with E4.1
® 900mm and BRE Special Digest 1 In accordance with
e —— the manufacturer's instruction
Joints between base and shaft . .
. Base unit to have all connections
High strength concrete topping 7 = Benching slope to be 1:10 and and between shaft components to — with soffit levels set no lower than
to be brought up to a dense | 1:30 be fitted with watertight seals that of the main pipe
smooth face neatly shaped and | |
finished to all branch
connections (min. thickness = Granular bedding material
20mm). . )
The bottom precast manhole Joint to be as close as possible to Invert of connecting pipe at least
ring to be built into base face of chamber to permit 50mm above that gf the main pipe
Construction joint. = - concrete min 75mm. satisfactory joint and subsequent
Self-cleaning toe holes to be I = —) FK — movement M
provided where channel I T Distance between top of pipe
exceeds 600mm wide. and underside of precast Joint to be as close as possible to
section to be minimum 50mm Unused inlets to be face of chamber to permit
Inverts formed using channel to maximum 300mm. sealed and watertight satisfactory joint and subsequent
pieces. movement
225mm to underside of
channel Flexible inlets/outlet and/or bend
(maximum angle 45°)
GENS3 concrete base Where chambers are positioned on 90° =
corners always use the main channel %
by fitting 45° bend on inlet and outlet f’,.,
2
Joint to be as close as possible Rocker Pipe

to face of manhole to permit
satisfactory joint and
subsequent movement.

Pipe joint with channel to be
located minimum 100mm inside
face of chamber.

500mm minimum from edge of
stepping

Double Step rungs in
accordance with BS EN 13101.

—H

ALTERNATIVELY CPM PREFORMED
MANHOLES CAN BE USED

TYPICAL MANHOLE DETAIL - TYPE 2 |

)
)6

to be 225mm.

Maximum depth from cover level to pipe soffit 3.0m
(Scale 1:20)

Falls
T —

TYPICAL YARD (BOTTLE) GULLY

Rocker pipe

300 x 300mm grating
Class C250 to B.S.E.N

1009 nominal pipe
diameter.

Trapped gully.

200mm class SP1/GENO
concrete bed and

Minimum width of benching

TYPICAL INSPECTION CHAMBER DETAIL - TYPE D

Depth from cover level to soffit of pipe up to 2m
Flexible material construction for use in areas subject to vehicle loading
(Scale 1:20)

Inlets that are not required
are to be blanked with

stoppers.

Cover and frame minimum clear

opening.

Shaft cut to size and

chamfered to 15°.

g

<___7’

SECTION

150mm thick suitable
as dug or granular material.

100mm bed of selected as-dug
material (well compacted) or granular
material or 150 mm of GEN3
concrete. If concrete is used place
chamber in position whilst concrete is
wet in order that it takes the shape of

the chamber base.

POLYPROPYLENE SHALLOW INSPECTION

CHAMBER DETAIL (2509)

(Scale 1:20)

Depth to invert of less than 600mm.

surround.

Bottle gully pot.

PERMITTED PIPE/BEDDING TYPES

(Scale 1:20)

DEPTH OF COVER BELOW ROADS

PIPE BEDDING DETAIL UNDER DRIVES AND GARDENS

'x' - Denotes external pipe diameter.

External Ground Floor.

Internal Floor.

TN

Cavity Wall. ——___|

[
/

f
/

Rigid sheet material both
sides of opening.

\',L—\

4
Void to filled with

compressible sealant.

150 MAX.

| 150 MAX.

Foundation.

~
(Varies)

Note:

Arched or lintelled opening to give 50mm min
clearance all around the pipe. mask opening
both sides with rigid sheet material to prevent
overspill of fill or entry for vermin.

T

TYPICAL SECTION PIPE PASSING THROUGH

WALL PIPE THROUGH LINTELLED OPENING

(Scale 1:20)

Rodding point (aluminium) with

sealing plate and safety valve.

Safety valve.

GEN1 concrete
surround.

FG

L.

NZ.

_______ [ )

¢, 45° bend.
%

i
i
|
3|
N Pipe bedding to suit
i location and loading.
——j—, Coupling.
S

DETAIL OF RODDING EYE

(Scale 1:20)
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Where 'A' is less than 1.0m.
concrete fill trench to this level

Where 'A' is more than 1.0m.

concrete fill trench to this level

DETAIL OF PIPE RUNS NEAR BUILDINGS

(Scale 1:20)

DETAILS S278/38/33/A

PIPE BEDDING - REFER TO WSCC STANDARD

Min depth of cover 0.35m under private gardens and 0.5m under private drives

(Scale 1:20)

PIPE BEDDING DETAILS (UNDER HIGHWAYS)

(Scale 1:20)

|~-+———— Rainwater pipe.
(size may vary to suit
Architects details)

’<7 Rodding access point to be
located above final ground level

where sealed downpipe is
installed.

Indicative fixing.

FFL

450mm

\ 87.5° long radius
\ rest bend.
Indictive foundation.

Rainwater pipes 75mm size shall be connected to a
minimum 100mm diameter drain below ground.

Rainwater pipes 100mm size shall be connected to a
minimum 150mm diameter drain below ground.

Please refer to plan GA for for further details.

TYPICAL RWP REST BEND DETAIL

(Scale 1:20)
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DETAIL OF FOUL REST BEND

(Scale 1:20)

DO NOT USE THIS DETAIL FOR ADOPTABLE
ROAD GULLIES - REFER TO WSCC STANDARD
DETAILS S278/38/11/D

Kerb
Heavy duty cast iron gully grate
— and frame to B.S.E.N.124 class
D400.
5

Top of gully frame to be
5mm below road surface.

Engineering bricks

to B.S.3921:1985:class B.
2 courses min.

4 courses max.

[ e—
[ \
I \150mm nominal
/ pipe diameter.
Galvanised stopper

and chain.

150mm class SP1/GENO concrete
bed and surround.

T
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450 x 900mm precast concrete
gully pot to B.S.5911:2002.

Alternatively a 4500 x 900 deep plastic trapped road

gully may be used surrounded with 150mm concrete.

Plastic gullies should be weighted down until concrete
surround has set. (Details to be confirmed by relevant
Local Authority)

TYPICAL ROAD GULLY

(Scale 1:20)

Grating to be laid 3mm below road level.

SK100 Polychannel (flat invert, 142mm
overal height) with bolt down ductile
grating and trapped gully outlet.

1.2m-3.5m LESS THAN 1.2m
PIPE BEDDING TYPE S TYPE Z
PIPE TYPE CONCRETE CLASS M CONCRETE CLASS M
TO BS:5911 TO BS:5911 Minimum Dimensions for Access Fittings and Chambers
Trench backfill OR OR ] )
150mm minimum concrete surround Internal Sizes Cover Sizes
divided with 25."."“ thick compres&ble VITRIFIED CLAY TO BS:65, VITRIFIED CLAY TO BS:65, T Depth to Size of largest Length x Circular Length x Circular
board at ?ach joint. grotect pipe from \ WITH FLEXIBLE JOINTS WITH FLEXIBLE JOINTS ype invert (m) pipe (DN) Width (mm) (mm) Width (mm) (mm)
'”%;esslothconcrfe ty Wga%pr:r‘g,lo'qt SUPER STRENGTH CLASS FOR SUPER STRENGTH CLASS FOR
with polythene sheet and adhesive tape 225 AND 300mm&. 225 AND 300mmd. Rodding Eye As Drain but Minimum 100mm
o
/\ 9 EXTRA STRENGTH CLASS FOR EXTRA STRENGTH CLASS FOR Shallow Access
ALL OTHER SIZES. ALL OTHER SIZES.
f Small 0.6 or less 150 150x100 150 150x100 150
( , _ . , r\ 750 max 750 max Large 225x100 225x100
(— —0 \j Road surface. Road surface. Inspection 0.6 orless 190 190
) _ Chamber 1.2 or less 150 450x450 450 450x450 450
Road construction Road construction
o | 100 | 100 1.2-3.0 450x450 450 300x300 350
o I T
SIDE ELEVATION "' CROSS SECTION Backfill with Class 6F1/6F2 Manhole 15 0r less 150 675x750 1200 675x750 n/a
to underside of sub-base Backfill with Class 6F1/6F2 225 675x1200 1200 1200x675 n/a
CONCRETE BED AND SURROUND TO PIPES where cover is less to \‘,‘Vrr‘]ifés'c‘if/;’: issugbr'gzsef 300 675x1200 1200 1200%675 n/a
than 1.2m.
UNDER DR'VES AND GARDENS ant.em than 1.2m. >300 DN+450 x1800 The larger of 1800 or 1200x675 n/a
Depth of cover less than 0.35m under private gardens and 0.5m under private drives GENS3 concrete bed and (DN+450)
Scale 1:20
( ) 5“”;’“?"- Th;tco"erg‘ay Granular material to Over 1.5 225 1200x1000 1200 600x600 600
X + 600 max © battor or oot sewers for Adoption. 300 1200x1075 1200 600x600 600
X + 300 min | EGEND: surfaces. 375-450 1350x1225 1200 600x600 600
' >450 DN+775 x1800 The larger of 1800 or 1200x675 600
Selected fill: free from stones larger Not less than 150 Not less than 150 (DN+775)
T than 40mm, lumps of clay over 100mm,
¥ timber frozen material and vegetable Pipe diameter Pipe diameter Manhole Shaft Over 2.7 900x840 900 600x600 600
% ~ matter.
| \_/ Granular material: should conform to BS Not less than 75 Not less than 75
882:1983 table 4 or BS8301:1985 BUILDING REGULATIONS MINIMUM
T Appendix D. Compaction fraction > 0.3 D|MENS|ONS FOR MANHOLES
8| Generally suitable in all soil conditions for class N > 0.2 for class F and B. CLASS 'Z' PIPE BEDDING CLASS 'S’ PIPE BEDDING (Not to Scale)
& granular fill to half depth of pipe (Depth of cover less than 1.2m) (Minimum depth of cover 1.2m) This plan complies with the Building Regulations 2002
B DO NOT USE THIS DETAIL FOR ADOPTABLE Section 'H' - Drainage & Waste DisposaL

Blcok adjacent to channel
to be bedded on epoxy 10mm thick Fibrepack joint filler with
mortar L
Q 10mm x 10mm Paraseal or joint sealant
(@) all by Servicised or similar
) | ] = approved by the engineer where
adjacent to ridged pavement
—_— construction.
150mm minimum class GEN 3
concrete bed and surround or as
specified by channel supplier.
Varies
TYPICAL CHANNEL DRAIN
(Scale 1:20)
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NOTES

1. This drawing is to be read in conjunction with all other Bright Plan
Civils drawings, and with all relevant Architect's and Engineer's
drawings and specification. Any discrepancies found are to be
reported immediately to the Engineer.

2. Bright Plan Civils accepts no responsibility for inaccuracies in data
provided by third parties such as topographic surveys or
Ordnance Survey mapping.

3. Do not scale, work to figured dimensions only. All dimensions are
in millimeters unless noted otherwise and all levels are in metres
from the topographic survey datum.

4. Any information given regarding existing underground services is
given in good faith after consultation with the relevant authority,
however accuracy is not certain. The main contractor is
responsible for checking all information on site prior to work
commencing and taking due care whilst undertaking the works.

5. All dimensions to be checked on site. All details and dimensions
relating to sub-contractors work must be checked and agreed
between the sub-contractor or supplier and the general
contractor.

6. The electronic information from this drawing can not be
guaranteed as dimensionally drawn exact. Figured dimensions
must be used for setting out and detailing. Bright Plan Civils logos
and company information must be removed from copies if
information is re-used.

FOR APPROVAL

NOT FOR CONSTRUCTION

This map is based on or reproduced from Ordnance Survey
material with the permission of Ordnance Survey on behalf of
the controller of Her Majesty's Stationary Office (c) Crown
Copyright. This drawing is based upon Ordnance Survey
mapping - BPC accept no liability for any inaccuracies with the
data. (c) Crown Copyright 2018. All rights reserved. Licence
number 100022432
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