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Up to 1.2m deep use 450mm dia
Over 1.2m deep use 350mm dia Non—entry
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100mm bed as per
pipe bedding
specification

INSPECTION CHAMBER - UP TO 3.0m DEEP

72x72mm SQ RAINWATER PIPE
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All insitu concrete L
is to be GEN3
concrete

Pipe joint with channel to
be located 100mm inside
face of chamber

750

T

Rocker pipe

600

150mm concrete surround

Step

irons/rungs
when over
1.5m deep

High strength concrete
topping min. 20mm
tk.

Base can be formed with precast

Precast concrete rectangular
inspection chamber units

Benching slope to

be 1 in 10 to 1 in
30

150mm to barrel of

pipe

concrete base shutter unit

Inverts to be

Joint to be as close as practicable
to face of chamber to permit
satisfactory joint and subsequent
movement.

formed using
channel pipes

TYPICAL PRECAST CONCRETE RECTANGULAR INSPECTION CHAMBER DETAIL

EPOXY OR POLYMER
MODIFIED MORTAR FOR
BED AND
PERPENDICULAR JOINTS.
RONAFIX MORTAR MIX C
OR SIMILAR

PAVING

ACO M100DS DRAINAGE CHANNEL

OR SIMILAR APPROVED STAINLESS STEEL EDGE
RAILS WITH STAINLESS STEEL MESH 430DL
GRATING

150 DEEP CONSTANT DEPTH UNITS

25 MAX

« v~  MACADAM CONSTRUCTION

MIN 150 THICK
GRADE
€20/C25
CONCRETE BED
AND HAUNCH

TN

150

150 7 7 150 |

DRAINAGE CHANNEL

NTS
GROUND LEVEL GROUND LEVEL
A A

< 1.0m > 1.0m
A LESS 150mm

WHERE A IS LESS THAN WHERE A IS 1.0m OR

1.0m CONCRETE FILL MORE CONCRETE FILL

TRENCH TO THIS LEVEL TRENCH TO THIS LEVEL

PIPE RUNS NEAR FOUNDATIONS

O

Form vertical

construction joints
in surround at .
face of flexible
joints using 18

thick compressible »
board precut to
profile of pipe .

300

100

150 min

100

150 min

150 min 150 min

CLASS T (PVC-U PIPES)

Cover 0.6m - 6.0m pedestrian areas
Cover 0.9m - 6.0m vehicular areas

150 min 150 min

CLASS Z

Cover less than 0.6m pedestrian areas
Cover less than 0.9m vehicular areas
Pipe runs near buildings

Max. width to Clause 221

\__

LEGEND

300

150
50

GRANULAR MATERIAL
TO BS 882

|— —] |—

50/100

SELECTED FILL

150 min 150 min

CLASS S (RIGID PIPES)

Cover 0.6m - 6.0m pedestrian and vehicular areas

CONCRETE MIX GEN3 C16/20

SELECTED FILL:

Fill free from vegetable matter, rubbish, frozen
soil and material retained on a 40 mm sieve.
Compacted by hand in 100 mm layers.

PIPE BEDDING DETAILS

NOTES

1. All manholes/inspection chambers shall have two short
pipes either side of the manhole. The first short pipe shall
have a flexible joint provided as close as feasible to the
outside face of the structure into which it is built. The
second pipe (rocker pipe) shall be of a length as follows:

NOMINAL PIPE ROCKER PIPE
DIAMETER mm LENGTH mm
150-600 600
675-750 1000
825 AND OVER 1250
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