within G

Loca

23

T —
;’v&.
.
¢
-1 [
z =
2 3
2
ion cleararice & 143
acilitat €SS ro ’
ousy,
757 ] 74|
75;
vegetatio A F’
cl eline I
W N 753
&L
w 754
152
R
153

154
155

147

£ar

146

144

148 149

150

145

140

74

142
141

K2

N5

)
75 755

55

9r

157

SHED 159

160

1494 K7as

75

750\

74

740)

¥

747

N

€L

WA

o\

I
S/

G
158

75,

95>
&

767
760

b,
767

PeL

1y

737

by - —_
S~ —~ — ~
- ~ ~
- ~
— O —
~
u
u
— U
U
i 135, 135,
IS ofqnop / 1
se/qp 36
" g1
- Yqnc,
135
| /at.
f 136
134
128
137
127
ole . . 0
o s
4 133 »( |
- ] & \
) 126
129
I 130
131 |
‘B
g 5b/2.
= bI2.5s ;
Boupy f - qh ; B
age
double & |
73;
730
oo\ /122
730\
u
U
/‘
N~
S
S
n
n

G16

137,

137,

Tl

138

124

125

139

139

139

25 1o
g
125 /o
g

4b/2s

9L

Em

/
/
//
gy |
s
/// /
} d o~
o

RISy

Am

[
O

\

Wrs

Y/

E il

o

N

=

= %
ce Suryefy/(c) Crown Copyright 2017. All rights reserved. Licence number 100022432

-

\
[p G
N
$ N —
o~ — f—
Lo ~-
- N~
. -~
~—
\.\:\ ~-
N
u
u
117 117
i 178
118
By %qnoy,
E/ D |
Yo
- 8‘55’%‘ D ,
1 1 6 \C"%
117
115
. 114 -
& 1 1 9
113
112
41)/2s
< 45755 Iif
doupy, argg,

114
14

58
\ /
= 57
7/ H
2
—
T 56—
o - e
P 525 55
57 3
R !
/¢
3 P gy
79
83 54
82
80
ouieff
age
P~ ~

Z9p

59
60
SHEp S 61
75
74
55
S N
==
76 Y
5 K
=]
77 . o
5 o -
S —
78
A ““

79

' ' 3 gz 723
é(é(
A ]

S=

.
S
i
—_—
= —
» o
U
775
775
120
Toupy,
double
< o
XL =
120
111
110

71

120

64

Figure 2 Default specification for protective barrier

e ——

m AENE

T

T IR

()
N

!

I
LN
i)

22 m

20.6 m

Standard scaffold poles
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DETAIL A

Tree protection barrier
(Not to scale)

Il panels

Reproduced from BS5837:2012 (Fig:2)

Examples of above-ground stabilizing systems
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b) Stabilizer strut mounted on block tray
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DETAIL B

Tree protection barrier
(Not to scale)
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Reproduced from BS5837:2012 (Fig:3)
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Notes

1. This drawing has been prepared in accordance with the scope of RPS’s
appointment with its client and is subject to the terms and conditions of that
appointment. RPS accepts no liability for any use of this document other than
by its client and only for the purposes for which it was prepared and provided.

2. If received electronically it is the recipients responsibility to print to correct scale.
Only written dimensions should be used.

3. Where applicable Ordnance Survey (c) Crown Copyright 2016
All rights reserved. Licence number 0100031673

N
Survey boundary.
T1] Tree with numbered reference.
° Canopy spread and BS5837:2012 tree
quality category as shown below.
T1#] Tree (in off-site or estimated location) with
° numbered reference. Canopy spread and
BS5837:2012 tree quality category.
G1] Vegetation group with numbered reference.
Canopy extents and BS5837:2012 tree quality
category as shown below.

| — . | Hedge with numbered reference.

[CHT D) | width and BS5837:2012 tree quality category

“““ —— 1 as shown below.

BS 5837:2012 Tree Quality Categories - Table 1

@ Category A - High quality
. Category B - Moderate quality
‘ Category C - Low quality
‘ Category U - Unsuitable for retention
T1] Tree protected by Tree Preservation Order
° No.xxx, xx xxxx. Bracketed number
reference relates to the TPO Schedule.
7N Root protection area (RPA)
A Calculated in accordance with Section
L 4.6 - BS5837:2012
AY Tree to be removed with numbered
° \ reference. Canopy spread and
BS5837:2012 tree quality category.
= Vegetation group or hedge to be removed
— with numbered reference. Canopy spread
A and BS5837:2012 tree quality category.
R Temporary protective fencing in accordance
,/ with Section 6.2 - BS5837:2012. See inset
details for example barriers.
N Above ground construction requiring
LR "No-dig" design principles in
accordance with APN12.
] Excavation to be completed by hand, any
| required root pruning to be in accordance
with BS 3998. Pruning of roots over
25mmd to be monitored by arboriculturalist,
with ongoing monitoring of trees condition
by an aboriculturalist being recommended.
Surface area to be protected in accordance
with Section 6.2.3 BS - 5837:2012. To be
removed in sections in a retreating manner
away from the retained tree as no-dig
surfacing is installed.

NOTES:

o Refer to RPS Tree Survey Report & Schedule for further details.

e Survey based on a visual inspection from the ground and is not
intended as a full arboricultural inspection.

e Plan produced in accordance with recommendations set out in BS
5837:2012 - 'Trees in Relation to design, demolition and
construction'.

¢ Due to the legal protection afforded to breeding birds vegetation
removal should not take place during the bird nesting period;
generally, although not restricted to, March - August inclusive.

e Survey based upon topographic survey produced by Wilmac
Geomatics Ltd. in Shrewsbury, October 2012.

e Pedestrian/ vehicular emergency access routes to be maintained
at all times.

e All protective fencing to be completed and approved by LPA / CA
prior to commencment of any site works.

e All works to conform with requirements of:

BS 3998:2010 - Tree Works
BS 5837:2012 - Trees in relation to design, demolition
and construction
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