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ADC. This suggests a Qbar 
of 10.7l/s using ICP SuDS 
based on the areas 
positively drained (2.30ha), 
a Soil Index of 0.4 (Soil 
Class 3) and Hydrological 
Region 7.  
 
As per the correspondence 
from French Engineering on 
12/02/2026, we have  
proceeded with the retention 
of the per hectare rate 
established at the planning 
stage and applied the 
detailed design contributing 
area to this value, which 
equates to 13.2l/s for a 
drained area of 2.84ha. 

2.  The catchment plan shows a 
total drained area of 2.84ha 
whereas the calculations 
include 2.69ha. The entire 
drained area should be 
included in the calculations. 
 
Designer Response 
16/02/2026 
The hydraulic software does 
not currently support 
assigning of additional area 
(urban creep) to specific 
contributing catchments. As 
such, two hydraulic models 
have been created to cater 
for both scenarios: 

The drained areas, UC 
allowance and method of 
applying UC are 
acceptable. 
However, the with UC 
calculations show 
flooding at Node 52 
which is not highlighted 
as an intended above 
ground storage location.  
The design should 
remove this flooding, or, 
demonstrate the flooded 
volume will not leave the 
site and assess the 
hazard to site users as 
intentional temporary 

Please note that for clarity, the node and 
manhole numbers discussed in the 
following are consistent between the 
hydraulic model and the CAD drawings. 
 
The flooding from Node 52 only occurs in 
the 15 and 30 minute 
1:100YR+45%CC+10%UC storm events. 
The requirement is to manage these waters 
and ensure they don’t pose a risk to 
occupants and also to make sure they don’t 
run off into the watercourse and bypass the 
system as this would effectively exceed the 
agreed discharge rates.   
 
The maximum amount of flooding for Node 
52 occurs in the 30-minute summer event 

The assessment is 
acceptable, comment 
closed. 
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Model 1 (Woodgate – Storm 
(0% UC) – The PIMP is 
assigned as per the true 
value of a contributing 
catchment. This model 
provides simulation results 
for the 1:1YR, 1:10YR and 
1:30YR+40%CC storm 
events. Total contributing 
area = 2.84ha. 
Model 2 (Woodgate – Storm 
(10% UC) – The PIMP for 
contributing areas not 
subject to urban creep (all 
but roof areas) have been 
prorated down to 91% such 
that applying an overall 
additional area brings the  
PIMP up to (and slightly 
above) their true value in the 
resulting output. This model 
provides simulation results 
for the 
1:100YR+45%CC+10%UC 
storm events.  Total 
contributing area = 2.684ha. 
2.684ha +10%UC = 
2.952ha. 

ponding in a suitable 
location. 

to a volume of 2.2m3, which runs to the low 
point of the road circa 45m away from the 
Node. The hydraulic model confirms that 
the flooding is only for 2-3 minutes. The 
gullies at the low point at which the 
floodwater flows collect connects onto 
Node 83. This node surcharges close to 
cover level for a maximum duration of 20 
minutes at the time at which Node 52 
floods, so the worst-case scenario is that 
the exceedance flood volume will sit for 20 
minutes before then draining down the 
gully.  
 
This worst-case scenario would create 
ponding roughly the shape of the 
highlighted area below, which at its 
deepest (against the kerb) is 3 inches 
(75mm) and therefore does not breach the 
kerb upstand. 
 

 
 
The water does not bypass the system i.e. 
the road temporarily acts as attenuation, 
and the ponding does not represent any 
hazard to users.  
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providing comments or 
evidence of acceptance of 
the design by the adopting 
asset owner. 
 
Designer Response 
16/02/2026 
The drainage strategy has 
been revised such that the 
permeable paving has been 
removed from main 
carriageway extents so that 
no adoptable drainage is 
beneath permeable paving. 
The permeable paving has 
instead been specified on 
driveways/private land only. 
The NAV adopting the 
drainage (IWNL) have 
confirmed no issues with 
adoptable runs next to 
attenuation crate storage so 
long as 300mm separation 
is maintained, although 1m 
of separation has been 
applied where possible, 
which the drainage strategy 
has been revised in 
accordance with. Refer to 
the accompanying 
document for IWNL 
correspondence. 
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Condition Number: 18 – Maintenance and management of surface water system 

Comment Number     

1.  The MMP states that the 
residents are responsible for 
funding the maintenance of 

the drainage system and 

may set up a company to 
appoint a drainage 
contractor. This is not 
sufficient clarity for 
discharge of conditions 
stage. There should be a 
clear plan with ownership, 
responsibilities / roles and 
processes established. In 
our view, in order to ensure 
maintenance responsibilities 
are actioned, there should 
be a management company 
set up by the developer and 
owned / run by the estate 
owner or passed to the 
residents or other landowner 
as part of transferring the 
freehold of the land. 
 
Designer Response 
16/02/2026 
The MMP has been updated 
to provide further clarity on 
the responsibilities on the 
maintenance of the drainage 
system. Please refer to 
drawing K480070-LVL-XX-
XX-W-1000-ManCo Site 
Plan_RevA, which highlights 

The Issue A 
(12.02.2023) 
Maintenance Plan 
written content is 
generally acceptable. 
 
Checklist critical item: 
The MMP must include 
all approved plans. 
 
The plan should be a 
standalone document 
and include the 
approved drainage plans 
and the  ManCo Site 
Plan. 
 
It is anticipated that the 
next revision of the 
drainage and details 
plans will be approved. 

- An updated MMP has been 
submitted and is 
acceptable. Comment 
Closed. 
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From: Elaine Walby on behalf of Planning.Responses

Sent: 20 April 2026 16:56

To: Planning Scanning

Subject: FW: Planning Re-Consultation on: AL/105/25/DOC

Attachments: AL-105-25-DOC - Woodgate Centre 3.docx

PL- Consultation- Engineers response 

 

Elaine Walby 

Technical Support Assistant 

Planning Services 

 

T:  01903 737 904 

E:  elaine.walby@arun.gov.uk 

 

Arun District Council, Civic Centre, Maltravers Rd 

Littlehampton, West Sussex, BN17 5LF 

www.arun.gov.uk 

 
To register to receive notification of planning applications in your area please go to https://www1.arun.gov.uk/planning-application-finder 

 

 
Connect with us: Facebook  I  X  I   Instagram 

 

From: Paul Cann <Paul.Cann@arun.gov.uk>  

Sent: 20 April 2026 15:13 

To: Planning.Responses <Planning.Responses@arun.gov.uk>; Land Drainage <Land.Drainage@arun.gov.uk>; Hannah Kersley <Hannah.Kersley@arun.gov.uk> 

Subject: RE: Planning Re-Consultation on: AL/105/25/DOC 

 

Please find enclosed our consultants response recommending discharge of conditions. 

Regards 

Paul Cann 
Principal Drainage Engineer, Coastal Engineers and Flood Prevention 
 
T:  01903 737819 
E:  paul.cann@arun.gov.uk  
 
Arun District Council, Civic Centre, Maltravers Rd 
Littlehampton, West Sussex, BN17 5LF 
www.arun.gov.uk 

 

       
 

 
 

From: Planning.Responses <Planning.Responses@arun.gov.uk>  

Sent: 16 April 2026 16:02 

To: Land Drainage <Land.Drainage@arun.gov.uk> 

Subject: Planning Re-Consultation on: AL/105/25/DOC 

 

To: Engineers (Drainage) 
  

NOTIFICATION FROM ARUN DISTRICT COUNCIL 
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TOWN AND COUNTRY PLANNING ACT 1990 

Application No: AL/105/25/DOC 

Registered:  20th October 2025 

Site Address: Woodgate Centre Oak Tree Lane Woodgate PO20 3GU 

Grid Reference: 494134 104173 

Category: Discharge of Conditi 

Description of Works: Approval of details reserved by condition imposed under AL/107/21/PL relating to conditions 15-foul drainage, 17-surface 
water drainage scheme, 18-maintenance and management of surface water system and 21-discharge of flows (please 
see AL/106/25/DOC for the discharge of conditions 13-waste storage, 14-archaeological works, 28-remediation strategy, 
32-hard and soft landscape, 34-protection of existing trees/bushes/hedges, 40-decentralised and renewable energy or low 
carbon sources, 42-Employment and Skills Plan and 43-location of fire hydrants). 

  

I am able to inform you that I have received an amendment to the above application dated 13th April 2026 relating to: Updated Drainage Maintenance Plan  

If you should wish to make further representations as a result of this amendment, please make any further comment by 30th April 2026. 

Click here to view the application, documents and make further comments 

Please be aware that any comments you may make will be available on our website so please do not insert personal details or signatures on your 

reply. 

Yours sincerely 

Hannah Kersley 

Planning Case Officer-Arun District Council 

Telephone: 01903 737856 

Email: hannah.kersley@arun.gov.uk 

PLRECON_DOC (ODB) 2020 


