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T07 - Fagus sylvatica;
RPA min. 2.4 m

T06 - Betula pendula;
RPA min. 3.6 m

T05 - Betula pendula; RPA min. 4.2 m

T04 - Acer pseudoplatanus;
RPA min. 4.8 m

T01 - Acer pseudoplatanus;
RPA min. 5.7 m

T03 - Acer pseudoplatanus;
RPA min. 3.6 m

T02 - Acer pseudoplatanus;
RPA min. 5.7 m

H19 - Acer pseudoplatinus
T12 - Acer pseudoplatanus; RPA min. 5.7 m

TG18 - Cupressus × leylandii;
RPA min. 2.4 m

T08 - Betula pendula;
RPA min. 3.9m

T09 - Acer pseudoplatanus;
RPA min. 5.4 m

T10 - Acer pseudoplatanus;
RPA min. 3.9 m

T11 - Acer pseudoplatanus; RPA min. 3.6 m

TG17 - Mixed species
native tree group

T16 - Crataegus monogyna; RPA min. 5.1 m

T15 - Quercus robur ; RPA min. 8.1 m

T14 - Acer pseudoplatanus;
RPA min. 7.5 m

T13 - Crataegus monogyna; RPA min. 4.2 m

TPO/AL/1/19 T2

Legend
Trees to be
Retained

Proposed Tree Surgery Works
Existing trees to have crown reduced prior to protection measures
being implemented. Tree Surgery operations to be in accordance
with BS 3998:2010 - 'Tree Works - Recommendations'.

B

Tree Protection Zone - 'No Dig' Construction
A 'No Dig' Construction shall allow for construction to be
implemented without intrusion or change of existing ground levels, in
accordance with BS 5837:2012 - 'Trees in Relation to Design,
Demolition and Construction'.

Ground Protection Zone - Operation Zone
During Construction.
An Operation Zone to enable construction work within the Root
Protection Area is to be secured beneath the canopy of the
existing trees with a ground protection layer, fit for the expected
level of traffic, above a compression resistant layer for the
duration of the construction period in accordance with BS
5837:2012 - 'Trees in Relation to Design, Demolition and
Construction - Recommendations'.

Existing Trees to be
Removed

Tree Protection Barrier
All Tree Protection and Tree Protection Barriers to be in
accordance with BS 5837:2012 - 'Trees in Relation to Design,
Demolition and Construction - Recommendations'.
Tree Protective Barrier to be 2.0 metres height 'Heras' Welded
Wire Mesh Fencing secured to a scaffolding framework, set into
the existing ground, and positioned to the outside edge of the
existing Tree Root Protection Area, or as specified.

B

Tree Retention & Protection Plan
Ryefields Farmhouse, Oak Tree Lane
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