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Typical Installation Procedure

1. Excavate the trench to the required depth ensuring that the plan area is slightly 

greater than that of the AquaCell units.

2. Lay 100mm bed of coarse sand or non angular granular material, level and 

compact.

3. Lay the geotextile* over the base and up the sides of the trench.

4.  Lay the AquaCell units parallel with each other. In multiple layer applications, 

wherever possible, continuous vertical joints should be avoided. AquaCell units 

can be laid in a ‘brick bonded’ formation (i.e. to overlap the joints below). For 

single layer applications use the AquaCell Clips and for multi layers use the 

AquaCell Clips and the AquaCell Shear Connectors.

5.  Fix the Adaptors to the AquaCell units as required and connect pipework.

6.   In order to prevent silt from entering the tank, clogging inlet pipework and 

reducing storage capacity, it is recommended that a Silt Trap is installed prior to 

the inlet pipework

7.  Wrap and overlap the geotextile covering the entire AquaCell structure.

8.  Lay 100mm of coarse sand or non angular granular material between the trench 

walls and the AquaCell structure and compact.

9.  Lay 100mm of coarse sand or non angular granular material over the geotextile 

and compact.

10. Backfill with suitable material

NOTES

1. All dimensions to be checked on site.  All details and

dimensions relating to sub-Contractors work must be checked

and agreed between the sub-Contractor or supplier and the

general Contractor.

2. This drawing is to be read in conjunction with all relevant

drawings, calculations and specifications.

3. The main Contractor is responsible for ensuring the stability

of the structure whilst the works are in progress.

4. Any information given regarding existing underground

services is given in good faith after consultation with the

relevant authority. No liability is accepted by the Consultant.

The main Contractor is responsible for obtaining and checking

all information and taking due care and attention whilst

undertaking the works.

5. All pipes, bends and junctions shall be uPVC conforming to

BS4660 and BS5481 as appropriate and shall be laid in

accordance with the manufacturers specification. Pipe

manufacturer shall be approved by the Engineer prior to

construction.

6. All building drainage shall be constructed in strict

accordance with BS8301. Unless otherwise specified building

drainage shall be 100mm diameter and shall be laid at a

minimum gradient of 1 in 80 for foul drains and 1 in 100 for

surface water drains. All building drains shall be laid in class B

bedding unless otherwise specified.

7. Where a pipe is within 1m of a foundation and below the

foundation formation the trench shall be filled with class ST4

concrete up to the lowest level of the foundation. Where the

trench is further than 1m from the foundation, the trench shall

be filled with class ST4 concrete to a level below the lowest

level for the foundation equal to the distance from the

foundation less 150mm. In both cases the pipe shall be

bedded and surrounded in 150mm thick class ST4 concrete.

8. Where pipes, external to the structures, have a depth to the

invert from ground level of less than 450mm they shall have a

class ST4 concrete encasement (150mm thick). In all other

cases the pipes shall be bedded and surrounded with 100mm

thick granular material.

9. Where a pipe, under a vehicular access area, has a depth

of cover of less than 1.2m the pipe shall be laid in a class H

bedding.

10. In any circumstances where pipes are bedded and

surrounded in concrete flexible joints should be provided.

Compressible boards (fibreboard or polystyrene) shall be

provided at a maximum of 8m centres (coinciding with pipe

joints). The boards shall be pre-cut to pipe diameter and to a

height and width equal to the concrete cross section. A board

thickness of 18mm for pipes up to 450mm nominal diameter

and 36mm for pipes over 450mm nominal diameter.

11.All svp's shall have rodding access plates fitted at their

bases (ground floor level).

12. Where specific manufacturers products are specified any

equivalent product may be used with prior approval of the

Engineer.

13. The Foul Treatment package and alarm shall be installed

with a concrete surround in strict accordance with the

manufacturers instructions. The plant shall be commissioned

and certified operational by a qualified installer. Manufacturers

installation procedures shall be followed at all times.
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Generally suitable in all soil conditions

granular fill to half depth of pipe

x + 600 max

x + 300 min

x/2+150

'x' - Denotes external pipe diameter.

Granular material: should conform to BS 882:1983

table 4 or BS8301:1985 Appendix D. Compaction fraction > 0.3 for

class N > 0.2 for class F and B.

Selected fill: free from stones larger

than 40mm, lumps of clay over 100mm, timber

frozen material and vegetable matter

LEGEND:

CLASS B PIPE BEDDING

BSEN 124 Class A 15 Light Duty cover where

chamber is located in private drives and pedestrian

areas.

100mm bed of selected as-dug material (well

compacted) or granular material or 150mm of GEN3

concrete. If concrete is used place chamber in

position whilst

concrete is wet in order that it takes the shape of the

chamber base.

Depth to invert of less

than 930mm. Depth to invert with concrete

collar of less than 1.0m.

DETAIL OF POLYPROPYLENE INSPECTION CHAMBER (PPIC100)

0.6m short

rocker pipe.

0.6m short

rocker pipe.

PLAN OF PPIC100

SECTION

Inlets not required are to

be blanked with stoppers.

480∅ Polypropylene Inspection

chamber code supersleve PPIC100 or equivalent

approved by the engineer.

Finished ground level.

Preformed benching.

0.6m short

rocker pipe.

Where inspection chamber is

located in areas of block paving

it shall be fitted with a recessed

cover to accommodate paving blocks.

0.6m short

rocker pipe.

Selected as-dug

material.

Non-trafficed/

Pedestrian areas

Private drives

MH Location

B125

Cover grade

A15

Main Flow

Main Flow

Main Flow

Typical Detail for Drainage Field

"As dug" material  with light compaction.
First 300mm of backfill to have no vibratory
or mechanical compaction

"As dug" material  with light
compaction.
First 300mm of backfill to have no
vibratory or mechanical
compaction

Finished Ground Level Finished Ground Level

300mm thick 30-50mm
non-angular granular material
under pipe and 50mm above pipe

Original ground
between 800mm wide
drainage trenches

100mm Dia
perforated slotted
pipe (not ribbed pipe)
laid at 1:200 fall

Non woven geotextile
wrapping to drainage
trench

800

3
0
0
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0

Non woven geotextile
wrapping to drainage
trench

300mm thick 30-50mm
non-angular granular material
under pipe and 50mm above pipe

100mm Dia
perforated slotted
pipe (not ribbed pipe)
laid at 1:200 fall

Longitudinal Section

Cross Section

Drainage Pipes at 2.0m spacing - see plan for details
At cross junctions use  315mm Dia. level invert inspection
chamber bases to ensure water flows around the drainage field

Foul Drainage Field

Unless noted otherwise all pipe work to be 100 ∅ PVCu Rigid Perforated

(holes or slots) Pipework  laid at a minimum gradient of 1:200

(DO NOT USE COILED CORRUGATED PIPE)

Pipework to be laid on a bed of 300mm thick clean shingle or broken

stone graded between 30mm  - 50mm. Bedding stone to cover pipework

a minimum 50mm.

Geotextile wrapping fabric to be laid over and around bedding gravel

media.

Remainder of trench backfilled with as dug material

200mm Self-compacted sharp sand as filter band.

Trial test of infiltration to be carried out on site

prior to full installation to ensure percolation

200mm Self-compacted sharp

sand as filter band.

Trial test of infiltration to be

carried out on site prior to full

installation to ensure percolation

Non woven geotextile
wrapping to drainage
trench

Non woven geotextile
wrapping to drainage
trench

Seeded or turfed finish Seeded or turfed finish

450mm

Silt Trap Shaft

500mm ø

Typical Detail for Silt Trap

Non Trafficked areas

100mm bed as per pipe

bedding specification

150mm side fill

as dug material with

no paricle sizes larger

than 40mm

Cover & Frame 

100mm ø

See Drg 17-1179-BR 111

Basket

Ground level (grass)

100mm ø

Drain

Drain

Silt trap design may vary depending upon manufacturer

Required at  SW07

Silt Trap 

Removable

110mm x 150mm

UR Reducer
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3000 Width x 8500 Long Soakaway in brick patten
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Prefabricated polypropylene cellular cells (Aquacell by Wavin) or equal

approved installed in strict accordance with manufacturers instructions

located a minimum 5.0m from any foundation or structure

Storm Soakaway Detail

Wavin Aquacell Eco  to be wrapped in Non

woven Geotextile Layer or equivalent

approved product

100mm non-angular granular

material or coarse sand in

accordance with manufacturers

details. Aquacell units to be sited

within granular strata

Refer to manufacturer for minimum depth of cover

Min cover 300mm on Wavin Aquacell R

Incoming storm drainage

connected to top of Aquacell

Unit with adaptor

"As dug" material  with light compaction.

First 300mm of backfill to have no

vibratory or mechanical compaction

Design based on site percolation test in 14th February 2022.

Test Infiltration Rate 9.6 x 10-5 m/sec

Design Infiltration Rate 4.8 x 10-5 m/sec (FOS of 2.0)

Finished Ground Level

Seeded or turfed finish
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Due to Ground Profile formation level to vary
@ entry high end 33.64
@ opposite low end 33.10
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