Section B - Floodplains, Flood Defences, and Flood Risk — From regulatory body
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Section C — Groundwater

Enquiry Result Note

Groundwater Flood Risk Negligible ESI provides data to Argyll in relation to groundwater flooding. Through
What is the risk of groundwater flooding based research and development, building on their expertise in addressing
on the underlying geological conditions? groundwater flooding issues for The Environment Agency and other

clients in the UK, ESI has developed algorithms and calibrated
predictions of the risk of groundwater flooding occurring. This differs
from other suppliers of data regarding groundwater flooding which
only report on the susceptibility of groundwater flooding. Susceptibility
merely has to be identified, whereas risk must be quantified. The
resulting map is a 50x50m classification of groundwater flooding risk
into four categories (Negligible, Low, Moderate and High). ESI's
classifications are based on the level of risk, combining severity and
uncertainty that a site will suffer groundwater flooding within a return
period of about 200 years.

The map is a general purpose indicative screening tool, and is intended
to provide a useful initial view for a wide variety of applications.
However, it does not provide an alternative to a site specific assessment,
and a detailed risk assessment should be used for any site where the
impact of groundwater flooding would have significant adverse
consequences.

What is groundwater flooding?

Groundwater flooding occurs when groundwater levels are sufficiently raised to exceed ground level. This can occur in two
main ways:
1. Clearwater Flooding. This type of groundwater flooding occurs when the water table within a bedrock aquifer rises
above ground level. This is dependent upon local geology.

2. Permeable Superficial Deposits (PSD) Flooding. This type of groundwater flooding is often associated with river
flooding. It occurs when river levels are swollen and the water table rises in response, within the superficial deposits
associated with the watercourse, and rises above ground level.

How is groundwater flood risk identified?

ESI are a consultancy specialising in groundwater flood risk. ESI have produced a national groundwater flood risk map, which
considers a number of factors to determine the likelihood and severity of groundwater flooding in a 1 in 200 year return
period (i.e. an extreme event). The key components considered are:

—

Bedrock geology

2. Superficial permeable deposits

3. Topography

4. Proximity to nearby watercourses

How accurate is the groundwater data?

Although it is the most comprehensive groundwater dataset available, the ESI groundwater risk map has a 50m resolution.
Therefore, it should not be considered a property-specific flood risk assessment, but rather a risk screening tool of the
potential for groundwater flooding based on local factors identified.

My property has been identified as being at risk of groundwater flooding, what should | do now?

There are some factors you can identify to establish if groundwater flooding is likely to be an issue. A property will be more
susceptible to groundwater flooding if:

1. It has a basement or cellar

2. Itisinadepression

3. Itislocated on a floodplain (i.e. within a Flood Zone 2 or Flood Zone 3)
4

It is located on a spring line or within an intermittent river valley such as a winterbourne (a stream that is dry
through the summer months).

If any of the above apply to your property, you may wish to have a more detailed and property specific groundwater
assessment report undertaken, to clarify if groundwater flooding is likely to be an issue. Please contact us for a quote.
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Section C — Groundwater
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Section D - Historical

Enquiry Result Note

Historical Flooding YES The regulatory body's records indicate the site has flooded in the past. It
would be prudent to ask the property owner whether they are aware of
any previous flooding at the property or in the surrounding area. It
would be possible to ask the regulatory body for more details of the
recorded incident of past flooding.

Have any historical flood events occurred at the
site or within 250m?

The Environment Agency has collated extensive records (including
outlines) of flooding from rivers, the sea, or groundwater which have
occurred since ¢.1950 in order to map the outlines of recorded historical
flood events. This information comes from various sources including
maps, aerial photographs and private records. It is not necessarily
comprehensive.

Flood Insurance Claim Rating Low Less than 2 claims Per 1000 households
How do Crawfords rate the area for insurance Crawford & Co is the world's largest independent provider of claims
claims? management solutions to the risk management and insurance

industries. Crawford have compiled information in over 9,000 postcode
sectors regarding the number of insurance claims made as a result of
flooding. The risk has been classified by Crawford into five categories,
too few, very low (no claims), low (less than 2 claims per 1000
households), moderate (between 2 and 5 claims per 1000 households)
and high (more than 5 claims per 1000 households . This information is
not necessarily comprehensive and excludes flood claims arising as a
result of burst pipes and domestic appliances.
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Flood Risk Screening Methodology

The Homecheck Professional © report is a desktop flood risk screening report, designed to enable home buyers and property
professionals to assess the risk of flooding at residential sites. It examines two key areas; the overall risk of flooding at a site
taking into account any flood defences present (where these are identified) and how flood risk affects the availability of
insurance for a site. The report considers current Government guidance including the National Planning Policy Framework
(NPPF) and the current agreement between insurance companies and central Government. The report has been designed
and produced by qualified flood risk specialists using the data available in this report.

Flood Risk Rating

An overall flood risk rating is provided based on an assessment of the data provided within this report. The overall risk rating
in the report takes into account the effect of flood defences, where these are identified, based on the presence of flood
defences registered by The Environment Agency within the vicinity of the property. It should be noted that a residual risk of
flooding may remain if such defences were to fail owing to extreme weather conditions, over-topping or poor maintenance.
In addition, it should be noted that flood defences do not generally offer protection against groundwater or surface water
flooding.

Where no flood defences are present in the vicinity of the property the overall risk rating provides a worst case scenario
which may be alleviated by smaller scale local flood defences or recently constructed flood defences not currently registered
by The Environment Agency. Replies in Scotland will always present the worst case scenario where there are no flood
defences in the area benefiting the site or assuming any flood defences will fail or be over-topped. This is because data
regarding flood defences in Scotland is currently unavailable from the Scottish Environment Protection Agency and Local
Lead Flood Authorities.

The overall risk of flooding will be answered by one of four standard responses:

Response Meaning

Negligible The overall flood risk rating for the property is assessed to be 'Negligible'. Existing datasets do not indicate
any risk at the property itself, or any feature within the locality of the property, which would be expected to
pose a threat of flooding. It is not considered that any further investigations are necessary in regard to flood
risk.

Low The overall flood risk rating for the property is assessed to be 'Low'. Although large sites (over 1 ha) would
require a Flood Risk Assessment examining the impact the development would have on local drainage to
accompany any planning application, it is not considered necessary to undertake any other further
investigations into the flood risk at the property.

Moderate The overall flood risk rating for the property is assessed to be 'Moderate'. Information from existing datasets
suggests that there are certain features which may present a risk to the property and its occupants. Further
assessment would normally be suggested as a prudent measure to clarify the risk of flooding at the property.

High The overall flood risk rating for property is assessed to be 'High', with a consequent risk to life and property.
This means that existing datasets reveal significant flood risk issues which need to be addressed. Further
assessment is usually recommended in order to clarify the risk of flooding at the property.

Flood Risk Gauges

The flood risk gauges provide a more detailed analysis of the risk from each of the four main types of flooding - river, coastal,
groundwater and surface water. In addition, a fifth gauge provides an analysis of other factors (i.e. historic flood events) that
may affect the overall flood risk. For undefended fluvial and tidal flood risk and surface water flood risk data provided by JBA,
only the risk rating generated during the modelled the 1:200 year return event is considered in the overall risk assessment.
The data on 1:75 year and 1:1000 year return events are provided for information only. For further information on each of
these types of flooding, please refer to the Homecheck Professional® User Guide.

This analysis takes into account any existing flood defences, where these are identified, that are intended to protect the
property and assumes that these work as designed. The analysis also takes into account the other information contained in
those data sections of the report which are relevant to that particular type of flooding. The assessment of the risk as shown in
the flood gauges should therefore take priority over the information in the individual data sections of the report.
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Insurance Availability

An indication of whether the property is likely to be insurable for flood risk at standard terms is provided by this report.
Replies in England and Wales are based on consideration of the Risk of Flooding from Rivers and Sea dataset supplied by The
Environment Agency, surface water flooding data supplied by JBA Consulting and Groundwater Flooding risk data supplied
by ESI. Replies in Scotland are based on the consideration of the river flood (undefended fluvial) data and surface water
flooding data supplied by JBA Consulting. This data is commonly used by insurance companies to determine the suitability of
a property for insurance, although they may access additional information which could affect their assessment.

Under the Association of British Insurers' Revised Statement of Principles on the Provision of Flooding Insurance (July 2008),
the general policy of member companies is that flood insurance for domestic properties and small businesses should
continue to be available for as many customers as possible until 1 July 2013, by which time a longer term solution should be
implemented. The premiums charged and other terms will reflect the risk of flooding but insurance will be available:

1) for properties where the flood risk is not significant (generally defined as no worse than 1.33% or 1-in-75 years annual
probability of flooding); and

2) to existing domestic property and small business customers at significant risk, providing The Environment Agency has
announced plans to reduce that risk within five years, such as improving flood defences. (The commitment to offer cover will
extend to the new owner of any applicable property subject to satisfactory information about the new owner).

However, for significant risk areas where no improvements in flood defences are planned, and in all cases other than
domestic properties and small businesses, insurers cannot guarantee to provide cover, but will examine the risks on a case-
by-case basis. The implementation of the revised Statement of Principles depends on action from the Government and is
continually reviewed by insurers. In addition, the revised Statement of Principles does not apply to properties built after 1°¢
January 2009. Different guidance applies to these (see Climate Change — Guidance on Insurance Issues for New
Developments from www.abi.org.uk).

The responses to the question 'ls the property likely to be insurable at standard terms?' assumes the property is an existing
domestic property or small business and makes no allowance for previous claims arising from any type of flooding, nor for
non-flood related risks such as subsidence.

Response Meaning

Yes The property is likely to be considered acceptable by insurance companies at standard terms and flood
insurance should not be difficult to obtain. No further action required.

No The property may not be considered acceptable by insurance companies at standard terms, on the basis of
current information. Further work may be required in order to obtain acceptable insurance terms for the
flood risk. This could include a more detailed risk assessment or the use of accredited products, flood resilient
materials and temporary defences to defend the property.

Limitations of the Report

The Homecheck Professional® report has been designed to satisfy basic flood-related environmental due-diligence enquiries
for residential properties. It is a desktop review of information provided by the client and from selected private and public
databases. It does not include a site investigation, nor are specific information requests made of the regulatory authorities for
any relevant information. Therefore, Landmark cannot guarantee that all issues of concern will be identified by this report, or
that the data and information supplied to it by third parties is accurate and complete. The assessment within the report has
been undertaken on a point location provided by the client and a 25m buffer placed around that point in order to assess the
most likely areas associated with the property of interest. Landmark cannot be responsible for incidents where the 25m buffer
does not encompass the entirety of the property demise.

This report includes an assessment of surface water flooding which examines the risk of the general drainage network
overflowing during periods of extreme rainfall. This report does not make a detailed site-specific assessment of the suitability
of the existing drainage on the property. If this is required, then a site survey should be considered. The assessment of pluvial
flooding does not take into account particular local or temporary factors that may cause surface water flooding such as the
blockage or failure of structures on or within watercourses, drains, foul sewers, water mains, canals and other water
infrastructure; and any history of drains flooding at the property or in the locality. Surface water flooding can occur before
surface water reaches the general drainage network, for example on hills and inclines.

The Environment Agency and JBA fluvial and coastal flood data does not include flood risk from very small catchments as
models of such small scale catchments are not considered to be reliable for UK-wide flood risk assessments. The potential
impact of climate change on flood risk to the property would require further study.

Homecheck Professional® Flood Report 65794798_1 Copyright 2015, Landmark
Date 25 March 2015 All rights reserved
18



Replies in Scotland are based on the best available data in that locality. The overall risk assessment and insurability
assessment will still provide a response based on the best available information within this report. Where information is
unavailable or has not been provided for a region the relevant data section will report No Data.

When answering any questions within this report, current applicable legislation is taken into account.

The data used in this report may have inherent limitations and qualifications. Further details are set out in the Homecheck
Professional ® User Guide which is available by calling one of our customer services team on ||| | | | Il or emailing

Homecheck Professional® is provided by Sitescope Limited, part of Landmark Information Group. Sitescope is a leading UK
provider of spatially-enabled property and environmental risk information to lawyers, banks, insurance companies, home
inspectors and other property professionals.

Sitescope Conveyancing Terms & Conditions

Full Terms and Conditions can be found on the following link: http://www.landmarkinfo.co.uk/Terms/Show/515

If you experience difficulties accessing our Terms & Conditions, if you copy and paste the link directly into your browser, you
will be able to access our Terms & Conditions from there.

Should you still experience difficulties, then please telephone our Customer Service Team on ||| R
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Contacts

Landmark Information Group Limited

Imperium
Imperial Way
Reading
RG2 0TD

For advice on the report

Website www.landmark.co.uk

The Environment Agency

PO Box 544 For advice on regulatory information
Templeborough
Rotherham

S60 1BY Email enguiries@environment-agency.gov.uk

Flood Protection Association

10 Cavalry Ride For advice on Flood Protection Measures
Norwich
NR3 1U

Website www floodprotectionassoc.co.uk

Homecheck Professional® Flood
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SearchCode™
Important Consumer Protection Information

This search has been produced by Landmark Information Group Ltd, Imperium, Imperial Way, Reading, RG2 OTD. Telephone
0844 844 9966, Fax No. 0844 844 9980 email helpdesk@landmark.co.uk which is registered with the Property Codes
Compliance Board (PCCB) as a subscriber to the Search Code. The PCCB independently monitors how registered firms
maintain compliance with the Code.

The Search Code:

»  provides protection for homebuyers, sellers, estate agents, conveyancers and mortgage lenders who rely on the
information included in property search reports undertaken by subscribers on residential and commercial property
within the United Kingdom

«  setsout minimum standards which firms compiling and selling search reports have to meet

«  promotes the best practice and quality standards within the industry for the benefit of consumers and property
professionals

« enables consumers and property professionals to have confidence in firms which subscribe to the code, their
products and services.

By giving you this information, the search firm is confirming that they keep to the principles of the Code. This provides
important protection for you.

The Code's core principles

Firms which subscribe to the Search Code will:
« display the Search Code logo prominently on their search reports
« actwith integrity and carry out work with due skill, care and diligence
« atall times maintain adequate and appropriate insurance to protect consumers
« conduct business in an honest, fair and professional manner
» handle complaints speedily and fairly
«  ensure that products and services comply with industry registration rules and standards and relevant laws
« monitor their compliance with the Code

Complaints

If you have a query or complaint about your search, you should raise it directly with the search firm, and if appropriate ask for
any complaint to be considered under their formal internal complaints procedure. If you remain dissatisfied with the firm’s
final response, after your complaint has been formally considered, or if the firm has exceeded the response timescales, you
may refer your complaint for consideration under The Property Ombudsman scheme (TPOs). The Ombudsman can award
compensation of up to £5,000 to you if he finds that you have suffered actual loss as a result of your search provider failing to
keep to the Code.

Please note that all queries or complaints regarding your search should be directed to your search provider in the first
instance, not to TPOs or to the PCCB.
TPOs Contact Details:

The Property Ombudsman scheme
Milford House

43-55 Milford Street

Salisbury

Wiltshire SP1 2BP

You can get more information about the PCCB from www.propertycodes.org.uk.
PLEASE ASK YOUR SEARCH PROVIDER IF YOU WOULD LIKE A COPY OF THE SEARCH CODE
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SearchCode™

Complaints procedure

If you want to make a complaint, we will:
«  Acknowledge it within 5 working days of receipt.
«  Normally deal with it fully and provide a final response, in writing, within 20 working days of receipt.
«  Keep you informed by letter, telephone or e-mail, as you prefer, if we need more time.
«  Provide a final response, in writing, at the latest within 40 working days of receipt.

«  Liaise, at your request, with anyone acting formally on your behalf.

Complaints should be sent to:

Head of Customer Relations
Landmark Information Group Ltd
Landmark UK Property

Imperium

Imperial Way

Reading

RG2 0TD

Telephone: I
R
|

If you are not satisfied with our final response, or if we exceed the response timescales, you may refer the complaint to The

Property Ombudsman scheme (1705 I

We will co-operate fully with the Ombudsman during an investigation and comply with his final decision.
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Save

on your insurance’

as a thank you for purchasing this report

This report already confirms your property is an acceptable flood risk
Price Guarantee** - we will quote cheaper

than your mortgage lender on the same basis of standard cover
Quotes available for both buildings and contents
£1,000,000 automatic buildings cover

Policy underwritten at Lloyd's

ng
a product for your new property that will give you the necessary
coverage required by your Mortgage Lender. | :
!

** Subject to terms. please contact us for further Information 1. Your qUOE Must Provide COVEr 0N & equIVAleNt Dask 1o the ond offered by INSURE My IIGLU 2. The offer applies to new policyhokters anly 3. Qualityng aiterla
‘apply 4. You must send us proof of your lenders quote documentation detailing cover and premium to: INSURE MY (IGLU Thees Whiting Street Bury St Edmunds Suffoll IP33 1N 5. INSURE MY IIGLU will not retun any decumen-
tation received in conjuncion with this offier 5 This offer ks not vailable in Northesn iretand 7. The proof of lenders offer is required before guasantee can be applied 8. If you acrept ouwr standasd quetation price before you sand
s vrked proof, depending on your PayMEnt method, we will sithes refund you the difference bitween the price you paid and the price you should have paid had the guarantes apobed o we will reduce your futurne payments 3
Riefunds will e grven by the Same Method and 1o the Same CaRyaccount as the original payment

NOTICE TO LAWYERS
Your CML insurance responsibilities:

Have you informed the lender if the insurance policy excess exceeds £1000?

The majority of lenders require notification of large policy excesses™.
Do you know what your client’s lenders limits are?

Do you have regular contact with your client post sale?

o %%k
59 Al of lenders require notification of future non renewal of policy.

Not all insurers or brokers agree to make this notification. Insure My IIGLU does.
In most cases, we even provide an indemnity cover for you should this fail to happen.

Just call 08455 199 060

to speak to our specialist team who look forward to tailoring a product for a property and provide
you with the necessary coverage required by your mortgage lender
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,\M’ Greenfield runoff rate estimation tool

hrwa"ingford www.uksuds.com | Greenfield runoff rate estimation tool (https://www.uksuds.com/)

This is an estimation of the greenfield runoff rates that are used to meet normal best practice criteriain line with

Environment Agency guidance “Rainfall runoff management for developments”, SC030219 (2013), the SuDS Manual C753

(CIRIA, 2015) and the non-statutory standards for SuDS (Defra, 2015). This information on greenfield runoff rates may be the

basis for setting consents for the drainage of surface water runoff from sites.

Project details
Date

Calculated by
Reference

Model version

Location
Site name

Site location

26/11/2025

Stanwick Northfields Lane Westergate Chichester
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Greenfield runoff

Method

Method

IH124

SAAR (mm)
How should SPR be derived?

WRAP soil type
SPR

QBar (IH124) (I/s)

Growth curve factors

Hydrological region
1year growth factor

2 year growth factor
10 year growth factor
30 year growth factor
100 year growth factor

200 year growth factor

IH124

My value
760 mm

Map value

(@)

[ 760

WRAP soil type

2
0.3

0.3 I/s

My value
7

0.85
0.88
1.62
2.3

3.19

3.74

We use cookies on this site to enhance your user

experience

By clicking the Accept button, you agree to us doing so.

Map value

(@)




Results

Method IH124

Flow rate 1year (I/s) 0.3 s
Flow rate 2 year (I/s) 0.3 I/s
Flow rate 10 years (I/s) 05 /s
Flow rate 30 years (I/s) 0.7 I/s
Flow rate 100 years (I/s) 1.0 /s
Flow rate 200 years (I/s) 11 s

Please note runoff estimation is subject to significant uncertainty. Results are therefore normally reported to only 1 decimal
place. Where 2 decimal places are provided, this does not indicate accuracy to this level, it has been adopted to prevent ‘zero’

figures from being reported. Outputs less than 0.011/s are reported as 0.011/s.

Disclaimer

This report was produced using the Greenfield runoff rate estimation tool (2.2.2) developed by HR Wallingford and available at uksuds.com (https://www.uksuds.com/). The
use of this tool is subject to the UK SuDS terms and conditions and licence agreement, which can both be found at uksuds.com/terms-conditions
(https://www.uksuds.com/terms-conditions). The outputs from this tool have been used to estimate Greenfield runoff rates. The use of these results is the responsibility of
the users of this tool. No liability will be accepted by HR Wallingford, the Environment Agency, Centre for Ecology and Hydrology, Wallingford Hydrosolutions or any other

organisation for the use of these data in the design or operational characteristics of any drainage scheme.

We use cookies on this site to enhance your user
experience

By clicking the Accept button, you agree to us doing so.
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