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0. Executive Summary

This Drainage Strategy has been prepared by Water Design Engineers (WDE) to support the proposed
residential development at Stanwick, Northfields Lane, Westergate, Chichester. The purpose of the
strategy is to demonstrate that surface water from the development can be managed safely,
sustainably, and in full accordance with national policy, local planning requirements, and the
standards of West Sussex County Council (LLFA). This adopts the FEH 2022 rainfall dataset compliance
with current climate resilience standards

0.1 Site Conditions and Flood Risk

The site lies in Flood Zone 1, indicating a low risk of fluvial and coastal flooding. Surface water flood
risk on the site itself is negligible, with medium-risk areas occurring only within the wider 250m area.
Historical flooding has been recorded in the locality, but no constraints prevent the safe drainage of
the site. Overall, the development is considered suitable for residential use with respect to flood
risk, subject to implementation of the proposed SuDS measures.

0.2 Drainage Strategy Overview
The scheme adopts a SuDS-led approach, prioritising source control, water-quality treatment, flow
control, and safe conveyance. Runoff from the proposed roof area (300m?) is collected, treated and
attenuated before being discharged in a controlled manner to the existing boundary ditch. Key
components include:

o Rainwater harvesting via rainwater butts providing initial interception;

e Bioretention shallow depressions for both treatment and attenuation;

e Localised pre-treatment using sand, leaf and silt traps;

e A Hydro-Brake flow control to limit discharge to the allowable rate;

e A bagwork headwall forming a stable and maintainable outfall.

0.3 Hydraulic Performance

Surface water is attenuated on-site within shallow depressions, providing a total storage volume of
14.13m3, sized to accommodate the 1 in 100-year storm event plus a 45% climate-change allowance.
This ensures that runoff leaving the site will not exceed greenfield-equivalent rates and will not
increase flood risk on or off the property.
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0.4 Exceedance and Safety

Exceedance flows are directed along safe, predefined overland routes shown on the block plan. Flow
paths avoid building entrances and direct water towards the existing ditch, ensuring no increased
flood risk to neighbouring properties.

0.5 Management and Maintenance

All SuDS elements will be privately owned and maintained by the site owner. Simple routine
actions—such as clearing debris from traps, pruning vegetation within bioretention areas, and
periodic inspection of the Hydro-Brake and headwall—ensure the system remains effective
throughout its lifecycle.

0.6 Conclusion

The proposed development can be drained safely and sustainably. The strategy delivers a compliant
SuDS solution that manages runoff volumes and peak flows, improves water quality, and aligns with
LLFA requirements. There will be no increase in flood risk to the site or surrounding land.
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1. Introduction

This report has been prepared by Water Design Engineers (WDE) to outline a sustainable drainage
strategy for the proposed development at Stanwick, Northfields Lane, Westergate, Chichester PO20
3UH. The aim of this report is to outline a site-appropriate surface water drainage strategy to ensure
there is no increase in flood risk or pollution on or off the site, in accordance with local planning
policy and the Lead Local Flood Authority (LLFA) standards.

1.1 Purpose

The purpose of this report is to detail a compliant surface water drainage strategy for the site. This is
achieved through the following primary objective:

Surface Water (SuDS): Define a SuDS-led approach to manage runoff from the new impermeable

areas, utilizing bioretention and flow control devices to manage discharge into the existing
watercourse.

1.2 Scope & Limitations

This strategy is based on the supplied engineering drawings (Refs: ENV24502-WDE-00-DR-1000 and
ENV24502-WDE-00-DR-2000). Final attenuation volumes and outlet rates should be confirmed
following detailed hydraulic modelling and infiltration testing.

Nominal surface water pipe diameters, pipe materials, and the proposed flow control device
(including manufacturer, device type and design discharge rate) are shown on the drainage layout
drawings. The drainage network has been checked to ensure adequate conveyance of the design
flows associated with the 1 in 100-year storm event plus a 45% climate change allowance.

2. Site Location
Site Address: Stanwick, Northfields Lane, Westergate, Chichester, PO20 3UH
Local Planning Authority (LPA): Chichester District Council

Lead Local Flood Authority (LLFA): West Sussex County Council
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3. Site Description

3.1. Topography & Existing Features
The site is located at Stanwick, Northfields Lane, Westergate, Chichester. The existing topography is
relatively flat, typical of the coastal plain area. The site boundaries are defined by existing vegetation

and fencing. A key hydrological feature is the existing ditch/watercourse located along the site
boundary, which currently serves as the natural drainage path for overland flow.

3.2. Catchment & Impermeable Areas

e Primary Attenuation Catchment (Roof): 300 m2.
e Urban Creep Allowance: 5% (applied to the roof area for modeling).
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e Volumetric Efficiency (SCVS$): 1.0 (adopted per LPA request for conservative volume
estimation).

* Driveways: As per Drawing F20d, the driveway utilizes Bradstone Woburn Rumbled Infilta
block paving. This permeable construction manages its own rainfall via sub-base infiltration
and is explicitly excluded from the primary site attenuation calculations.

3.3. Hydrology (FEH 2022)

The modeling has been updated to use the FEH 2022 point rainfall dataset.

Table 3a: Updated Hydraulic Performance (100yr + 45% CC + 5% Urban Creep)

15 min (0.25) 25.64 37.18 148.71 12.00
30 min (0.50) 34.49 50.01 100.02 15.96
1 hour (1.0) 44.25 64.16 64.16 20.09
2 hours (2.0) 53.17 77.10 38.55 23.28
4 hours (4.0) 62.75 90.99 22.75 25.71
6 hours (6.0) 68.48 99.30 16.55 26.29
10 hours 75.56 109.56 10.96 25.36
(10.0)
24 hours 87.89 127.44 5.31 16.14
(24.0)
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3.4. Ground Investigation

Ground investigation has yet to be formally conducted. However, a desk-based assessment using the
Cranfield Soilscapes mapping indicates the site is situated on Soilscape 6 (Freely draining slightly acid
loamy soils).

Although Soilscape 6 is classified as "freely draining", which typically supports infiltration, the
drainage strategy has adopted a precautionary approach. The design utilizes attenuation and
controlled discharge to the existing ditch rather than solely relying on infiltration. This ensures
robustness against potential local variations, provides robustness against local soil variability and
supports the site’s water-quality and flood-risk mitigation objectives.

12/12/25, 3:57 PM LandIS - Land Information System - Soilscapes soil types viewer
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3.5. Flood Risk Assessment

A detailed Flood Risk Assessment (Homecheck Professional Flood Report Ref: 65794798 1) has been
reviewed:

e Overall Rating: The site has an overall flood risk rating of Moderate, meaning it is in an area
susceptible to some flooding, though it has "Passed" the assessment.

e  Fluvial & Coastal: The site is located in Flood Zone 1 (Low Probability) for river and coastal
flooding. However, it is noted that Flood Zone 3 areas exist within 250m of the site.

e Surface Water: The risk of surface water flooding on-site is Negligible for 1 in 75, 1 in 200,
and 1 in 1000-year events, although medium-risk surface water zones exist within 250m of
the property.

e Historical Flooding: Regulatory body records indicate that historical flooding has occurred at
the site or within 250m.

e Insurance: The property is considered insurable at standard terms.

4. Proposed Drainage Strategy
4.1.Runoff Disposal Hierarchy

Surface water is managed via controlled discharge to the existing watercourse. A Hydro-Brake
flow control (located in MHA) restricts discharge to 0.3 I/s. This ensure post-development discharge
meets Greenfield rates for all events up to the 1 in 100-year (+45% CC) storm..

4.2. Detailed Flow Control Approach

To meet Lead Local Flood Authority (LLFA) standards, the allowable discharge is restricted to a
greenfield equivalent rate of 0.3 I/s. A Hydro-Brake flow control device is installed within the
stormwater manhole (MHA). This device ensures that post-development discharge does not exceed
the capacity of the ditch, even during extreme events and under surcharged conditions.

4.3.Detailed Flow Control Approach
Surface water attenuation is provided through a combination of engineered SuDS features:

e Proposed Gravel Drain Channel (Magenta): As shown on drawing DR-1000, this high-
porosity channel provides conveyance and initial treatment of surface runoff.

e Bioretention Areas: Shallow depressions hold water during peak events. The system
provides the required 26.29 m? of storage (based on the FEH22 6-hour critical storm). The
system utilizes gravel surrounds to prevent soil scouring and includes sand and leaf traps as
overflow mechanisms.

e Silt Management: Silt traps and inspection chambers are integrated into the network to
manage debris and sediment before water reaches the flow control device, specifically
addressing the LPA’s concerns regarding blockage protection.

10
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4.4.Detailed Flow Control Approach

Exceedance flows (those exceeding the 1 in 100-year + 45% CC capacity) are directed along
shallow depression flow paths to safe routes as indicated by the arrows on Drawing DR-1000.

e Safety: These flows are managed entirely within the site boundary to ensure zero
increase in off-site flood risk.

e Surcharge Modeling: The strategy has been verified under surcharged outfall conditions
(ditch at top-of-bank level). This confirms that even if the ditch is full, the water levels
within the SuDS features will not cause internal flooding to the property.

11



)
%

WATER DESIGN ENGINEERS
Pioneering

5. Proposed Surface Water Drainage (SuDS-led approach)

5.1. Suds Treatment Train & Conveyance

1. Source Control: Rainwater butts on downpipes (RWDP) provide initial interception.

2. Conveyance: A proposed gravel drain channel has been integrated into the site layout to
manage and direct surface flows efficiently.

3. Pre-Treatment: Sand, leaf, and silt traps are installed upstream of attenuation features to
prevent silt accumulation and blockages.

4. Attenuation & Treatment: Shallow bioretention depressions provide the required storage
and improve water quality via filtration.

5. Flow Control: A Hydro-Brake unit within manhole MHA restricts discharge to the allowable
greenfield rate.

5.2. Surface Water Strategy Overview

Per LPA requirements, the system has been modeled under surcharged outfall conditions
(assuming the receiving ditch is full to the top of the bank). The results confirm that the attenuation
volume prevents on-site flooding even when the outfall is submerged.

5.3. Headwall and Outlet

The outfall is secured by a typical bag work headwall constructed of Hessian/Canvas bags filled with
concrete. The outlet pipe is 100mm diameter.

5.4. Exceedance Strategy
Exceedance flows defined as flows exceeding the capacity of the internal SuDS features are directed

along safe overland flow routes. The block plan indicates specific flow directions for shallow
depressions to ensure water moves away from structures and towards the safe discharge points.

12
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6. Management & Maintenance

The drainage assets, including the bioretention areas, catchpits, and flow control devices, will be

privately owned and maintained by the site owner.

6.1. SuDS Maintenance Schedule (Summary)

Table 5.1: SuDS Management and Maintenance Schedule

Gravel Drain
Channel

Inspect for silt accumulation, debris, or invasive
vegetation. Rake or replace top gravel layer if
clogging occurs to maintain conveyance.

Quarterly and after

major storm events.

Silt, Sand & Leaf
Traps

Inspect traps and clear out accumulated
sediment, leaves, and litter to prevent
downstream blockage.

Monthly and after

major storm events.

Bioretention Zones
(Depressions)

Inspect for soil erosion or scouring. Prune
vegetation and remove invasive species to
maintain hydraulic capacity.

Seasonally
(Spring/Autumn).

Hydro-Brake

Inspect the flow control unit and the internal

Annually and after

Inspection

on DR-1000) are clear of obstructions (e.g.,
garden furniture or sheds).

(Manhole MHA) trash screen/basket. Remove any debris major storm events.
obstructing the orifice.
Permeable Paving | Sweep surface with a stiff brush to remove Annually.
(Driveway) grit/organic matter. Ensure joints remain filled
with aggregate.
Bagwork Headwall | Inspect the discharge point for structural stability, | Annually.
/ Outfall bag degradation, or erosion/scouring of the ditch
bank.
General Site Check all exceedance flow paths (magenta paths Annually.

6.1. Maintenance Notes

e Access: Permanent clear access must be maintained to Manhole MHA (containing the Hydro-

Brake) and the boundary ditch for inspection and cleaning.
» Waste Disposal: Silt and debris removed during cleaning should be disposed of as per local

waste regulations (non-hazardous waste).
e Documentation: The owner should maintain a logbook of all inspections and maintenance

activities to demonstrate compliance with planning conditions if requested by the LPA.

e Exceedance Routes: Homeowners must ensure that the exceedance flow paths (shown on

Drawing DR-1000) remain free of permanent obstructions such as sheds or raised landscaping

that could divert water toward the building.

13
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Appendix A

Site Location Plan
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Appendix B

Cranfield Soilscapes Map
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Environment Agency Flood Risk Maps
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Flood Risk Assessment

Professional Opinion

Passed

The property has been identified as being in an area susceptible to flooding from one or mare sources following an
assessment of all the data contained within this report. It would be prudent to consider the following recommendations
and advice in order to further clarify the risk of flooding at the property and to take practical steps in reducing the
consequences of any potential flood event.

RECOMMENDATIONS

1. A prudent purchaser may wish to consider further assessment of the property to identify appropriate flood protection
measures. Such measures, including flood guards, gates, temporary barriers and tanking systems, may assist in reducing
the effects of flooding on the property (if defences are absent or fail) and could help to obtain property insurance (if not
already available). The regulatory body supports the use of kitemarked flood products, which have been independently
tested and meet the required standards. An initial survey of the property can be conducted for around £300-400 plus VAT
and most providers will deduct this from the costs of any recommended products. More information on flood protection
measures is presented on page 4 along with additional advice on reducing the impacts of flooding. Details of providers
are available from the Flood Protection Association (contact details can be found at the end of this report). Landmark
would be happy to arrange a survey by an approved supplier. Please contact us for further information.

2. It would be prudent to ask the vendor to confirm whether or not they are aware of any previous flooding at the
property. In addition, we would draw your attention to the additional advice on page 4.

3. You may wish to obtain insurance terms prior to exchange of contracts and completion of this transaction.

Approved by

Christopher S. Taylor BSc (Hons), MSc, AIEMA

Chartered Water and Environmental Manager

Technical Director, Argyll Environmental Ltd

Homecheck Professional® Flood Report 65794798 _1 Copyright 2015, Landmark
Date 25 March 2015 All rights reserved
.



Summary of Findings

A '-'indicates no data found. Those factors with a ‘Yes' will offer further explanation in Sections A-D.

Section A.1 — River, Coastal, and Surface Water Flood Risk: 1 in 75 Year — From JBA

On-site 1-250m
River B B
Coastal ) B
Surface Water ) YES

Section A.2 — River, Coastal, and Surface Water Flood Risk: 1 in 200 Year — From JBA

On-site 1-250m
River B B
Coastal ) B
Surface Water ) YES

Section A.3 — River, Coastal and Surface Water Flood Risk: 1 in 1000 Year — From JBA

On-site 1-250m
River ) B
Coastal ) B
Surface Water - YES

Section B — Floodplains, Flood Defences, and Flood Risk — From regulatory body

On-site 1-250m
Rivers and coastal (zone 2) YES YES
Rivers and coastal (zone 3) YES YES
Flood defended area - -
Flood defences - YES

YES YES

Risk of Flooding from Rivers and Sea

Section C — Groundwater

On-site 1-250m

Risk of groundwater flooding

Section D — Historical
On-site 1-250m

Historical flooding YES YES
Flood insurance claim rating YES YES
Homecheck Professional® Flood Report 65794798_1 Copyright 2015, Landmark

Date 25 March 2015 All rights reserved
3



Flood Resistance and Resilience Measures

Flooding can usually be managed by the installation of flood protection measures either on or within the building(s) or
across the property. Flood protection measures can be divided into two categories; flood resistance and flood resilience.

Flood resistance measures aim to prevent flood water from entering a property (i.e. barriers and baffles) while flood resilience
measures aim to reduce the impact of flood water once it enters a property. Both flood resistance and flood resilience
solutions can be integrated into design proposals for new developments or be retro-fitted to existing properties. A total
solution may often include both resistance and resilience measures and will depend on a number of factors including flood
source, likely flood depths, property design and age.

Most properties can be protected against shallow flash flooding from between £2000 and £6000, although significantly more
may be required for high risk properties. Details of providers are available from the Flood Protection Association (contact
details can be found at the end of this report). For further information about flood resistance measures or to be put in touch

with one of our partners in this field please contact customer services on ||| EGcNcNEGEGzGNGEGEGEEEEEE

Guideline Costs for Resistance Measures

Building feature Cost estimate including installation (excluding VAT)

Standard single door £500-£995
Standard garage door £700-£1500
Standard window £350-£600
Single air brick £40-£100
Patio doors £500-£1500
Simple non-return valve £20-£50

Large non-return valve £300-£800
Tanking a basement, walls, or floors £25 per metre?

Additional Advice

In purchasing this report you have taken the first step in understanding the risk of flooding at your property. In addition to the
installation of flood protection measures, such as those outlined above, there are a number of further practical steps you may
wish to consider in order to ensure you are fully prepared in the event of a flood:

« Understand your flood risk: Take time to understand the sources of flooding affecting your property. Additional
information on flooding in your area may be available from the Local Authority if they have completed a Strategic
Flood Risk Assessment examining flood risk in the wider area. Alternatively, you may wish to consider a further
strategic appraisal of flooding at your property to more closely examine available data and provide a more accurate
estimate of anticipated flood depths. Further assessment can be undertaken starting from £500 plus VAT please

contact customer services on ||| | EEGEGz@qM o <2 GGG o o< details.

+  Sign up to flood warnings: The Environment Agency operates a free flood warning service providing alerts by
phone, text or email when flooding is anticipated providing an opportunity for home owners to take necessary
precautions.

+  Make a flood plan: Prepare a flood plan outlining the precautions and actions you should take when a flood event
is anticipated to help reduce the impact and damage flooding may cause. Sensible precautions would include
raising electrical items, irreplaceable items and sentimental items off the ground or where possible moving them to
a higher floor, rolling up carpets and rugs and turning off utilities. In addition, consider what actions you would take
should the property need to be evacuated including access and egress routes and preparing a flood kit in advance
containing warm clothing, medication, a torch, food and wellingtons.

Further information is available from The Environment Agency on how to prepare and what to do in the event of a flood at

their website or by calling their Floodline on ||| |  EGcN
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Section A.1 - River, Coastal and Surface Water Flood Risk: 1 in 75 Year — From JBA

Enquiry
River

What is the risk of river water flooding?

Distance

On-site
1-250m

Result
Negligible
Negligible

Note

Information regarding the risk of river (fluvial) flooding
has been modelled by JBA Consulting in this instance
using the anticipated water volumes expected during a
1 in 75 return period. This data has been modelled
assuming an 'undefended' scenario where no defences
are present. However, where flood defences are
identified in this report this will be reflected in our
overall risk assessment. The risk is classified by JBA into
four categories, negligible, low (more than 0.1m),
medium (more than 0.3m) and high (more than 1m)
which reflect varying depths of river flooding.

Coastal
What is the risk of coastal flooding?

On-site
1-250m

Negligible
Negligible

Information regarding the risk of coastal (tidal) flooding
has been modelled by JBA Consulting in this instance
using the anticipated water volumes expected during a
1 in 75 return period. This data has been modelled
assuming an 'undefended' scenario where no defences
are present. However, where flood defences are
identified in this report this will be reflected in our
overall risk assessment. The risk is classified by JBA into
four categories, negligible, low (more than 0.1m),
medium (more than 0.3m) and high (more than 1m)
which reflect varying depths of river flooding.

Surface Water
What is the risk of surface water flooding?

On-site
1-250m

Negligible
Medium

Information regarding the risk of natural surface water or
pluvial flooding has been modelled by JBA Consulting
in this instance using the anticipated water volumes
expected during a 1 in 75 return period. The risk is
classified by JBA into four categories, negligible, low
(more than 0.1m), medium (more than 0.3m) and high
(more than 1m) which reflect varying depths of
potential surface water flooding.

Comment

Flood data provided by Jeremy Benn Associates Limited. © Copyright Jeremy Benn Associates Limited & JBA Risk Management Limited

2008-2015
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Section A.1 - River, Coastal and Surface Water Flood Risk: 1 in 75 Year — From JBA
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Section A.2 — River, Coastal, and Surface Water Flood Risk: 1 in 200 Year — From JBA

Enquiry
River

What is the risk of river water flooding?

Distance

On-site
1-250m

Result
Negligible
Negligible

Note

Information regarding the risk of river flooding has been
modelled by JBA Consulting in this instance using the
anticipated water volumes expected during a 1 in 200
return period. This data has been modelled assuming an
'undefended' scenario where no defences are present.
However, where flood defences are identified in this
report this will be reflected in our overall risk
assessment. The risk is classified by JBA into four
categories, negligible, low (more than 0.1m), medium
(more than 0.3m) and high (more than 1m) which reflect
varying depths of river flooding.

Coastal
What is the risk of coastal flooding?

On-site
1-250m

Negligible
Negligible

Information regarding the risk of coastal flooding has
been modelled by JBA Consulting in this instance using
the anticipated water volumes expected during a 1 in
200 return period. This data has been modelled
assuming an 'undefended' scenario where no defences
are present. However, where flood defences are
identified in this report this will be reflected in our
overall risk assessment. The risk is classified by JBA into
four categories, negligible, low (more than 0.1m),
medium (more than 0.3m) and high (more than 1m)
which reflect varying depths of river flooding.

Surface Water
What is the risk of surface water flooding?

On-site
1-250m

Negligible
Medium

Information regarding the risk of natural surface water
flooding has been modelled by JBA Consulting in this
instance using the anticipated water volumes expected
during a 1 in 200 return period. The risk is classified by
JBA into four categories, negligible, low (more than
0.1m), medium (more than 0.3m) and high (more than
1m) which reflect varying depths of potential surface
water flooding.

Comment

Flood data provided by Jeremy Benn Associates Limited. © Copyright Jeremy Benn Associates Limited & JBA Risk Management Limited

2008-2015
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Section A.2 — River, Coastal, and Surface Water Flood Risk: 1 in 200 Year — From JBA
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Section A.3 — River, Coastal and Surface Water Flood Risk: 1 in 1000 Year — From JBA

Enquiry
River

What is the risk of river water flooding?

Distance

On-site
1-250m

Result
Negligible
Negligible

Note

Information regarding the risk of river (fluvial) flooding
has been modelled by JBA Consulting in this instance
using the anticipated water volumes expected during a
1 in 1000 return period. This data has been modelled
assuming an 'undefended' scenario where no defences
are present. However, where flood defences are
identified in this report this will be reflected in our
overall risk assessment. The risk is classified by JBA into
four categories, negligible, low (more than 0.1m),
medium (more than 0.3m) and high (more than 1m)
which reflect varying depths of river flooding.

Coastal
What is the risk of coastal flooding?

On-site
1-250m

Negligible
Negligible

Information regarding the risk of coastal (tidal) flooding
has been modelled by JBA Consulting in this instance
using the anticipated water volumes expected during a
1 in 1000 return period. This data has been modelled
assuming an 'undefended' scenario where no defences
are present. However, where flood defences are
identified in this report this will be reflected in our
overall risk assessment. The risk is classified by JBA into
four categories, negligible, low (more than 0.1m),
medium (more than 0.3m) and high (more than 1m)
which reflect varying depths of river flooding.

Surface Water
What is the risk of surface water flooding?

On-site
1-250m

Negligible
Medium

Information regarding the risk of natural surface water or
pluvial flooding has been modelled by JBA Consulting in
this instance using the anticipated water volumes
expected during a 1 in 1000 return period. The risk is
classified by JBA into four categories, negligible, low
(more than 0.1m), medium (more than 0.3m) and high
(more than 1m) which reflect varying depths of
potential surface water flooding.

Comment

Flood data provided by Jeremy Benn Associates Limited. © Copyright Jeremy Benn Associates Limited & JBA Risk Management Limited

2008-2015
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Section A.3 — River, Coastal and Surface Water Flood Risk: 1 in 1000 Year — From JBA
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Section B — Floodplains, Flood Defences, and Flood Risk — From regulatory body

Enquiry Distance
Rivers and coastal On-site

Is the property in an area affected by flooding 1-250m
(Flood Zone 3) or extreme flooding (Flood Zone
22

Result
YES
YES

Note

The site has been identified as being on or within 25m
of Flood zone 3 according to the regulatory body Flood
Map and is at a high risk of river or coastal flooding. The
annual probability of flooding is either greater than 1%
from rivers or greater than 0.5% from the sea. Properties
within Flood Zone 3 may have difficulty obtaining flood
insurance. In addition, all proposed developments
would need to be accompanied by a full Flood Risk
Assessment, in accordance with the National Planning
Policy Framework. It is recommended further
assessment is undertaken to further quantify the flood
risk and suggest appropriate flood protection measures.

Flood defended area On-site

Is the property in an area benefiting from flood
defences ?

NO

The site is not situated within 250m of an area
benefiting from flood defences according to the
regulatory body Flood Map.

The Environment Agency defines areas benefiting from
flood defences which should be afforded protection by
existing flood defences during flood events with an
annual probability of 1% from rivers and 0.5% from the
sea. However, not all areas have been mapped and the
property may still benefit from some flood defences.

Flood defences On-site
Are there any flood defences within 250m? 1-250m

NO
YES

Flood defences were identified within 250m of the site
which should afford it some level of flood protection.
However, there may be a residual risk of flooding should
the protection standard of those defences be exceeded
(and the defences over-topped) or should the defences
fail.

The Environment Agency data regarding the presence
and location of flood defences includes linear flood
defences (such as walls and embankments). Not all flood
defences may yet be registered and as a result not all
flood defences may be shown.

Risk of Flooding from Rivers and Sea On-site

What is the flood likelihood category for the
property?

Medium

The site is classified as being at a moderate risk of
flooding. This classification relates to the locality as a
whole, rather than the individual site and solely
considers river and coastal flooding. Flood insurance
should be widely available at standard terms for
properties in this locality as the annual probability of
flooding is less than 1.3%. However, it would be prudent
to consider further assessment or the installation of
flood protection measures.

The data in the Risk of Flooding from Rivers and Sea
dataset is sourced from The Environment Agency's
National Property Dataset (NPD2). The information
provided includes the flood likelihood category low,
moderate, or significant according to the flood risk
analysis. Some areas may be classified as having no
result. This occurs where there is no output data from
the analysis, but the area falls within the extreme flood
outline (with a 0.1% or 1 in 1000 chance of flooding in
any year).
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Section B — Floodplains, Flood Defences, and Flood Risk — From regulatory body
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Section C - Groundwater

Enquiry Result Note
Groundwater Flood Risk Negligible ESI provides data to Argyll in relation to groundwater flooding. Through
What s the risk of groundwater flooding based research and development, building on their expertise in addressing

groundwater flooding issues for The Environment Agency and other
clients in the UK, ESI has developed algorithms and calibrated
predictions of the risk of groundwater flooding occurring. This differs
from other suppliers of data regarding groundwater flooding which
only report on the susceptibility of groundwater flooding. Susceptibility
merely has to be identified, whereas risk must be quantified. The
resulting map is a 50x50m classification of groundwater flooding risk
into four categories (Negligible, Low, Moderate and High). ESI's
classifications are based on the level of risk, combining severity and
uncertainty that a site will suffer groundwater flooding within a return
period of about 200 years.

on the underlying geological conditions?

The map is a general purpose indicative screening tool, and is intended
to provide a useful initial view for a wide variety of applications.
However, it does not provide an alternative to a site specific assessment,
and a detailed risk assessment should be used for any site where the
impact of groundwater flooding would have significant adverse
consequences.

What is groundwater flooding?

Groundwater flooding occurs when groundwater levels are sufficiently raised to exceed ground level. This can occur in two
main ways:
1. Clearwater Flooding. This type of groundwater flooding occurs when the water table within a bedrock aquifer rises
above ground level. This is dependent upon local geology.

2. Permeable Superficial Deposits (PSD) Flooding. This type of groundwater flooding is often associated with river
flooding. It occurs when river levels are swollen and the water table rises in response, within the superficial deposits
associated with the watercourse, and rises above ground level.

How is groundwater flood risk identified?

ESI are a consultancy specialising in groundwater flood risk. ESI have produced a national groundwater flood risk map, which
considers a number of factors to determine the likelihood and severity of groundwater flooding in a 1 in 200 year return
period (i.e. an extreme event). The key components considered are:

1. Bedrock geology
Superficial permeable deposits
Topography

& L

Proximity to nearby watercourses

How accurate is the groundwater data?

Although it is the most comprehensive groundwater dataset available, the ESI groundwater risk map has a 50m resolution.
Therefore, it should not be considered a property-specific flood risk assessment, but rather a risk screening tool of the
potential for groundwater flooding based on local factors identified.

My property has been identified as being at risk of groundwater flooding, what should | do now?

There are some factors you can identify to establish if groundwater flooding is likely to be an issue. A property will be more
susceptible to groundwater flooding if:

1. It has a basement or cellar
Itisin a depression
It is located on a floodplain (i.e. within a Flood Zone 2 or Flood Zone 3)

&

It is located on a spring line or within an intermittent river valley such as a winterbourne (a stream that is dry
through the summer months).

If any of the above apply to your property, you may wish to have a more detailed and property specific groundwater
assessment report undertaken, to clarify if groundwater flooding is likely to be an issue. Please contact us for a quote.

Homecheck Professional® Flood Report 65794798_1 Copyright 2015, Landmark
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Section C - Groundwater
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Section D - Historical

Enquiry Result Note

Historical Flooding YES The regulatory body's records indicate the site has flooded in the past. It
would be prudent to ask the property owner whether they are aware of
any previous flooding at the property or in the surrounding area. It
would be possible to ask the regulatory body for more details of the
recorded incident of past flooding.

Have any historical flood events occurred at the
site or within 250m?

The Environment Agency has collated extensive records (including
outlines) of flooding from rivers, the sea, or groundwater which have
occurred since ¢.1950 in order to map the outlines of recorded historical
flood events. This information comes from various sources including
maps, aerial photographs and private records. It is not necessarily
comprehensive.

Flood Insurance Claim Rating Low Less than 2 claims Per 1000 households
How do Crawfords rate the area for insurance Crawford & Co is the world's largest independent provider of claims
claims? management solutions to the risk management and insurance

industries. Crawford have compiled information in over 9,000 postcode
sectors regarding the number of insurance claims made as a result of
flooding. The risk has been classified by Crawford into five categories,
too few, very low (no claims), low (less than 2 claims per 1000
households), moderate (between 2 and 5 claims per 1000 households)
and high (more than 5 claims per 1000 households . This information is
not necessarily comprehensive and excludes flood claims arising as a
result of burst pipes and domestic appliances.
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Flood Risk Screening Methodology

The Homecheck Professional ® report is a desktop flood risk screening report, designed to enable home buyers and property
professionals to assess the risk of flooding at residential sites. It examines two key areas; the overall risk of flooding at a site
taking into account any flood defences present (where these are identified) and how flood risk affects the availability of
insurance for a site. The report considers current Government guidance including the National Planning Policy Framework
(NPPF) and the current agreement between insurance companies and central Government. The report has been designed
and produced by qualified flood risk specialists using the data available in this report.

Flood Risk Rating

An overall flood risk rating is provided based on an assessment of the data provided within this report. The overall risk rating
in the report takes into account the effect of flood defences, where these are identified, based on the presence of flood
defences registered by The Environment Agency within the vicinity of the property. It should be noted that a residual risk of
flooding may remain if such defences were to fail owing to extreme weather conditions, over-topping or poor maintenance.
In addition, it should be noted that flood defences do not generally offer protection against groundwater or surface water
flooding.

Where no flood defences are present in the vicinity of the property the overall risk rating provides a worst case scenario
which may be alleviated by smaller scale local flood defences or recently constructed flood defences not currently registered
by The Environment Agency. Replies in Scotland will always present the worst case scenario where there are no flood
defences in the area benefiting the site or assuming any flood defences will fail or be over-topped. This is because data
regarding flood defences in Scotland is currently unavailable from the Scottish Environment Protection Agency and Local
Lead Flood Authorities.

The overall risk of flooding will be answered by one of four standard responses:

Response Meaning

Negligible The overall flood risk rating for the property is assessed to be 'Negligible'. Existing datasets do not indicate
any risk at the property itself, or any feature within the locality of the property, which would be expected to
pose a threat of flooding. It is not considered that any further investigations are necessary in regard to flood
risk.

Low The overall flood risk rating for the property is assessed to be 'Low'. Although large sites (over 1 ha) would
require a Flood Risk Assessment examining the impact the development would have on local drainage to
accompany any planning application, it is not considered necessary to undertake any other further
investigations into the flood risk at the property.

Moderate The overall flood risk rating for the property is assessed to be 'Moderate'. Information from existing datasets
suggests that there are certain features which may present a risk to the property and its occupants. Further
assessment would normally be suggested as a prudent measure to clarify the risk of flooding at the property.

High The overall flood risk rating for property is assessed to be 'High', with a consequent risk to life and property.
This means that existing datasets reveal significant flood risk issues which need to be addressed. Further
assessment is usually recommended in order to clarify the risk of flooding at the property.

Flood Risk Gauges

The flood risk gauges provide a more detailed analysis of the risk from each of the four main types of flooding — river, coastal,
groundwater and surface water. In addition, a fifth gauge provides an analysis of other factors (i.e. historic flood events) that
may affect the overall flood risk. For undefended fluvial and tidal flood risk and surface water flood risk data provided by JBA,
only the risk rating generated during the modelled the 1:200 year return event is considered in the overall risk assessment.
The data on 1:75 year and 1:1000 year return events are provided for information only. For further information on each of
these types of flooding, please refer to the Homecheck Professional® User Guide.

This analysis takes into account any existing flood defences, where these are identified, that are intended to protect the
property and assumes that these work as designed. The analysis also takes into account the other information contained in
those data sections of the report which are relevant to that particular type of flooding. The assessment of the risk as shown in
the flood gauges should therefore take priority over the information in the individual data sections of the report.
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Insurance Availability

An indication of whether the property is likely to be insurable for flood risk at standard terms is provided by this report.
Replies in England and Wales are based on consideration of the Risk of Flooding from Rivers and Sea dataset supplied by The
Environment Agency, surface water flooding data supplied by JBA Consulting and Groundwater Flooding risk data supplied
by ESI. Replies in Scotland are based on the consideration of the river flood (undefended fluvial) data and surface water
flooding data supplied by JBA Consulting. This data is commonly used by insurance companies to determine the suitability of
a property for insurance, although they may access additional information which could affect their assessment.

Under the Association of British Insurers' Revised Statement of Principles on the Provision of Flooding Insurance (July 2008),
the general policy of member companies is that flood insurance for domestic properties and small businesses should
continue to be available for as many customers as possible until 1 July 2013, by which time a longer term solution should be
implemented. The premiums charged and other terms will reflect the risk of flooding but insurance will be available:

1) for properties where the flood risk is not significant (generally defined as no worse than 1.33% or 1-in-75 years annual
probability of flooding); and

2) toexisting domestic property and small business customers at significant risk, providing The Environment Agency has
announced plans to reduce that risk within five years, such as improving flood defences. (The commitment to offer cover will
extend to the new owner of any applicable property subject to satisfactory information about the new owner).

However, for significant risk areas where no improvements in flood defences are planned, and in all cases other than
domestic properties and small businesses, insurers cannot guarantee to provide cover, but will examine the risks on a case-
by-case basis. The implementation of the revised Statement of Principles depends on action from the Government and is
continually reviewed by insurers. In addition, the revised Statement of Principles does not apply to properties built after 15
January 2009. Different guidance applies to these (see Climate Change — Guidance on Insurance Issues for New

Developments from www.abi.org.uk).

The responses to the question 'Is the property likely to be insurable at standard terms?" assumes the property is an existing
domestic property or small business and makes no allowance for previous claims arising from any type of flooding, nor for
non-flood related risks such as subsidence.

Response Meaning

Yes The property is likely to be considered acceptable by insurance companies at standard terms and flood
insurance should not be difficult to obtain. No further action required.

No The property may not be considered acceptable by insurance companies at standard terms, on the basis of
current information. Further work may be required in order to obtain acceptable insurance terms for the
flood risk. This could include a more detailed risk assessment or the use of accredited products, flood resilient
materials and temporary defences to defend the property.

Limitations of the Report

The Homecheck Professional® report has been designed to satisfy basic flood-related environmental due-diligence enquiries
for residential properties. It is a desktop review of information provided by the client and from selected private and public
databases. It does not include a site investigation, nor are specific information requests made of the regulatory authorities for
any relevant information. Therefore, Landmark cannot guarantee that all issues of concern will be identified by this report, or
that the data and information supplied to it by third parties is accurate and complete. The assessment within the report has
been undertaken on a point location provided by the client and a 25m buffer placed around that point in order to assess the
most likely areas associated with the property of interest. Landmark cannot be responsible for incidents where the 25m buffer
does not encompass the entirety of the property demise.

This report includes an assessment of surface water flooding which examines the risk of the general drainage network
overflowing during periods of extreme rainfall. This report does not make a detailed site-specific assessment of the suitability
of the existing drainage on the property. If this is required, then a site survey should be considered. The assessment of pluvial
flooding does not take into account particular local or temporary factors that may cause surface water flooding such as the
blockage or failure of structures on or within watercourses, drains, foul sewers, water mains, canals and other water
infrastructure; and any history of drains flooding at the property or in the locality. Surface water flooding can occur before
surface water reaches the general drainage network, for example on hills and inclines.

The Environment Agency and JBA fluvial and coastal flood data does not include flood risk from very small catchments as
models of such small scale catchments are not considered to be reliable for UK-wide flood risk assessments. The potential
impact of climate change on flood risk to the property would require further study.
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Replies in Scotland are based on the best available data in that locality. The overall risk assessment and insurability
assessment will still provide a response based on the best available information within this report. Where information is
unavailable or has not been provided for a region the relevant data section will report No Data.

When answering any questions within this report, current applicable legislation is taken into account.

The data used in this report may have inherent limitations and qualifications. Further details are set out in the Homecheck
Professional ® User Guide which is available by calling one of our customer services team on ||| | | | il or emailing

Homecheck Professional® is provided by Sitescope Limited, part of Landmark Information Group. Sitescope is a leading UK
provider of spatially-enabled property and environmental risk information to lawyers, banks, insurance companies, home
inspectors and other property professionals.

Sitescope Conveyancing Terms & Conditions

Full Terms and Conditions can be found on the following link: http://www.landmarkinfo.co.uk/Terms/Show/515

If you experience difficulties accessing our Terms & Conditions, if you copy and paste the link directly into your browser, you
will be able to access our Terms & Conditions from there.

Should you still experience difficulties, then please telephone our Customer Service Team on 0844 844 9966
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Contacts

Landmark Information Group Limited

Imperium
Imperial Way
Reading

RG2 0TD

The Environment Agency

Website www.landmark.co.uk

For advice on the report

PO Box 544
Templeborough
Rotherham

S60 1BY

Flood Protection Association

For advice on regulatory information

10 Cavalry Ride
Norwich
NR3 1U
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SearchCode™
Important Consumer Protection Information

This search has been produced by Landmark Information Group Ltd, Imperium, Imperial Way, Reading, RG2 OTD. Telephone
0844 844 9966, Fax No. 0844 844 9980 email helpdesk@landmark.co.uk which is registered with the Property Codes
Compliance Board (PCCB) as a subscriber to the Search Code. The PCCB independently monitors how registered firms
maintain compliance with the Code.

The Search Code:

«  provides protection for homebuyers, sellers, estate agents, conveyancers and mortgage lenders who rely on the
information included in property search reports undertaken by subscribers on residential and commercial property
within the United Kingdom

+  sets out minimum standards which firms compiling and selling search reports have to meet

«  promotes the best practice and quality standards within the industry for the benefit of consumers and property
professionals

« enables consumers and property professionals to have confidence in firms which subscribe to the code, their
products and services.

By giving you this information, the search firm is confirming that they keep to the principles of the Code. This provides
important protection for you.

The Code's core principles

Firms which subscribe to the Search Code will:
« display the Search Code logo prominently on their search reports
« act with integrity and carry out work with due skill, care and diligence
« atall times maintain adequate and appropriate insurance to protect consumers
e conduct business in an honest, fair and professional manner
« handle complaints speedily and fairly
+  ensure that products and services comply with industry registration rules and standards and relevant laws

e monitor their compliance with the Code

Complaints

If you have a query or complaint about your search, you should raise it directly with the search firm, and if appropriate ask for
any complaint to be considered under their formal internal complaints procedure. If you remain dissatisfied with the firm’s
final response, after your complaint has been formally considered, or if the firm has exceeded the response timescales, you
may refer your complaint for consideration under The Property Ombudsman scheme (TPOs). The Ombudsman can award
compensation of up to £5,000 to you if he finds that you have suffered actual loss as a result of your search provider failing to
keep to the Code.

Please note that all queries or complaints regarding your search should be directed to your search provider in the first
instance, not to TPOs or to the PCCB.

TPOs Contact Details:

The Property Ombudsman scheme
Milford House

43-55 Milford Street

Salisbury

Wiltshire SP1 2BP

Tel: I
I

You can get more information about the PCCB from www.propertycodes.org.uk.
PLEASE ASK YOUR SEARCH PROVIDER IF YOU WOULD LIKE A COPY OF THE SEARCH CODE

Homecheck Professional® Flood Report 65794798_1 Copyright 2015, Landmark
Date 25 March 2015 All rights reserved
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SearchCode™
Complaints procedure

If you want to make a complaint, we will:
«  Acknowledge it within 5 working days of receipt.
«  Normally deal with it fully and provide a final response, in writing, within 20 working days of receipt.
«  Keep you informed by letter, telephone or e-mail, as you prefer, if we need more time.
«  Provide afinal response, in writing, at the latest within 40 working days of receipt.

«  Liaise, at your request, with anyone acting formally on your behalf.

Complaints should be sent to:

Head of Customer Relations
Landmark Information Group Ltd
Landmark UK Property

Imperium

Imperial Way

Reading

RG20TD

Telephone
e
Fax: NN

If you are not satisfied with our final response, or if we exceed the response timescales, you may refer the complaint to The

Property Ombudsman scheme (TPOs): Te!: | | |  EGcNEGNNEEEEEEEEE

We will co-operate fully with the Ombudsman during an investigation and comply with his final decision.

Homecheck Professional® Flood Report 65794798_1 Copyright 2015, Landmark
Date 25 March 2015 All rights reserved
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Save

on your insurance’

as a thank you for purchasing this report

This report already confirms your property is an acceptable flood risk
Price Guarantee** - we will quote cheaper

than your mortgage lender on the same basis of standard cover

Quotes available for both buildings and contents
£1,000,000 automatic buildings cover

Policy underwritten at Lloyd's

Monthly payment options available

o speak to our.exgerienced tearm who laok Torward 6 tailoring
a product for your new;property that will give you the necessary
coverage required by your Murtgage Lender.

** Sublect to terms, please contact us for further Informatlon 1. Your quote must provide cover on an equivalent basks to the one affered by INSURE My IIGLU 2. The offer applies to rew policyholders enly 3. Qualifying criteria
apply 4. You must send us proof of your lenders quote documentation detailing cover and premium to: INSURE MY 11GLL Three Whiting Streat Bury St Edmunds Suffolk IP33 TNX, 5. INSURE MY NIGLU will not return any documen-
tation recelved in conjunction with this effer & This offer Is not avallable in Nerthem lreland 7. The proof of lenders offer Is required before guarantee can be applied 8 1If you accept our standard quatation price before you send
us valid proof. depending on your payment method, we will eithes refund you the difference between the price you paid and the price you showd have paid had the guarantes applied or we will reduce your future payments 9.
Refunds will be given by the same methad and to the same cand/account as the ariginal paymant

NOTICE TO LAWYERS
Your CML insurance responsibilities:

Have you informed the lender if the insurance policy excess exceeds £10007?

The majority of lenders require notification of large policy excesses™.
Do you know what your client’s lenders limits are?

Do you have regular contact with your client post sale?

* k%
59 A) of lenders require notification of future non renewal of policy.

Not all insurers or brokers agree to make this notification. Insure My lIGLU does.
In most cases, we even provide an indemnity cover for you should this fail to happen.

Just call

to speak to our specialist team who look forward to tailoring a product for a property and provide
you with the necessary coverage required by your mortgage lender

Homecheck Professional® Flood Report 65794798 _1 Copyright 2015, Landmark
Date 25 March 2015 All rights reserved
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’\AN Greenfield runoff rate estimation tool

hr‘wa"ingfor‘d www.uksuds.com | Greenfield runoff rate estimation tool (https://www.uksuds.com/)

This is an estimation of the greenfield runoff rates that are used to meet normal best practice criteria in line with

Environment Agency guidance “Rainfall runoff management for developments”, SC030219 (2013), the SuDS Manual C753

(CIRIA, 2015) and the non-statutory standards for SuDS (Defra, 2015). This information on greenfield runoff rates may be the

basis for setting consents for the drainage of surface water runoff from sites.

Project details
Date

Calculated by
Reference

Model version

Location

Site name

Site location

[ 26/11/2025

[DO

Stanwick Northfields Lane Westergate Chichester

[ 222

[ Stanwick Northfields Lane Westergate Chichester

Stanwick Northfields Lane Westergate Chichester

aldrane Site Location

Oving Westergate. Eastergate

s Barnharr
/
f
|
I
ign /
!
North Bersted f
/4
= /
166 /
s’
Feipham
T Bognor Regis:

Middieton
on 593

= Hampton Park PIOFREr
Ford N —
' \ -~

N\ N

\ B —

. et
Littiéhampton Aol il

© OpenStreetMap (https://www.openstreetmap.org/copyright) contributors.

Site easting (British National Grid)

Site northing (British National Grid)

Site details

Tokol mihm meem = Fl Y
vial ane aica \najy

We use cookies on this site

experience

493874

106722
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r

By clicking the Accept button, you agree to us doing so.
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[ MORE INFO
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Greenfield runoff

Method

Method

IH124

SAAR (mm)

How should SPR be derived?

WRAP soil type
SPR

QBar (IH124) (I/s)

Growth curve factors

Hydrological region
1year growth factor

2 year growth factor
10 year growth factor
30 year growth factor
100 year growth factor

200 year growth factor

H124

My value
760 mm

Map value

-

‘ 760

WRAP soil type

2
0.3

0.3 I/s

My value
7

0.85
0.88
1.62
2.3

3.19

3.74

We use cookies on this site to enhance your user

experience

By clicking the Accept button, you agree to us doing so.

Map value

-




Results

Method H124

Flow rate 1year (I/s) 0.3 I/s
Flow rate 2 year (I/s) 0.3 I/s
Flow rate 10 years (I/s) 05 I/s
Flow rate 30 years (I/s) 0.7 /s
Flow rate 100 years (I/s) 1.0 I/s
Flow rate 200 years (I/s) 11 I/s

Please note runoff estimation is subject to significant uncertainty. Results are therefore normally reported to only 1 decimal
place. Where 2 decimal places are provided, this does not indicate accuracy to this level, it has been adopted to prevent ‘zero’

figures from being reported. Outputs less than 0.011/s are reported as 0.011/s.

Disclaimer

This report was produced using the Greenfield runoff rate estimation tool (2.2.2) developed by HR Wallingford and available at uksuds.com (https://www.uksuds.com/). The
use of this tool is subject to the UK SuDS terms and conditions and licence agreement, which can both be found at uksuds.com/terms-conditions
(https://www.uksuds.com/terms-conditions). The outputs from this tool have been used to estimate Greenfield runoff rates. The use of these results is the responsibility of
the users of this tool. No liability will be accepted by HR Wallingford, the Environment Agency, Centre for Ecology and Hydrology, Wallingford Hydrosolutions or any other

organisation for the use of these data in the design or operational characteristics of any drainage scheme.

We use cookies on this site to enhance your user
experience

By clicking the Accept button, you agree to us doing so.
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GRAVEL AROUND OVERFLOW
TO PREVENT SOIL SCOURING

SAND AND LEAF TRAP
AS OVER FLOW

~

SHALLOW DEPRESSIONS (BIORETENTION 1)
Exceedance Elevation (m) = 11.700
Depth (m) = 0.400

Base Elevation (m) = 11.300

Top Area (m?) = 76.95

Side Slope (1:x) = 3.00

Base Area (m?) = 33.50

Freeboard (mm) = 100

Porosity (%) = 100

Length (m) = 18.103

Long. Slope (1:x) =1000.00
Filtration Rate (m/hr) = 0.0768
Friction Scheme Manning's n= 0.02
Total Volume (m?) = 18.289

3?’0 ’

SAND AND LEAF TRAP

AS OVER FLOW

28
. e
a0
Re
g0
Re
GRAVEL AROUND OVERFLOW

TO PREVENT SOIL SCOURING

SHALLOW DEPRESSION (BIORETENTION 2)

Exceedance Elevation (m) 11.800
Depth (m) = 0.550

Base Elevation (m) = 11.250

Top Area (m?) = 355.00

Side Slope (1:x) = 10.00

Base Area (m?) = 63.23
Freeboard (mm) = 100

Porosity (%) = 100

Length (m) = 26.524

Long. Slope (1:x) = 1000.00
Filtration Rate (m/hr) = 0.0768
Friction Scheme Manning's n=.02
Total Volume (m?)= 88.489

1p metres

LEGEND:

el PROPOSED BURIED PIPE- STORM WATER PIPE (P)

s PROPOSED RAINWATER PIPE (RP)
sl PROPOSED GRAVEL DRAIN CHANNEL

© PROPOSED SURFACE WATER MANHOLE (MH)
PROPOSED INSPECTION CHAMBER (IC)

PROPOSED SAND AND LEAF TRAP
PROPOSED SILT TRAP

X Y@

PROPOSED RAIN WATER BUTT

& PROPOSED RAIN WATER PIPE DOWN PIPE (RWDP)
— EXCEEDANCE FLOW DIRECTION
TR SHALLOW DEPRESSION FLOW DIRECTION
north
mO0 25 5 10 12.5 N
Scale i ——— ' ’ ' ' ' : o
1:125
01 | 03/04/2026 Issued For Planning Approval DO JR JR
00 | 12/12/2025 Issued For Planning Approval DO JR JR
No Date Reason DRN | CHK | APR
REVISIONS

Welwyn, Pinewood Rd

db e
L

T: +44(0)144 278 0676
WATER DESIGN ENGINEERS E: info@waterdesign-engineers.co.uk
Pioneering W : www.waterdesign-engineers.co.uk
Project

Stanwick, Northfields Lane, Westergate, Chichester

Drawing

SURFACE WATER DRAINAGE STRATEGY 1 of 2

Scale Date Drawn

1:125@ Al MAR '26 DO

Drawing No. Revision

ENV24502-WDE-00-DR-1000 01
[] preliminary Detailed Design

. Issued for Planning Approval Issued for Tender
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|:| Issued for Construction As Built

Drawing sheet size - Al Copyright Reserved ©
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GENERAL NOTES:

PROPOSED SHALLOW DEPRESSION (BIORETENTION 1)

|:| Issued for Construction

As Built

1. All pipe diameters shown are nominal internal diameters.
2. Surface water drainage pipework to be uPVC or HDPE, minimum stiffness class
iR o SNS8, unless noted otherwise.
IMINIMUM WIBTH OF BENCHING FOR LANDING 3. Pipework has been sized to convey design flows associated with the 1 in
BENCHING FOR LANDING T m— i
AREA TO BE 225mm ABENTOBE 22500 e 100-year storm event plus 45% climate change allowance.
4. Flow restriction is provided by a proprietary flow control device (Hydro-Brake®
Optimum or equivalent), installed within the manhole indicated on the drawing.
5. Design discharge rate through the flow control device is 0.3 |/s.
PRECAST CONCRETE PRECAST CONCRETE 6. Final detailed design, including pipe bedding, manhole construction and flow
MANHOLE RING MANHOLE RING MINIMUM WIDTH OF BENCHING FOR control installation, shall be confirmed at detailed design/construction stage.
LANDING AREA TO BE 225mm IN SITU SURROUND
MANHOLE RING
IN SITU SURROUND :\':1' jg#ostéﬁﬁg“o
MANHOLE RING REFER TO MANHOLE SCHEDULE FOR
COVER LOADING GRADE BED & HAUNCH FRAME IN 1:3 MORTAR REFER TO MANHOLE SCHEDULE FOR ~——— L mamm——
BED & HAUNCH FRAME IN 1:3 MORTAR :
REFER TO Mgg\l;l%f gﬁgﬁ&ugﬁgg s e s e S ALLOWING SUFFICIENT DEPTH ABOVE COVER LOADING GRADE ALLOWING SUFFICIENT DEPTH ABOVE
HAUNCH FOR SLAB / BLOCK PAVING & COVER HAUNCH FOR SLAB / BLOCK PAVING & COVER 0.67 HAUNCH FOR SLAB / BLOCK PAVING &
IN SITU CONCRETE SURROUND TO BE SRR SAND BED OR TOPSOIL AS IN SITU'CONCRETE SURROUND( TORE LEVEL 0.67 i‘;’:gc‘?;gg;mpso“ AS IN SITU CONCRETE SURROUND —\ LEVEL " . SAND BED OR TOPSOIL AS APPROPRIATE
MIN. 150mm THICK GEN3 ( TO BE 0.67 APPROPRIATE MIN. 150mm THICK GEN3 ( TO BE . L TO BE MIN. 150mm THICK GEN3 +11.83
DES!GNED?Q BRE DIGEST 1{WHEN i i DESIGNED TO BRE DIGEST 1 WHEN . ( TO BE DESIGNED TO BRE PRECAST FONCRETE SHAFT TO
CONCRETE IS IN AGGRESSIVE GROUND) +11.77 ———  PRECAST CONCRETE SHAFT TO CONCRETE IS IN AGGRESSIVE GROUND) . DREEAET CONCRETESHAETTE DIGEST 1 WHEN CONCRETE IS ’ BS5911-4:2002 CHAMBER SECTIONS &
\ BS5911-4:2002 CHAMBER SECTIONS & Y hackaliulogling o i L SRR IN AGGRESSIVE GROUND) .9 - = i COVER SLAB TO BE BEDDED WITH
] -4 TOKSTRIP RESIN MASTIC SEALANT
| — | COVER SLARB TS BE BEDDED WITH A\ == COVER SLAB TO BE BEDDED WITH :
AT : Ak TOTIE RESUN MESTIC SEQANT & ot 2 TOKSTRIP RESIN MASTIC SEALANT R| wv
o i - $ i o b _.
oS : o| © 13 e - T INVERT
. ; F INVERT L . INVERT INFLOW m d r LEVEL
OUTFLOW INFLOW | % LEVEL OUTFLOW INFLOW r LEVEL OUTFLOW o ok
= S B T R T 7 R +11.17 = -—t"_n - L T +11.15 ~ T R PIE .. Pz +11.13
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&= BOTTOM PRECAST SECTION TO BE : "\— " BOTTOM PRECAST SECTION TO BE 12 N—  BOTTOM PRECAST SECTION TO BE
CONCRETE BASE TO BE GEN3 ( TO BE 1.2 BUILT INTO CONCRETE BASE BY A CONCRETE BASE TO BE GEN3 ( TO BE 1.2 BUILT INTO CONCRETE BASE BY A ’ BUILT INTO CONCRETE BASE BY A
DESIGNED TO BRE DIGEST 1 WHEN MINIMUM OF 75mm. DESIGNED TO BRE DIGEST 1 WHEN MINIMUM OF 75mm. CONCRETE BASE TO BE GEN3 ( TO BE MINIMUM OF 75mm.
CONCRETE IS IN AGGRESSIVE GROUND {
) s CONCRETE IS IN AGGRESSIVE GROUND) FEE TR DESIGNED TO BRE DIGEST 1 WHEN 75mm THICK
CONCRETE BLINDING CONCRETE BLINDING CENGRETE I NSRS RN CONCRETE BLINDING
PROPOSED STORM MANHOLE-1 (MH1) PROPOSED STORM MANHOLE-2 (MH2) PROPOSED STORM MANHOLE-3 (MH3)
20.00
GRAVEL AROUND OVERFLOW TO SHALLOW DEPRESSIONS (BIORETENTION)
PREVENT SOIL SCOURING
+11.80 +11.80
1.00
+11.05 '
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+ / 3% 3%
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SAND AND LEAF TRAP AS OVER FLOW
SECTION B-B
PROPOSED SHALLOW DEPRESSION (BIORETENTION 2)
— OUTLET PIPE #100mm DIAMETER
BAGS TO BE STAKED WITH
HOOKED12mm REINFORCING :
BAR BAG SHALL BE OF HESSIAN OR CANVAS AND SHALL BE OF A SIZE TO PROVIDE A
L 843 |, WALL THICKNESS OF 500mm. CONCRETE BAGWORK SHALL BE TO CLAUSE 519
5 AND BE THREE QUARTER FILLED WITH 25mm SLUMP ST4 CONCRETE
* ‘ " IMMEDIATELY PRIOR TO PLACING WITH ENDS SEWN.
+10.995 THE BAGS SHALL BE PLACED IN A MODIFIED FLEMISH BOND SO AS TO 'BREAK
JOINT' WITH MOUTHS AWAY FROM SURFACE AND BE TAMPED INTO POSITION
TO FORM A RECTANGULAR BLOCK.
[ PRECAST CONCRETE
q Jj UNSTABLE MATERIAL IN FOUNDATION TO BE EXCAVATED AND BACKFILLED row MANHOLERING
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"\AA/ Surface water storage volume design tool

hr‘wa“ingfor‘d www.uksuds.com | Surface water storage volume design tool (https://www.uksuds.com/)

This is an estimation of the storage volume requirements that are needed to meet normal best practice criteria in line with
Environment Agency guidance “Rainfall runoff management for developments”, SC030219 (2013), the SuDS Manual C753
(CIRIA, 2015) and the non-statutory standards for SuDS (Defra, 2015). It is recommended that the total storage volume for
the site is distributed across the site using multiple SuDS and that hydraulic modelling software is used to undertake and

finalise the detailed design of the drainage system.

Project details

Date [ 26/11/2025

Calculated by [ DO

Reference l Stanwick, Northfields Lane, Westergate, Chichester
Model version [ 222

Location

Site name

Stanwick, Northfields Lane, Westergate, Chichester

Site location Stanwick. Northfields Lane, Westergate, Chichester
East Dean A
i West Dean
orinw
A
Eartham
Lavant
Halnaker Slindon
{. Boxgrove
- A286 ' I. o A27 Fantwell g
Westhampnett Tangmere =
b FEH Locatlono
A = Walberto
Aldingbour I,_slte Location
(3
— { Ovin: Westergate . Eastergate
~, Chichester 4 &
-
“".'_‘--—-__--_--—_-_—___.__—_'.____—____ i
A259 e
S Barnham
S/
ildram f Yap
” | . .
© Opq‘nStreetMap (https://www.openstreetmap.org/copyright) contributors.

Site easting (British National Grid) 493876

Site northing (British National Grid) 105722




Site areas

Total site area (ha)

Roof area

Total roof area (ha)
Contributing roof area (ha)

Non-contributing roof area (ha)

Paved area

Total paved area (ha)
Contributing paved area (ha)

Non-contributing paved area (ha)

Grass / vegetated area

Total grass / vegetated area (ha)
Contributing grass / vegetated area (ha)

Non-contributing grass / vegetated area (ha)

Total area

Total contributing area (ha)

Contributing areas with urban creep allowance

Urban creep allowance factor

Contributing roof area (adjusted for urban
creep) (ha)

Contributing paved area (adjusted for urban
creep) (ha)

Contributing grass / vegetated area (adjusted
for urban creep) (ha)

Storage design parameters

Storage base shape
Storage design depth (m)
Storage side slope (1in x)
Storage voids ratio (%)

Storage volume design return period (years)

‘ 0.1533

‘ .0225

‘ .0225

0

ha

‘ .0067

‘ .0067

0

ha

‘ 0.1241

‘ 0.1241

0

0.1533

ha

ha

ha

ha

ha

ha

ha

ha

ha

[ +10%

0.02475

0.00737

0.12118

ha

ha

ha

[ Circular

(o5

l1in3

’ 100% (all voids)

[ 1:100 years




Discharge flow rate from the site

Method
Type of site ‘ Greenfield
Specify the method l IH124
IH124
My value Map/default value
SAAR (mm) 760 o OO 760
How should SPR be derived? WRAP soil type
WRAP soil type 2 - 2
SPR 0.3
Total area for greenfield runoff calculation (ha) (1533 ha O 0.1533
QBar (I/s) 0.3 Vs
Hydrological region 7 O 7
Return period (years) 1:100 years
Growth curve factor 319
Flow rate (IH124) (I/s) 1 I/s
Final discharge rate
Runoff calculation method [H124
Design flow rate (I/s) 1 I/s
Blockage risk
Specify the method [ Flow rate
Minimum discharge flow rate to prevent l 1W/s
blockage
My value Calculated value
Design orifice diameter (mm) ‘ 26 mm 26
Flow rate of orifice (I/s) 0.99 /s
Rainfall and runoff
Rainfall input type FEH22 CSV file

FEH_Point_Rainfall_FEH22_AM_492752_106148.csv

Distance from FEH location to site (km) 12 km
Climate change allowance factor [ 145%
Specify the runoff method from grass / [ Fixed percentage - based on rainfall event depth and SPR

vegetated areas

My value Map value



How should SPR be derived? WRAP soil type

WRAP soil type 2 - [ 2 ]
SPR 0a

Model results

» Maximum discharge flow rate: 1.0 (I/s)

¢ Qutflow orifice diameter. 26 (mm)

» Storage base diameter: 11 (m)

+ Storage base area: 98 (m?)

« Storage total volume: 63 (m?)

« Storage total water volume: 63 (m?)

= Storm return periods run: 1, 2, 10, 30, 100, 200 (years)

» Storm durations run: 15, 30, 60, 120, 180, 240, 360, 540, 720, 900, 1080, 1440, 1800, 2160, 2880, 3600, 4320, 5040, 5760
(minutes)

Return Period (years)  Critical Duration (minutes) Peak Flow Rate (I/s) MaxDepth (m) Max water volume (m®)  Max storage volume (m?)

1 720 0.5 0.16 16 16

2 540 0.6 0.18 20 20
10 540 0.8 0.31 36 36
30 540 0.9 0.40 48 48
100 540 10 0.50 63 63
200 720 1.1 0.57 75 75

Please note runoff estimation and storage volume estimation are subject to uncertainty. Storage volume results are therefore reported to the nearest 1m? value, unless

storage volumes are less than 10 m?, in which case, storage volumes are provided to 1 decimal place.

Disclaimer

This report was produced using the surface water storage volume design tool (2.2.2) developed by HR Wallingford and available at uksuds.com (https://www.uksuds.com/).
The use of this tool is subject to the UK SuDS terms and conditions and licence agreement, which can both be found at uksuds.com/terms-conditions
(https://www.uksuds.com/terms-conditions). The outputs from this tool have been used to estimate surface water storage volumes for the whole site based on a limiting
discharge rate from the site. The use of these results is the responsibility of the users of this tool. No liability will be accepted by HR Wallingford, the Environment Agency,
Centre for Ecology and Hydrology, Wallingford Hydrosolutions or any other organisation for the use of these data in the design or operational characteristics of any drainage

scheme.

HR Wallingford are not responsible for any rainfall data shared that is subject to licensing terms imposed by UK Centre for Ecology & Hydrology's Flood Estimation Handbook

web service (https://fehweb.ceh.ac.uk/Home/Terms (https://fehweb.ceh.ac.uk/Home/Terms)).
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Housing Extension and Site Drainage:
Stanwick, Northfields Lane, Westergate,

Date:
04/03/2026

Designed by: Checked by:
DO

Approved By:

Report Details:
Type: Inflows
Storm Phase: SuDS

Water Design Engineers (WDE):

\E" ] Catchment Area 1

Type : Catchment Area

Area (ha) 0.01
[Preliminary Sizing |
Volumetric Runoff Coefficient 0.750
Percentage Impervious (%) 80
Time of Concentration (mins) 5
|Dynamic Sizing |
Runoff Method Time of Concentration
Summer Volumetric Runoff 0.750
Winter Volumetric Runoff 0.840
Time of Concentration (mins) 5
Percentage Impervious (%) 80
\E' ' ] Catchment Area 2 Type : Catchment Area
Area (ha) 0.006
|Pre|iminary Sizing |
Volumetric Runoff Coefficient 0.750
Percentage Impervious (%) 80
Time of Concentration (mins) 5
|Dynamic Sizing |
Runoff Method Time of Concentration
Summer Volumetric Runoff 0.750
Winter Volumetric Runoff 0.840
Time of Concentration (mins) 5
Percentage Impervious (%) 80
\E' ' ] Catchment Area 3 Type : Catchment Area
Area (ha) 0.046
[Preliminary Sizing |
Volumetric Runoff Coefficient 0.750
Percentage Impervious (%) 55
Time of Concentration (mins) 5
|Dynamic Sizing |
Runoff Method Time of Concentration
Summer Volumetric Runoff 0.750
Winter Volumetric Runoff 0.840
Time of Concentration (mins) 5
Percentage Impervious (%) 60
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Housing Extension and Site Drainage:
Stanwick, Northfields Lane, Westergate,

Date:
04/03/2026

Designed by: Checked by:

DO

Approved By:

Report Details:
Type: Inflows
Storm Phase: SuDS

Water Design Engineers (WDE):

\E" ] Catchment Area 4

Type : Catchment Area

Area (ha) 0.079
[Preliminary Sizing |
Volumetric Runoff Coefficient 0.750
Percentage Impervious (%) 55
Time of Concentration (mins) 5

|Dynamic Sizing |

Runoff Method Time of Concentration
Summer Volumetric Runoff 0.750
Winter Volumetric Runoff 0.840
Time of Concentration (mins) 5
Percentage Impervious (%) 60
\E' ' ] Catchment Area 5 Type : Catchment Area
Area (ha) 0.012
|Pre|iminary Sizing |
Volumetric Runoff Coefficient 0.750
Percentage Impervious (%) 80
Time of Concentration (mins) 5

|Dynamic Sizing |

Runoff Method

Summer Volumetric Runoff
Winter Volumetric Runoff
Time of Concentration (mins)
Percentage Impervious (%)

Time of Concentration

0.750
0.840
5

80

Created in InfoDrainage 2025.5.1
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Housing Extension and Site Drainage: Date:

Type: Junctions
Storm Phase: SuDS

Stanwick, Northfields Lane, Westergate, 04/03/2026
Designed by: Checked by: Approved By:
DO

Report Details: Water Design Engineers (WDE):

Junction Cover Invert Chamber Diameter
Name Easting (m) Northing (m) Elevation Depth (m) Elevation
Type Shape (m)
(m) (m)
MH2 Manhole 494267.760 105703.922 11.800 0.650 11.150 Circular 1.200
MH3 Manhole 494234.063 105717.942 11.830 0.700 11.130 Circular 1.200
MH1 Manhole 494240.879 105728.221 11.770 0.600 11.170 Circular 1.200
MH5 Manhole 494248.118 105721.586 11.750 0.500 11.250 Circular 1.200
MH6 Manhole 494245.141 105714.722 11.750 0.500 11.250 Circular 1.200
MH4 Manhole 494234.689 105724.214 11.800 0.700 11.100 Circular 1.200
Name Lock
MH2 None
MH3 None
MH1 None
MH5 None
MH6 None
MH4 None
[Inlets
Junction Inlet Name Incoming Item(s) Bypass Destination Capacity Type
MH2 Inlet P3 (None) No Restriction
MH3 Inlet P4 (None) No Restriction
MH1 Inlet P1 (None) No Restriction
MH5 Inlet Catchment Area 5 (None) No Restriction
MH6 Inlet g::z:m::: 2:: i (None) No Restriction
P7
P6 -
MH4 Inlet PS5 (None) No Restriction
P2

Created in InfoDrainage 2025.5.1
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Housing Extension and Site Drainage:
Stanwick, Northfields Lane, Westergate,

Date:
04/03/2026

Designed by:
DO

Checked by: Approved By:

Report Details:
Type: Junctions
Storm Phase: SuDS

Water Design Engineers (WDE):

[Outlets
Junction Outlet Name Outgoing Connection Outlet Type
MH2 Outlet P4 Free Discharge
MH3 Outlet P5 Free Discharge
MH1 Outlet P2 Free Discharge
MH5 Outlet P7 Free Discharge
MH6 Outlet P6 Free Discharge
Outlet (None) Hydro-Brake®
Invert Elevation (m) 11.700
Design Depth (m) 0.310
Design Flow (L/s) 0.5
Objective Minir_nize Upstream Storage
Requirements
Application Surface Water Only
Sump Available
Flush Flow (L/s) 0.29
Unit Reference CFF-0037-5000-0310-2900
MH4 /
0.3
E
< 02
B
1]
= 0.1
|
o FO I [N T TN T TN NN TN T N O NN NN TN TN TN [N TN TN WO S O TN 1
0 0.1 0.2 0.3 0.4 0.5
Flow (L/s)
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Housing Extension and Site Drainage:
Stanwick, Northfields Lane, Westergate,

Date:
04/03/2026

Designed by:
DO

Checked by:

Approved By:

Report Details:
Type: Stormwater Controls
Storm Phase: SuDS

Water Design Engineers (WDE):

@ Bioretention 2 (shallow depression)

[Ponding Area

Type : Bioretention

Exceedance Elevation (m) 11.800
Depth (m) 0.550
Base Elevation (m) 11.250
Top Area (m?) 355.00
Side Slope (1:x) 10.00
Base Area (m?) 63.23
Freeboard (mm) 100
Porosity (%) 100
Length (m) 26.524
Long. Slope (1:x) 1000.00
Filtration Rate (m/hr) 0.0768
Friction Scheme Manning's n
n 0.02
Total Volume (m?) 88.489
[Filter Area |
Base Elevation (m) 11.150

[Filtration Layers

Filtration Layer

Use Name Depth (mm) Porosity (%) Conductivity (m/hr) Soil Type
N Soil 100 100 Soil Type
Storage 100 100
[inlets |
[Inlet |
Inlet Type Point Inflow

Incoming Item(s)
Bypass Destination
Inlet Destination
Capacity Type

Catchment Area 4
(None)

Ponding Area

No Restriction

|outlets

[Outlet |

Outgoing Connection
Outlet Type

P3
Free Discharge

Created in InfoDrainage 2025.5.1
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Housing Extension and Site Drainage:
Stanwick, Northfields Lane, Westergate,

Date:
04/03/2026

Designed by: Checked by:

DO

Approved By:

Report Details:
Type: Stormwater Controls
Storm Phase: SuDS

Water Design Engineers (WDE):

[Advanced |
Safety Factor 2.0
[Ponding Area |
Side Infiltration Rate (m/hr) 0.0768
Base Perimeter (m) 57.817
Top Perimeter (m) 79.817
[Filter Area |
Base Infiltration Rate (m/hr) 0.0768
Side Infiltration Rate (m/hr) 0.0768
/g Bioretention1 (shallow depression) Type : Bioretention
[Ponding Area |
Exceedance Elevation (m) 11.700
Depth (m) 0.400
Base Elevation (m) 11.300
Top Area (m?) 76.95
Side Slope (1:x) 3.00
Base Area (m?) 33.50
Freeboard (mm) 100
Porosity (%) 100
Length (m) 18.103
Long. Slope (1:x) 1000.00
Filtration Rate (m/hr) 0.0768
Friction Scheme Manning's n
n 0.02
Total Volume (m?) 18.289
[Filter Area |
Base Elevation (m) 11.200

[Filtration Layers

Filtration Layer

Use Name Depth (mm) Porosity (%) Conductivity (m/hr) Soil Type
| Sail 100 100 0.36 Soil Type
Storage 100 100 0.36
linlets |
[inlet |
Inlet Type Point Inflow

Incoming Item(s)
Bypass Destination
Inlet Destination
Capacity Type

Catchment Area 3
(None)

Ponding Area
No Restriction

Created in InfoDrainage 2025.5.1
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Housing Extension and Site Drainage:
Stanwick, Northfields Lane, Westergate,

Date:
04/03/2026

Designed by: Checked by: Approved By:
DO

Report Details:
Type: Stormwater Controls
Storm Phase: SuDS

Water Design Engineers (WDE):

|0utlets |
[Outlet |
Outgoing Connection P1
Outlet Type Free Discharge
[Advanced |
Safety Factor 2.0
[Ponding Area |
Side Infiltration Rate (m/hr) 0.0768
Base Perimeter (m) 39.908
Top Perimeter (m) 44.708
[Filter Area |
Base Infiltration Rate (m/hr) 0.0768
Side Infiltration Rate (m/hr) 0.0768

Created in InfoDrainage 2025.5.1
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Housing Extension and Site Drainage: Date:

Stanwick, Northfields Lane, Westergate, 04/03/2026
Designed by: Checked by: Approved By:
DO

Report Details: Water Design Engineers (WDE):

Type: Connections
Storm Phase: SuDS

Colebrook- A Upstream Upstream
Connection White Diameter / Cover Invert
Name Length (m) Slope (1:x)  Manning's n Base Width . .
Type Roughness Elevation Elevation
(mm)
(mm) (m) (m)
P4 36.498 Pipe 1824.893 0.6 150 11.800 11.150
P3 15.273 Pipe 0.000 0.6 150 11.827 11.150
P1 6.013 Pipe 200.437 0.6 150 11.718 11.200
P7 13.684 Pipe 91.228 0.6 150 11.750 11.250
P6 14.119 Pipe 94.125 0.6 150 11.750 11.250
P5 6.303 Pipe 210.094 0.6 200 11.830 11.130
P2 7.374 Pipe 105.344 0.6 150 11.770 11.170
Downstream Downstream
Name Elg\?::kr)n EIIen\Xalet'lr:)n Part Family Lock Culvert Type Ef::‘;i:;
(m) (m)
P4 11.830 11.130 None (None) (None)
P3 11.800 11.150 None (None) (None)
P1 11.770 11.170 None (None) (None)
P7 11.800 11.100 None (None) (None)
P6 11.800 11.100 None (None) (None)
P5 11.800 11.100 None (None) (None)
P2 11.800 11.100 None (None) (None)
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Housing Extension and Site Drainage:
Stanwick, Northfields Lane, Westergate,

Date:
04/03/2026

Designed by: Checked by:
DO

Approved By:

Report Details:
Type: Network Design Criteria
Storm Phase: SuDS

Water Design Engineers (WDE):

[Flow Options |
Peak Flow Calculation (UK) Modified Rational Method
Min. Time of Entry (mins) 5
Max. Travel Time (mins) 30
IFEH I Type: FEH
Site Location GB 492752 106148 SU 92752
06148
Return Period (years) 100.0
Rainfall Version 2022
IPipe Options
Lock Slope Options None
Design Options Minimize Excavation
Design Level Level Crowns
Min. Slope (1:x) 100.00
Max. Slope (1:x) 40.00
Min. Velocity (m/s) 1.0
Max. Velocity (m/s) 3.0
Use Flow Restriction [w]
Reduce Channel Depths |
[Manhole Options
Apply Offset ]
Created in InfoDrainage 2025.5.1 9/21




Housing Extension and Site Drainage:
Stanwick, Northfields Lane, Westergate,

Date:
04/03/2026

Designed by: Checked by:
DO

Approved By:

Report Title:
Rainfall Analysis Criteria

Water Design Engineers (WDE):

Runoff Type Dynamic
Output Interval (mins) 5
Time Step Default
Urban Creep Apply Global Value
Urban Creep Global Value 5
(%)

Junction Flood Risk Margin 300
(mm)

Perform No Discharge

Analysis

Created in InfoDrainage 2025.5.1
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Housing Extension and Site Drainage:

Stanwick, Northfields Lane, Westergate,

Date:
04/03/2026

Designed by: Checked by:

DO

Approved By:

Report Details:
Type: Inflows Summary
Storm Phase: SuDS

Water Design Engineers (WDE):

W
-
-

Inflow Area

Inflow Storm Event
FEH: 100 years:
z::;h;“e“t +45 %: 15 0.01
mins: Winter
FEH: 100 years:
i::;h:'e“t +45 %: 15 0.01
mins: Winter
FEH: 100 years:
i::;h;“e“t +45 %: 15 0.05
mins: Winter
FEH: 100 years:
h
f\::; T a5 %15 0.08
mins: Winter
FEH: 100 years:
Catchment +45 %: 15 0.01
Area 5

mins: Winter

Critical Storm Per Item: Rank By: Max. Inflow

Max. Total
Inflow
Inflow
(L/s) Volume
(m?)
5.4 2.495
3.6 1.690
19.5 9.013
33.5 15.503
6.6 3.075

Created in InfoDrainage 2025.5.1
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Housing Extension and Site Drainage:

Stanwick, Northfields Lane, Westergate,

Date:

04/03/2026

DO

Designed by:

Checked by:

Approved By:

Report Details:

Type: Junctions Summary
Storm Phase: SuDS

Water Design Engineers (WDE):

SUM.

27
oo

Junction

MH2
MH3
MH1
MH5
MH6

MH4

Storm Event

FEH: 100 years: +45
%: 15 mins: Summer
FEH: 100 years: +45
%: 15 mins: Winter
FEH: 100 years: +45
%: 15 mins: Winter
FEH: 100 years: +45
%: 15 mins: Winter
FEH: 100 years: +45
%: 15 mins: Winter
FEH: 100 years: +45
%: 15 mins: Winter

Cover
Elevati
on (m)
11.800
11.830
11.770
11.750

11.750

11.800

Critical Storm Per Item: Rank By: Max. Depth

Invert  Max.
Elevati Elevati
on(m) on(m)
11.150 11.296
11.130 11.331
11.170 11.314
11.250 11.350

11.250 11.367

11.100 11.334

Created in InfoDrainage 2025.5.1

Max.
Depth

(m)
0.146
0.201
0.144
0.100
0.117

0.234

Max.
Inflow

(L/s)

4.5

5.5

7.5

6.6

9.0

135

Max. Max.
Resident Flooded
Volume Volume

(m?) (m?)

0.165 0.000
0.228 0.000
0.163 0.000
0.113 0.000
0.132 0.000
0.265 0.000

Max.
Outflow
(L/s)

0.0

0.0

1.6

5.7

7.9

0.0

Total
Discharge
Volume
(m?)

3.647

4.459

2.961

3.077

4.189

7.412

Status

OK

OK

OK

OK

OK

OK
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Housing Extension and Site Drainage:

Stanwick, Northfields Lane, Westergate, 04/03/2026

Date:

Designed by: Checked by: Approved By:
DO

Report Details:

Type: Stormwater Controls Summary

Storm Phase: SuDS

Water Design Engineers (WDE):

----- Critical Storm Per Item: Rank By: Max. US Depth

Stormwat
er Control

Bioretenti
on2
(shallow
depressio
n)
Bioretenti
onl
(shallow
depressio
n)

Storm Event

FEH: 100
years: +45 %:
120 mins:
Winter

FEH: 100
years: +45 %:
60 mins:
Winter

Max.
us
Elevati
on (m)

11.541

11.615

Max Max. Total
Max. | Max. | Max. Max Residén Flood | Total | Max. Discharg Percentage
DS US DS . ed  Llost Outflo g|Fercentag
. Inflow t e Available  Status
Elevati Depth Depth Volu Volume w
(L/s)  Volume 3 Volume (%)
on(m) (m)  (m) 3 (m®)  (Ls) 3
(m?) (m?) (m?)

11.542 0.365 0.392 15.7 34.189 0.000 25.437 0.0 0.029 61.363 OK

11.615 0.397 0.415 13.1 15.426 0.000 4.591 0.7 0.619  15.653 oK

Created in InfoDrainage 2025.5.1
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Housing Extension and Site Drainage:
Stanwick, Northfields Lane, Westergate,

Date:
04/03/2026

Designed by:
DO

Checked by:

Approved By:

Report Details:
Type: Connections Summary
Storm Phase: SuDS

Water Design Engineers (WDE):

S Critical Storm Per Item: Rank By: Max. Flow
Upstrea Max. US
Connection  Storm Event Connection From To m CoYer Wate'r
Type Elevation Elevatio
n(m)
FEH: 100 years:
P4 +45 %: 30 Pipe MH2 MH3 11.800 11.275
mins: Summer
Bioreten
FEH: 100 years: tion 2
P3 +45 %: 30 Pipe (shallow MH2 11.827 11.448
mins: Summer depressi
on)
Bioreten
FEH: 100 years: tionl
P1 +45 %: 15 Pipe (shallow MH1 11.718  11.518
mins: Winter depressi
on)
FEH: 100 years:
P7 +45 %: 15 Pipe MH5 MH4 11.750 11.350
mins: Winter
FEH: 100 years:
P6 +45 %: 15 Pipe MH6 MH4 11.750 11.367
mins: Winter
FEH: 100 years:
P5 +45 %: 30 Pipe MH3 MH4 11.830 11.314
mins: Summer
FEH: 100 years:
P2 +45 %: 15 Pipe MH1 MH4 11.770 11.314

mins: Winter

Max.
Flow
Depth
(m)

0.150

0.112

0.114

0.150

0.150

0.200

0.150

Created in InfoDrainage 2025.5.1

Discharge
Volume
(m?)

0.000

0.000

0.000

3.077

4.189

0.000

0.000

Max.
Velocity
(m/s)

0.0

0.0

0.1

0.3

0.4

0.0

0.1

Flow /
Capacity

0.08

0.02

0.11

0.3

0.43

0.01

0.1

Max.
Flow Status
(L/s)
0.3 OK
03 Surcha
rged
1.4 Surcha
rged
5.7 OK
7.9 OK
0.3 OK
1.6 OK
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Housing Extension and Site Drainage:

Stanwick, Northfields Lane, Westergate,

Date:
04/03/2026

Designed by: Checked by:

DO

Approved By:

Report Details:
Type: Connection Results
Storm Phase: SuDS

Water Design Engineers (WDE):

v P4 Type : Pipe
Critical Storm: FEH: 100 years: Increase Rainfall (%): +45: 30 mins: Summer
|Tab|es |
Time (mins) Depth (m) Flow (L/s)
0 0.000 0.0
5 0.002 0.0
10 0.050 -1.0
15 0.136 -4.2
20 0.150 -5.4
25 0.142 -4.6
30 0.126 -3.2
35 0.113 -1.4
40 0.109 0.3
45 0.108 -0.2
50 0.108 -0.1
55 0.108 0.1
60 0.108 0.0
Created in InfoDrainage 2025.5.1 15/21



Housing Extension and Site Drainage:

Stanwick, Northfields Lane, Westergate,

Date:
04/03/2026

Designed by: Checked by:

DO

Approved By:

Report Details:
Type: Connection Results
Storm Phase: SuDS

Water Design Engineers (WDE):

& P3 Type : Pipe
Critical Storm: FEH: 100 years: Increase Rainfall (%): +45: 30 mins: Summer
|Tab|es |
Time (mins) Depth (m) Flow (L/s)
0 0.000 0.0
5 0.000 0.0
10 0.012 -0.1
15 0.066 -3.4
20 0.112 -5.3
25 0.110 -4.6
30 0.105 -3.3
35 0.101 -1.5
40 0.099 0.3
45 0.099 -0.1
50 0.098 -0.1
55 0.098 0.1
60 0.098 0.0
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Housing Extension and Site Drainage:

Stanwick, Northfields Lane, Westergate,

Date:
04/03/2026

Designed by: Checked by:

DO

Approved By:

Report Details:
Type: Connection Results
Storm Phase: SuDS

Water Design Engineers (WDE):

P1 Type : Pipe
Critical Storm: FEH: 100 years: Increase Rainfall (%): +45: 15 mins: Winter
|Tab|es |
Time (mins) Depth (m) Flow (L/s)
0 0.000 0.0
5 0.005 0.0
10 0.096 -7.1
15 0.114 -1.1
20 0.088 1.4
25 0.063 0.4
30 0.064 -0.0
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Housing Extension and Site Drainage:

Stanwick, Northfields Lane, Westergate,

Date:
04/03/2026

Designed by: Checked by:

DO

Approved By:

Report Details:
Type: Connection Results
Storm Phase: SuDS

Water Design Engineers (WDE):

P7 Type : Pipe
Critical Storm: FEH: 100 years: Increase Rainfall (%): +45: 15 mins: Winter
|Tab|es |
Time (mins) Depth (m) Flow (L/s)
0 0.000 0.0
5 0.059 1.7
10 0.150 5.7
15 0.123 2.2
20 0.096 0.3
25 0.076 0.0
30 0.076 0.0
Created in InfoDrainage 2025.5.1 18/21



Housing Extension and Site Drainage:

Stanwick, Northfields Lane, Westergate,

Date:
04/03/2026

Designed by: Checked by:

DO

Approved By:

Report Details:
Type: Connection Results
Storm Phase: SuDS

Water Design Engineers (WDE):

P6 Type : Pipe
Critical Storm: FEH: 100 years: Increase Rainfall (%): +45: 15 mins: Winter
|Tab|es |
Time (mins) Depth (m) Flow (L/s)
0 0.000 0.0
5 0.061 2.3
10 0.150 7.9
15 0.124 29
20 0.095 0.3
25 0.076 0.0
30 0.076 0.0
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Housing Extension and Site Drainage:

Stanwick, Northfields Lane, Westergate,

Date:
04/03/2026

Designed by: Checked by:

DO

Approved By:

Report Details:
Type: Connection Results
Storm Phase: SuDS

Water Design Engineers (WDE):

v P5 Type : Pipe
Critical Storm: FEH: 100 years: Increase Rainfall (%): +45: 30 mins: Summer
|Tab|es |
Time (mins) Depth (m) Flow (L/s)
0 0.000 0.0
5 0.028 -0.4
10 0.090 -1.6
15 0.173 -4.8
20 0.200 -5.5
25 0.180 -4.4
30 0.158 -3.0
35 0.139 -1.2
40 0.133 0.3
45 0.133 -0.1
50 0.134 -0.1
55 0.133 0.1
60 0.133 0.0
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Housing Extension and Site Drainage:

Stanwick, Northfields Lane, Westergate,

Date:
04/03/2026

Designed by: Checked by:

DO

Approved By:

Report Details:
Type: Connection Results
Storm Phase: SuDS

Water Design Engineers (WDE):

P2 Type : Pipe
Critical Storm: FEH: 100 years: Increase Rainfall (%): +45: 15 mins: Winter
|Tab|es |
Time (mins) Depth (m) Flow (L/s)
0 0.000 0.0
5 0.049 -0.6
10 0.150 -7.5
15 0.150 -1.0
20 0.136 1.6
25 0.113 0.4
30 0.114 -0.0
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