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P1 15/05/12 Structure updated 

P2 28/05/12 Grids and rooflights updated
Material added 

P3 21.06.12 Door ED04 position updated 

A 04.07.12 Issued for Construction  

B 24/07/12 Brick ref and RAL colour to Unit 3 screen
updated, Signage to unit 3 added
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Do Not scale off this drawing, use only figured 
dimensions and report any discrepancies or
omissions to the Architect immediately.
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UNIT 1UNIT 2UNIT 3

UNIT 1 UNIT 2 UNIT 3

Armco barrier 
protection 

Insulated colourcoat steel 
Fire exit door 
RAL 7016 (Dark Grey)

Insulated colourcoat steel 
Fire exit door 
RAL 7016 (Dark Grey)

Main Entrance Doors - 
Aluminium colourcoat doors 
and frames, Double glazed 
(clear) - Colour RAL7037 (Mid 
Grey)

Kingspan KS1000AWP �resafe �at 
1000mm wide composite colour 
coated cladding in RAL7035 To 
achieve min U-value of 0.26W/m2K

Smooth Red Engineering 
Brickwork to feature soldier 
courses

Galvanised steel 
�nished to all Canopy 
steelwork 

Kingspan Polycarb Roo�ight

100mm dia colourcoat 
RAL7037 circular RWP 

Eaves / Fascia Colour RAL7037 
(Mid Grey)

RAL 7035 Cill trim 
�ashing

RAL 7035 Cill trim 
�ashing

Kingspan KS1000AWP �resafe �at 
1000mm wide composite colour 
coated cladding in RAL7035 To 
achieve min U-value of 0.26W/m2K

Eaves / Fascia Colour RAL7037 
(Mid Grey)

100mm dia colourcoat 
RAL7037 circular RWP 

Colourcoat HP2000 Albatross 
vertically laid wall cladding - 
TATA Pro�le C32. To achieve 
min U-value of 0.26W/m2K

UNIT 3

UNIT 1 UNIT 3
Colourcoat HP2000 Albatross 
vertically laid wall cladding - 
TATA Pro�le C32. To achieve 
min U-value of 0.26W/m2K

100mm dia colourcoat 
RAL7037 circular RWP 

Armco barrier 
protection 

Kingspan KS1000RW �resafe 
composite Colourcoated Roof 
Cladding colour to be: White BS 
00E 55 To achieve min U-value of 
0.18W/m²K

Kingspan KS1000RW �resafe 
composite Colourcoated Roof 
Cladding colour to be: White 
BS 00E 55 To achieve min 
U-value of 0.18W/m²K

Clear glazed manual 
doors Colour Ref 
RAL7037 (Mid Grey)

Main Entrance Doors - 
Aluminium colourcoat doors 
and frames, Double glazed 
(clear) - Colour RAL3005 
(Wine Red)

Multi Stock Facing 
Brickwork - 
Weinerberger 
Durham Claret

Signage - Unit 1 Signage - Unit 2 Signage - Unit 3

RWP RWP RWPRWPRWPRWP
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RWPRWPRWPRWP

ED01 ED02 ED03

ED04 ED05 ED06 ED07

ED08

for all your �shkeeping needs

for all your �shkeeping needs

for all your �shkeeping needs

60” x 40” 
HI-SIGHT 
poster frame
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