
SOIL PIPE / WC CONNECTION

Double

socket bend

110mm dia. drain

Coupler

110mm soil pipe

or wc connector

Rainwater pipe

Rainwater adaptor

UG411 Double

socket bend

110mm dia. drain

RAINWATER PIPE CONNECTION
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PIPE BEDDING DETAILS IN

PRIVATE AREAS

DIA +

300mm MIN

DIA +

300mm MIN

TYPE `Z'

1
5

0

m
m

1
5

0

m
m

TYPE `S'

Ø

DRAINAGE WITH LESS THAN 600mm COVER -

LANDSCAPED

900mm COVER - ROADS

(UNLESS BEDDING TYPE IS STATED ON THE

DRAINAGE PLANS OR SPECIFICATION)

DRAINAGE WITH MORE THAN 600mm

COVER - LANDSCAPED

900mm COVER - ROADS

(UNLESS BEDDING TYPE IS STATED ON

THE DRAINAGE PLANS OR

SPECIFICATION)

MIN. 150mm UNDER

SOCKETS

GRANULAR BED AND

SURROUND TO BS 882

150mm MIN. CONCRETE SURROUND GRADE ST4,

SULPHATE RESISTING, TO BS 5328 : PART 2

MIN. 150mm UNDER

SOCKETS

TYPE 1 MATERIAL UNDER CARRIAGEWAYS.

SELECTED BACKFILL FROM EXCAVATED

MATERIAL ELSEWHERE

GROUND LEVEL

Where dimension A is less than 1.0m,

concrete fill trench to level of underside

of foundations.

Where dimension A is greater than 1.0m,

concrete fill trench to this level

A

A LESS

150mm

A

GROUND LEVEL

PIPES NEAR BUILDINGS PIPES NEAR BUILDINGS

SOLID PIPELINE

LENGTH AS PER PLAN

ATTENUATION TANK USING SDS GEOLIGHT 400

GEOMODULAR UNITS (750 DP)

CL

TOTL

BOTL/PIL

MIN 500mm

COVER TO UNITS

100mm SELECTED AS DUG MATERIAL, WHICH DOES NOT

INCLUDE PIECES OF ROCK OR GRAVEL ABOVE

75mm DIAMETER OR ANY OTHER SHARP

MATERIALS. COMPACTED TO 90% MAXIMUM DRY DENSITY

MIN 200mm TOPSOIL

100mm BEDDING LAYER

OF LEVEL COARSE SAND

TANK TO BE WRAPPED IN

GEOMEMBRANE

PERFORATED DISTRIBUTOR

PIPE WRAPPED IN SDS

SPECIFICATION GEOTEXTILE

GRANULAR MATERIAL FREE

FROM FINES

150mm x 150mm concrete

surround required for support

of cover and frame. Where the

inspection chamber is being

installed on a driveway subject

to light vehicular traffic, or

where B125 covers are being

used, the concrete support should

be 300mm wide x 225mm deep

Selected site material

free from stones larger

than 25mm

100mm layer of

granular material

above crown of

pipe

100mm layer of 10mm granular

material below main channel of

inspection chamber

Paving Material

300mmØ SHALLOW

INSPECTION CHAMBER DETAIL

450mmØ INSPECTION

CHAMBER DETAIL

100mm layer of

granular material

above crown of

pipe

100mm layer of 10mm granular

material below main channel of

inspection chamber

Selected site material

free from stones larger

than 25mm

1.  In all installations, the main channel of the inspection

    chamber should always be used. Where the chamber

    is being used as a change of direction for the drainage

    system, short radius bends of 11¼°, 15°, 30° and 45°

    can be used in the inlet and outlet to achieve the

    required angle.

2. Side inlet branch connections enter the inspection

    chamber approx. 55mm above the invert of the main

    channel

3. 320mm dia. chambers are supplied with 2no. blanking

    plugs for the side inlets and 460mm dia. chambers are

    supplied with 3no. blanking plugs.

Plan View

Direction of flow

Pipe Invert Level

(#)

Rocker pipe (600mm long).

ST4 (C16/20) concrete footing on

competent soil.

(designed to BRE special Digest 1

Concrete in Aggressive Ground).
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Pipe bedding to

suit depth.
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225(*)

Min Class 5 brickwork

with Class (ii) mortar.

Brick on edge coping.

Brick arch over pipe.

300

Min

75 Min

(*)Wall thickness may need to

be altered where watercourse

depth (H) exceeds 600mm.
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Indicative

watercourse profile.

SIMPLE HEADWALL

ELEVATION

SIMPLE HEADWALL

PLAN

Flow
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SIMPLE HEADWALL

SECTION

H
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(#) Pipe invert flush with

ditch bed at upstream end

of culvert.
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FLEXIBLE FOOTWAY CONSTRUCTION

(Adjacent Carriageway)

(Scale 1:20)
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EF Edging

(Refer to detail)

Illustrative

carriageway

Illustrative kerb

(Refer to detail)

SURFACE COURSE

22mm THICK RESIN BOUND SURFACE USING MIN 10mm AGG

BINDER COURSE

50mm THICKNESS AC 14 OPEN SURF 100/150 PEN TO BS EN 13108-1:2006

SUB-BASE

MIN 300mm TYPE 3 SUB BASE TO SHW CL.803 OR SIMILAR APPROVED

FORMATION

RESIN BOUND PRIVATE PARKING AREA

CONSTRUCTION

TO BE READ IN ACCORDANCE WITH ADDAGRIP DETAILS AND SPECIFICATION

GEOTEXTILE

SURFACE COURSE

24mm THICK RESIN BOUND SURFACE USING MIN 10mm AGG

BINDER COURSE

70mm THICKNESS AC 14 OPEN SURF 100/150 PEN TO BS EN 13108-1:2006

SUB-BASE

MIN 300mm TYPE 3 SUB BASE TO SHW CL.803 OR SIMILAR APPROVED

FORMATION

RESIN BOUND PRIVATE DRIVEWAY

CONSTRUCTION

TO BE READ IN ACCORDANCE WITH ADDAGRIP DETAILS AND SPECIFICATION

GEOTEXTILE

600x600x450mm stainless steel mesh basket

by SuDS store or similar approved to be filled

with 80-100mm stone

STAINLESS STEEL EROSION

CONTROL BASKET

Incoming

pipe

Detention Basin

Geotextile

1:3 Slope

As required

ELEVATION OF HEADWALL

OUTFALL TO POND / SIDE OF DITCH

HEADWALL SECTION
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OUTFALL TO SIDE OF DITCH
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225

H

Brick on edge coping

Reinforcement to be specified

by designer as required

Unsuitable material in

foundation to be excavated and

backfilled with ST4 Concrete

Water level and depth of

ditch/stream varies. Height of

discharge above stream will

be dependant upon location

ST4 Concrete Foundation

Reinforcement to be specified

by designer as required

50 - 100mm Thick PCC

paving slab laid on class 1

mortar bed

Pipe cut to

profile of wall

Outlet Pipe

Brickwork to be constructed in English

Bond with Class 'B' Engineering bricks to

BS 6100, flush jointed with Class 1 mortar.

Outlet pipe
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