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Canopy of G11 overhangs H21

Existing access road to be used as adequate ground protection for

retained RPA's. Methodology contained within AIA/AMS to detail

steps to provided  adaquate protection for roots during hard surface

removal/resurfacing within a retained RPA
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Small amount of additional pruning may be required for the canopy of

H6 after the removal of T5.

Minor incursion by proposed pedestrian path into RPA of H6 and

H10/G9 is offset by ample amount of additional rooting medium

directly adjacent the the remaining RPA to the North and South.

G4 to be removed as part of the wider development application, with adequate

replacement planting to be specified as part of the associated landscape scheme

H10 - Leyland Cypress

T19 - Wild Cherry

H10 - Leyland Cypress

T7 - Monterey Pine

T8 - Leyland Cypress

T16 - Common Oak

T17 - Ash

T18 - Field Maple

G30 - Elder, Bramble, Blackthorn

H29 - Privet

T32 - Sycamore

T1 - Common Lime

T2 - Common Lime

G3 - Common Lime

T5 - Monterey Pine

H6 - Leyland Cypress

G9 - Monterey Pine

G9 - Monterey Pine

G9 - Monterey Pine

G9 - Monterey Pine

G9 - Monterey Pine

G9 - Monterey Pine

G9 - Monterey Pine

G20 - Aspen

H21 - Field Maple, Hawthorn, Bramble, Common Oak, Ash

G4 - Monterey Pine, Leyland Cypress

H6 - Leyland Cypress

H21 - Field Maple, Hawthorn, Bramble, Common Oak, Ash

H21 - Field Maple, Hawthorn, Bramble, Common Oak, Ash
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The original of this drawing was

produced in colour- a monochrome

copy should not be relied upon.

Copyright of ACD. All rights described in Chapter IV of the Copyright, Designs and
Patents Act 1988 have been generally asserted: 2015. Copyright of this plan remains

with ACD until all fees have been paid in full.
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5 Panels to be interlinked using

clamps

3 Scaffold pole uprights driven

firmly into ground, then

secured to panels with wire

ties, or;

2 Concrete or rubber blocks

1 Weldmesh (e.g Heras) Panels

4 Uprights driven firmly into

ground through hole in block,

then secured to panels with

wire ties.

All Tree Protection Fence (TPF) shall be installed prior to any plant activity on site whatsoever, including

demolition, utility installation, groundworks, and soil stripping. Once erected, all TPF will be regarded as

sacrosanct, and will not be removed or altered without prior recommendation by the project

arboriculturist and approval of the local planning authority.

TREE PROTECTION FENCING & EXCLUSION ZONE

Tree Protection Fence shall comprise of Heras type panels on 'boots', well braced

by attachment to scaffold pole uprights driven firmly into the ground. Once the

exclusion zone has been protected by barriers and/or ground protection,

construction work can commence. All weather notices may be erected on the

barriers.
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ENVIRONMENTAL

TREE TO BE REMOVED (DASHED RED CANOPY)

TREE TO BE RETAINED (SOLID GREEN CANOPY)

ROOT PROTECTION AREA (RPA) FOR RETAINED TREES

A CATEGORY TREE

B CATEGORY TREE

C CATEGORY TREE

U CATEGORY TREE

Tx

Tx

TREE/ GROUP TO BE PRUNED (SOLID GREEN/RED CANOPY)

Tx
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