In private pedestrian areas only.

200 x 100 x 80mm thick Marshall's Priora porous blocks laid at a 45°
herringbone pattern, or similar approved.
The final surface must NOT be sand jointed.

50mm thick laying course 6mm clean stone Marshall's Priora Laying
course to BS EN 12620

One layer filtration geotextile as Marshalls MT120 Filtration Membraneor ——
similar approved.

80mm thick AC20 Dense bin 40/60 Rec to BS EN 13108-1
with 100mm®@ holes core drilled formed on a 750mm (500mm on a turning
head) spaced orthogonal grid after construction and prior to application of

laying course and blocks.

200mm min. (Marshall's Specification) thick permeable sub base layer
(30% voids) 10-63mm stone voided sub-base material

One layer impermeable membrane as Marshalls MM380 Tanking
Membrane or similar approved.

Binder course to be perforated with 100mmdia
holes at 750mm centres.

Surface of binder course to be thoroughly
cleaned prior to coring drainage holes. Note:
holes must be cored NOT drilled.

Any areas of cracking in the binder course must
be removed and replaced with compacted
sub-base material prior to placing of the laying
course.

PERMEABLE BLOCK PAVING WITH IMPERMEABLE

SUB-BASE SHARED DRIVEWAY CONSTRUCTION

200 x 100 x 60mm thick Marshall's Priora porous blocks laid at a 45° ———
herringbone pattern, or similar approved.
The final surface must NOT be sand jointed.

50mm thick laying course 6mm clean stone Marshall's Priora Laying
course to BS EN 12620

One layer filtration geotextile as Marshalls MT120 Filtration Membrane ————
or similar approved.

300mm min. (Marshall's Specification) thick permeable sub base layer
(30% voids) 10-63mm stone voided sub-base material

One layer impermeable membrane as Marshalls MM380 Tanking

In private pedestrian areas only.
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Membrane or similar approved.

PERMEABLE BLOCK PAVING WITH IMPERMEABLE

SUB-BASE SINGLE DRIVEWAY CONSTRUCTION

Impermeable membrane to be provided where sub-base meets adoptable areas.
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Typical Aco Detall

S100 polyester resin concrete drainage
channel with with concrete class ST4 bed
and haunch. Channel is to be fitted with
heavy duty grating in vehicular areas. 100mm
dia outlet to be trapped with low back p-trap.

L

Shared driveway construction to be used for parking served by more than 2 properties.

CBR VALUES TBC PRIOR TO

CONSTRUCTION, MARSHALL'S

MG15 GRID TO BE INSTALLED AS

REQUIRED AT CBR VALUES OF 5%

AND LESS IN ACCORDANCE WITH

MARSHALLS SPECIFICATION.

SUB-BASE THICKNESSES HAVE

BEEN BASED ON A CBR OF 2%

DESIGN CONSTRUCTION.
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EF EDGING DISHED CHANNEL

50 x 150mm edging to BS 255 x 125 dished channel type CD
EN1340 part 1 type EF with ST1 with grade ST2 concrete bed &
Mix concrete bed and haunch haunch. Gully pots located at the
end of channel run.

0.300

BULLNOSE KERB

125 x 150mm bullnose kerb to BS

EN1340 part 1 type BN with Mix
ST1 concrete bed and haunch

Recommendations based on Marshall's product
listings, to be constructed in accordance with
manufacturers specifications, advise to be

sought should alternative be preferred.

150-165 as required

Facing bricks in soldier course as riser.—

Paving slab as step on 25mm thickness
semi dry mortar

Min 100mm thickness C20 concrete as
bed and haunch to steps as shown.——

External Steps

— Paving slabs as specified by Architect

Full bedding on 25mm thickness semi
dry mortar.

150mm thickness granular sub-base

——— material to DTp clause 803 type 1.

Paths and Patio Areas

| 1.2m Service Corridor |

CS1 KERB LAID FLUSH

(Impermeable construction)

Shared Driveway Permeable
construction

80mm thick Impermeable concrete block paving laid 45°

Herringbone pattern. Block paving to be sealed with Resiblock
sealant or similar approved.

30mm thick (after compaction) sharp sand

130mm of AC20 dense/HDM/HMB bin 40/60 pen to
EN13108-1 running surface

road construction

— Type 1 granular sub-base to be taken down to full depth of
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1.2m SERVICE CORRIDOR

Distribution tank with geotextile surround on
10mm nom size pipe bedding.
1062mm (L) x 708mm (W) x 150mm (D)*

Membrane to be sealed with top hat seal where

pipe passes through membrane.

TYPICAL COLLECTOR UNIT

https://www.polypipe.com/civils-and-infrastructure/permavoid-rainwater-diffuser-unit
*All collector unit dimensions to be confirmed suitable by manufacturer

Table

Maximum
Catchment Area

Minimum Dimensions*

50m?
80m?
150m?
200m?
240m?

1062mm (L) x 708mm (W) x 150mm (D)

1062mm (L) x 1062mm (W) x 150mm (D)
1416mm (L) x 1062mm (W) x 150mm (D)
1416mm (L) x 1416mm (W) x 150mm (D)
2124mm (L) x 1416mm (W) x 150mm (D)

*All distribution unit dimensions to be confirmed suitable in
relation to the suggested catchment area by manufacturer

REFER TO DRAINAGE LAYOUT PLANS FOR LOCATIONS OF COLLECTOR UNITS. IT
MUST BE ENSURED THAT THE COLLECTOR UNITS ARE PROVIDED WITHIN THE
LOW SPOTS OF ALL POROUS BASE DRIVEWAYS, SOMETIMES COLLECTOR UNITS
ARE LOCATED AWAY FROM SURFACE LOW SPOTS SO SUB-BASE SHOULD BE LAID

AT 1:500 TOWARDS POSITION OF COLLECTOR UNIT.

150mm —

— 200

150

-k

— 150mm

«——— Selected excavated material

well compacted in layers

—-——— Selected excavated material

lightly compacted by hand

Single size granular material
with compaction factor not
greater than 0.2.

Note
All sewer trenches under

Min 150 in
uniform soil

Min 200
in rock

adoptable roads are to be
backfilled to formation of
road with granular sub-base
material to DTp clause 803

type 1.

Class S Bedding

The Contractor is to check and verify in conjunction with the Architects details all setting out points, building and site dimensions, levels and
sewer invert levels at connection points and ensure that they are fully conversant with the contents and requirements of the site
investigation report before work starts. The Contractor is to comply in all respects with current building legislation, British Standard

ificati Building R { etc.,whether or not specifically stated on this drawing.

This drawing is not intended to show details of ground or ground Each area of ground relied upon to support any
structure depicted (including drainage) must be investigated by the Contractor any areas of formation for said structures which do not
accord with the anticij itions as i in the site i igation report are to be i I notified to the i , Where

Client

PERSIMMON

Project

Dappers Lane, Angmering,

Title

Private Driveway

Drawing Status

CONSTRUCTION

Subject to Arun District Council Conditions 17, 18, 19, 21 & 22 as part of ongoing consultations

and design checks. Amendments may be requested.
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