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GENERAL NOTES

· This drawing is to be read in conjunction with relevant architectural and engineering drawings.

· Levels indicated in blocks are Finished floor levels and are 150mm above adjacent finished ground levels

unless otherwise shown.

· Levels of the existing road at the point of tie-in with proposed site road must be checked prior to

commencement of works.

· Any discrepancies between the details shown and actual on site conditions to be reported immediately to

the engineer prior to commencement of works.

The Contractor is to check and verify in conjunction with the Architects details all setting out points, building and

site dimensions, levels and sewer invert levels at connection points and ensure that they are fully conversant

with the contents and requirements of the site investigation report before work starts. The Contractor is to

comply in all respects with current building legislation, British Standard Specifications, Building Regulations

etc.,whether or not specifically stated on this drawing.

This drawing is not intended to show details of ground conditions or ground contaminants. Each area of ground

relied upon to support any structure depicted (including drainage) must be investigated by the Contractor any

areas of formation for said structures which do not accord with the anticipated conditions as described in the

site investigation report are to be immediately notified to the Engineer, where applicable. Any suspect fluid

ground or ground contaminants on or within the ground should be further investigated by a suitable expert. Any

earthworks shown indicate typical slopes for guidance only and should be investigated further by a suitable

geotechnical expert.

Where existing trees are shown to be retained they should be subject to a full Arboricultural inspection for

safety. All trees are to be planted so as to ensure they are a minimum of 5 metres from buildings and 3 metres

from drainage and services, where applicable. A foundation is to be provided to accommodate the proposed

tree planting, where applicable.

© This drawing and the building works depicted are the copyright of Banners Gate Ltd and may not be

reproduced or amended except by written permission. No liability will be accepted for amendments made by

other persons.
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PRELIMINARY

Please note while these drawings may be used for tender purposes, drawings are subject to

Cornwall council approval as part of ongoing consultations and design checks.

Amendments may therefore be requested.

SITE SPECIFIC NOTES

Whilst every effort has been taken in the preparation of this drawing, the
original land marks/apparatus configuration may have been altered since the
survey/drawing was produced. The user shall make further enquiries and
investigations to satisfy himself as to the accuracy of this drawing and position
of the apparatus. The exact positions of the apparatus should be verified by
the use of suitable detection devices and safe digging practices in accordance
with HSG47, further advice on the location of apparatus should be
recommended by the owner. No representation is made by Subvision Surveys
Ltd, its agents or servants as to the accuracy, completeness, and sufficiency or
otherwise of this drawing and the position of the apparatus. 
All apparatus shall be treated as live unless proved otherwise by the owner. It
is the users responsibility to ensure that the information on the location of
apparatus is provided to all persons (either direct labour or contractors)
working in proximity to the apparatus.
In all cases please call the BT Dial before you dig service to mark their own
plant before any site works commence 0800 917 3993.
Recorded depth information represents the centre of the utility in question
unless the data is obtained via Ground Penetrating Radar (GPR) methods. If
this is the case the depth represents the distance between the ground and the
top of the utility. All measurements and levels are taken in metres and pipe
diameter information is taken in millimetres. All drainage/sewer depth
information is measured from the invert.

The proposed ditch shall follow the existing ditch course as much as
practicable.

The proposed ditch shall be left clear of silt, debris, vegetation and the like.

Small trees, shrubs , saplings and the like, shall be removed to permit access
and working space along the route of the ditch works.

Large trees are to remain with the ditch being diverted around as necessary.

If the grip works require the Public Right of Way (PROW) to be closed,
advice/permission should be sought from Arun District Council. All works
should be carried out to minimise the impact upon the PROW as
far as practicable.

Grips provided to assist the drainage of the PROW are shown at 10m intervals
as a minimum, however, they should be provided at all low points where
evidence of standing water can be seen.

All excavated material and cleared vegetation shall be removed from site.

Refer to drg 20079-224 for construction details.
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