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Half Drain Time : 16 minutes.

Storm

Event

Max

Level

(m)

Max

Depth

(m)

Max

Infiltration

(l/s)

Max

Volume

(m³)

Status

15 min Summer 5.403 0.113 0.2 0.3 Flood Risk
30 min Summer 5.416 0.126 0.3 0.3 Flood Risk
60 min Summer 5.420 0.130 0.3 0.3 Flood Risk
120 min Summer 5.413 0.123 0.3 0.3 Flood Risk
180 min Summer 5.402 0.112 0.2 0.3 Flood Risk
240 min Summer 5.393 0.103 0.2 0.2 Flood Risk
360 min Summer 5.377 0.087 0.2 0.2 Flood Risk
480 min Summer 5.366 0.076 0.2 0.1 Flood Risk
600 min Summer 5.358 0.068 0.1 0.1 Flood Risk
720 min Summer 5.351 0.061 0.1 0.1 Flood Risk
15 min Winter 5.412 0.122 0.3 0.3 Flood Risk
30 min Winter 5.424 0.134 0.3 0.4 Flood Risk
60 min Winter 5.425 0.135 0.3 0.4 Flood Risk
120 min Winter 5.411 0.121 0.3 0.3 Flood Risk
180 min Winter 5.396 0.106 0.2 0.2 Flood Risk
240 min Winter 5.383 0.093 0.2 0.2 Flood Risk
360 min Winter 5.365 0.075 0.2 0.1 Flood Risk
480 min Winter 5.352 0.062 0.1 0.1 Flood Risk
600 min Winter 5.344 0.054 0.1 0.1 Flood Risk
720 min Winter 5.339 0.049 0.1 0.0 O K

Storm

Event

Rain

(mm/hr)

Flooded

Volume

(m³)

Time-Peak

(mins)

15 min Summer 124.633 0.0 14
30 min Summer 83.789 0.0 23
60 min Summer 53.779 0.0 40
120 min Summer 33.337 0.0 72
180 min Summer 24.832 0.0 104
240 min Summer 20.006 0.0 134
360 min Summer 14.706 0.0 194
480 min Summer 11.818 0.0 254
600 min Summer 9.966 0.0 314
720 min Summer 8.665 0.0 372
15 min Winter 124.633 0.0 15
30 min Winter 83.789 0.0 24
60 min Winter 53.779 0.0 42
120 min Winter 33.337 0.0 76
180 min Winter 24.832 0.0 108
240 min Winter 20.006 0.0 138
360 min Winter 14.706 0.0 198
480 min Winter 11.818 0.0 256
600 min Winter 9.966 0.0 314
720 min Winter 8.665 0.0 368
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Rainfall Details
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Rainfall Model FSR Winter Storms Yes
Return Period (years) 100 Cv (Summer) 0.750

Region England and Wales Cv (Winter) 0.840
M5-60 (mm) 19.000 Shortest Storm (mins) 15

Ratio R 0.350 Longest Storm (mins) 720
Summer Storms Yes Climate Change % +40

Time Area Diagram

Total Area (ha) 0.002

Time

From:

(mins)

To:

Area

(ha)

0 4 0.002
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Model Details
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Storage is Online Cover Level (m) 5.640

Porous Car Park Structure

Infiltration Coefficient Base (m/hr) 0.11484 Width (m) 4.3
Membrane Percolation (mm/hr) 1000 Length (m) 4.9

Max Percolation (l/s) 5.9 Slope (1:X) 31.0
Safety Factor 2.0 Depression Storage (mm) 5

Porosity 0.30 Evaporation (mm/day) 3
Invert Level (m) 5.290 Membrane Depth (m) 0
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