
215mm

700mm

Paving surface finish. Refer to J180649-GC-L-DR-3-001

General Arrangement Plan for product details and laying

pattern. Slabs to be laid with 2-4mm joint and brush filled

with kiln dried sand.

Slabs to be bedded on full 25mm depth 1:3

(cement-sand) mortar mix conforming to

BS7533-12:2006.

225mm

150mm depth compacted MOT Type 1 aggregate to

form sub base for paved areas. Sub base buildup to

be reviewed and confirmed by project engineer.

75mm depth bark mulch

Concrete foundation to base of brick wall

to engineers details (Shown indicatively).

Ø15mm drainage weep

hole, at 1200mm centres

Double skin brick wall with 10mm mortar joints

with bucket handle finish. Bricks to match those

used for wall of main building (Freshfield Lane First

Quality Multi) and to be laid in a the same pattern as

building (assumed stretcher bond). Mortar colour to

also match building.

Anchor wall ties to be

installed in mortar joint

of every second course.

Topsoil to BS 3882:2007 specification

Capping to be a bullnose solider course with double

bullnose returns on all corners. Colour to be 'Ibstock

Smooth Red' or similar to match wall facing brick.

Waterproof terram lining

150mm aggregate drainage layer

Compacted Sub-grade

Permeable geo-textile membrane.

18mm depth of 2-5mm Clearbound resin bound aggregate

supplied by Clear Stone. Colour to be Flaxen Pea.

 Resin to be hand troweled to a smooth finish.

50mm depth open surface course tarmac. Tarmac to be

minimum AC14 open surf max 100/ 150 pen to BS EN

13108-1:2006.

150mm depth well compacted MOT type 3

aggregate. Sub base buildup to be reviewed and

confirmed by project engineer.

FPP-900 L/H Fountain Pump from All Pond Solutions

(shown indicatively) to be installed to base of pond.

Power cable to run through liner & underlay

above water level and sealed.

Water level

PCC slab and brick ledge formed within pond to

reduce drowning risk and provide siting for aquatic

planting. Waterproof mortar/cement mix to be used.

Double skin brick wall with 10mm mortar joints

with bucket handle finish. Bricks to match those

used for wall of main building (Freshfield Lane First

Quality Multi) and to be laid in a the same pattern as

building (assumed stretcher bond). Mortar colour to

also match building.

Capping to be a bullnose solider course with double

bullnose returns on all corners. Colour to be 'Ibstock

Smooth Red' or similar to match wall facing brick.

DPC

DPC

Butyl liner

Geotextile underlay

Power cable. Power cable to be specified and

connected into circuit by project M&E Engineer.

Power cable connection to be specified

by project M&E Engineer.

Below ground 50mm duct to be installed

from water feature to power source to

house electric cable.

2660mm

C25 concrete base/haunching to

engineers specifications.

100x100x100mm dark grey granite setts laid

in single row edge to paving. Top face of

sett to have sand blasted finish and rest to

be clean sawn. Setts to have 5-10mm joints

to be pointed with 1:4 mortar mix and

finished flush with sett.

2000mm

Concrete foundation to base of brick

wall and pond to engineers details

(Shown indicatively).

670mm

NOTE:

Location of Control Box & Power supply

TBC by main contractor. All M&E to be

confirmed & specified by specialist

sub-contractor.

Sand above & below ducting

Ducting marker tape

18mm depth of 2-5mm Clearbound resin bound aggregate

supplied by Clear Stone. Colour to be Flaxen Pea.

 Resin to be hand troweled to a smooth finish.

Ornamental shrub planting areas to

have slight camber to them as

indicated and to have minimum

depth 450mm topsoil over cultivated

subsoil. Refer to Soft Landscape

Proposal Plans for detail.

2700mm

Anchor wall ties to be installed in mortar joint of

every second course.

Overflow to maintain max. 550mm

water depth, exact plan location TBC.

Overflow pipe to discharge either directly

onto adjacent permeable surfacing or to

be run into nearby surface water main.

TBC by project drainage engineer.
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Hallmark Care Homes

Proposed Care Home
Pound Place
Round Stone Road, Angmering

Formal Garden - Pond

Construction Cross Section Detail 

February 2020 MK RA 1:10 @ A0

J180649-GC-L-DR-3-006 B Planning

A Refrence Plan added 16.04.20 RA

B Updated to suit General Arrangement Plan Rev H 07.02.22 AN RA

Formal Garden Pond - Construction Cross Section Reference Plan 1:100 @A0

1:10

0 0.1 0.2 0.3 0.4 0.5m

Drawing to be read in conjunction with the following other Ground

Control Drawings:

 J180649-GC-L-DR-3-001 - Landscape General Arrangement

Plan

 J180649-GC-L-DR-3-002 - Fencing, Railing & Wall Layout

Plan

 J180649-GC-L-DR-3-005 - Features, Structures and

Furniture Layout Plan

 J180649-GC-L-DR-3-003 & 004 - Soft Landscape Proposals

Plans

NOTES & COORDINATION:

Formal Garden Pond -  Construction Cross Section A-A 1:10 @A0
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