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TYPICAL DOOR DETAILS SET IN

BLOCK CAVITY WALL WITH

WEATHERBOARDING

SCALE 1:10

3
2
5

CLADDING ON BLOCK / BLOCK CAVITY WALL:

INNER LEAF.

     100mm CELCON BLOCK WORK REFER TO TRADE

      SPECIFICATION TO CONFIRM BLOCK TYPE AND

      COMPRESSIVE STRENGTHS.

CAVITY.

     FULLY FILLED WITH 125mm MIN CAVITY WITH 125mm

DRUTHERM 32 BATTS

VISTA VE4 STAINLESS STEEL (225mm) WALL TIES

OUTER LEAF.

     100mm CELCON BLOCK WORK REFER TO TRADE

      SPECIFICATION TO CONFIRM BLOCK TYPE AND

      COMPRESSIVE STRENGTHS.

CLADDING.

     HORIZONTAL HARDIE PLANK CLADDING FIXED OVER EPDM 

STRP OVER VERTICAL  50mm x 50mm TREATED SW BATTENS

OVER BREATHABLE MEMBRANE.

H05

SCALE 1:10
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INTERNAL FINISH:

· RETURN DRY-LINING INTO WINDOW HEAD

& REVEALS

· PROVIDE MASTIC SEALANT ON BACKING

STRIP AT JUNCTION WITH WINDOW FRAME

· PROVIDE THIN BED CORNER BEAD AT  ALL

EXTERNAL  CORNERS TO LININGS

LINTEL:

· CATNIC  INSULATED STEEL LINTELS TO

SUIT 100mm CAVITY WIDTH

· TYPE & REF FOR LINTELS AS ST. ENG'S

DRAWINGS

· PROVIDE CAVITY TRAY OVER LINTEL WITH

STOP ENDS & PRE-FORMED PLASTIC

WEEP HOLES AT Max. 900mm CTRS

325

· UPVC DOUBLE GLAZED VERTICAL SLIDING

SASH WINDOWS SECURED TO

STRUCTURE AS MANUFACTURERS

DETAILS.

Maintain Min 10mm

Ventilation

gap

Hardieplank cladding on edge

to form reveal

J05

SCALE 1:10

103122100

INTERNAL FINISH:

· RETURN DRY-LINING INTO WINDOW

HEAD & REVEALS

· PROVIDE MASTIC SEALANT ON

BACKING STRIP AT JUCTION WITH

WINDOW FRAME

· PROVIDE THIN BED CORNER BEAD AT

ALL EXTERNAL  CORNERS TO LININGS

LINTEL:

· CATNIC (or equal) INSULATED STEEL

LINTELS TO SUIT 100mm CAVITY

WIDTH

TYPE & REF FOR LINTELS AS LINTEL

SCHEDULE

· PROVIDE CAVITY TRAY OVER LINTEL

WITH STOP ENDS

325

EXTERNAL HEAD:

· BRICK SOLIDER COURSE

· PROVIDE CAVITY TRAY OVER

LINTEL WITH STOP ENDS &

PRE-FORMED PLASTIC WEEP

HOLES AT Max. 450mm CTRS

· UNIVERSAL ARCH FORMER

LINTEL (WITH VACUUM-

FORMED FROM WHITE

PIGMENTED IMPACT

RESISTANT POLYSTYRENE)

· PVC-u LINTEL TOE SOFFIT

COVER

H06

SCALE 1:10
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103122100

INTERNAL FINISH:

· RETURN DRY-LINING INTO WINDOW

HEAD & REVEALS

· PROVIDE MASTIC SEALANT ON

BACKING STRIP AT JUCTION WITH

WINDOW FRAME

· PROVIDE THIN BED CORNER BEAD AT

ALL EXTERNAL  CORNERS TO LININGS

LINTEL:

· CATNIC (or equal) INSULATED STEEL

LINTELS TO SUIT 100mm CAVITY

WIDTH

TYPE & REF FOR LINTELS AS LINTEL

SCHEDULE

· PROVIDE CAVITY TRAY OVER LINTEL

WITH STOP ENDS

2
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325

EXTERNAL HEAD:

· ONE COURSE BRICK FEATURE

WITH 15mm OFFSET

· PROVIDE CAVITY TRAY OVER

LINTEL WITH STOP ENDS &

PRE-FORMED PLASTIC WEEP

HOLES AT Max. 450mm CTRS

· PVC-u LINTEL TOE SOFFIT

COVER

H07

SCALE 1:10
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103122100

INTERNAL FINISH:

· RETURN DRY-LINING INTO WINDOW

HEAD & REVEALS

· PROVIDE MASTIC SEALANT ON

BACKING STRIP AT JUCTION WITH

WINDOW FRAME

· PROVIDE THIN BED CORNER BEAD AT

ALL EXTERNAL  CORNERS TO LININGS

LINTEL:

· CATNIC (or equal) INSULATED STEEL

LINTELS TO SUIT 100mm CAVITY

WIDTH

· TYPE & REF FOR LINTELS AS ST.

ENG'S DRAWINGS

· PROVIDE CAVITY TRAY OVER LINTEL

WITH STOP ENDS

325

EXTERNAL HEAD:

· THREE COURSE BRICK FEATURE

WITH 15mm OFFSETS

· PROVIDE CAVITY TRAY OVER

LINTEL WITH STOP ENDS &

PRE-FORMED PLASTIC WEEP

HOLES AT Max. 450mm CTRS

· PVC-u LINTEL TOE SOFFIT

COVER
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15

15

15

15

2
2
5

60 60 60 60

6
0
 
t
o
 
f
r
a
m

e

Stainless steel wall ties to BS:1449

Part 2 @450mm ctrs vertically &

900mm ctrs horizontally, staggered. At

reveals to windows & expansion joints

ties to be spaced max. 225mm ctrs

horizontally from opening, 300mm max

vertical ctrs.

HEAD:

HARDIE CLADDING STARTER STRIP

WITH VENTILATION

EXTERNAL HEAD:

· PROVIDE CAVITY TRAY OVER

LINTEL WITH STOP ENDS &

PRE-FORMED PLASTIC WEEP

HOLES AT Max. 450mm CTRS

· PVC-u LINTEL TOE SOFFIT

COVER

· CLADDING - HORIZONTAL

HARDIE PLANK CLADDING

FIXED OVER EPDM STRP OVER

VERTICAL 50mm x 50mm

TREATED SW BATTENS OVER

BREATHABLE MEMBRANE.

20

NOTE:

ALL DETAILING TO FOLLOW APPLICATION ACCREDITED

CONSTRUCTION DETAILS TO LIMIT THERMAL BRIDGING

AND AIR LEAKAGE, TOGETHER WITH NHBC STANDARDS

2019, PRODUCT MANUFACTURER STANDARD DETAILS,

INSTALLATION INSTRUCTIONS AND RECOMMENDATIONS.
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CDM 2015 Health & Safety Information

This information relates only to 'Significant Hazards' identified on this drawing

and is to be read in conjunction with the Designer's Hazard Register.
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