
2.1m

A

 

2

9

2.7m

S

 

H

 

R

 

I

 

P

 

N

 

E

 

Y

 

 

 

 

 

 

R

 

O

 

A

 

D

UNIT8

UNIT 3

LOADING PARKING

 EXPANSION ZONE

SD580

SD580

D

O

T

T

E

D

 L

IN

E

S

 I
N

D

IC

A

T

E

L

IN

E

 O

F

 F

IT

-
O

U

T

 W

O

R

K

S

FALL

FALL

FALL

FALL

FALL

UNIT 6

U

P

UNIT 7

UNIT 5

UNIT 4

2 no. 100 ducts

2 no. 100 ducts

2 no. 100 ducts

2 no. 100 ducts

4 no. 150 ducts

4 no. 150 ducts

4 no. 150 ducts

2 no. 100 ducts

2 no. 100 ducts

2 no. 100 ducts

2 no. 100 ducts

4 no. 150 ducts

4 no. 150 ducts

2 no. 100 ducts

2 no. 100 ducts

2 no. 100 ducts

2 no. 100 ducts

4 no. 150 ducts

1 no. 100 duct

4 no. 150 ducts

2 no. 100 ducts

A

N

P

R

A

N

P

R

2 no. 150 ducts

2 no. 150 ducts

1 04/02/2020

Duct layout updated and ANPR cameras added
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Legend

PVC rigiduct complete with nylon draw cords

800 x 800 cable draw pit

ANPR camera

4 no. 150mm Ø PVC ducts

2 no. 150mm Ø PVC ducts

2 no. 100mm Ø PVC ducts to be installed

as part of Phase 2 works - for future use

ANPR

1. Cable draw pits shall be constructed by the main

contractor. All sizes indicated refer to internal

dimensions. Pits to have heavy duty, weather-proof

covers

2. Cable duct specification as follows:

- all buried ducts to be Ø150mm pvc unless

stated.

- all duct bends to have 'slow' bends.

- all cable duct installations to include nylon draw

wires.

- duct entries in to draw pits are to incorporate bell

mouths.

6. Minimum service depths (unless otherwise stated)

below carriageways to be as follows:

- BT = 450mm B.G.L

- Electricity = 700mm B.G.L

- Gas = 600mm B.G.L

- Water = 900mm B.G.L

7. Minimum space between services under 2m

footways to be as follows:

- BT = 430mm from carriageway

- Electricity :- hv = 1500mm  from

                                carriageway

                          lv = 1500 / 1720mm

                                from

                                carriageway

- Gas = 960mm from carriageway

- Water = 690mm from carriageway
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