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FFL: 2.750

FFL: 2.750

150Ø 1:54

150Ø 1:100
150Ø 1:100

S1 (CP)
CL 2.784m
IL 1.814m

S3 (CP)
CL 2.953m
IL 1.722m

S8 (CP)
CL 2.687m
IL 1.450m

S6
CL 2.715m
IL 1.920m

S14
CL 2.846m
IL IN 1.967m
IL OUT 1.892m

S7
CL 2.715m
IL 1.610m

F1
CL 2.700m
IL 2.120m

F5
CL 2.700m
IL 1.330m

F6
CL 2.700m
IL 1.070m

Klargester 19,000 Litre
Washdown and Silt Separator

IL in: 1.525m
IL out: 1.475m

Washdown
Silt Box

150Ø 1:40
8.001 225Ø 1:2008.002 225Ø 1:200

8.003 300Ø 1:172

1.002 375Ø 1:160 (Conc Bed & Surround)

1.001 375Ø 1:300 (Conc Bed & Surround)

1.000 225Ø 1:225 (Conc Bed & Surround)
3.000 100Ø 1:100

3.001 100Ø 1:100

3.002 100Ø 1:100

8.000 150Ø 1:132

S5
CL 2.715m
IL 2.200m

RE
S13

CL 2.715m
IL 2.175m

RE

S9 (CP)
CL 2.500m
IL 1.716m

S10 (CP)
CL 2.600m
IL 1.850mS19 (CP)

CL 2.576m
IL 1.826m

S17 (CP)
CL 2.568m
IL 1.818m

F3
CL 2.400m
IL 1.550m

F4
CL 2.400m
IL 1.450m

10.000 100Ø 1:100

7.000 100Ø 1:96

Vent Pipe

Vent

300Ø IC
IL 2.075m

RWP(A)RWP(A)RWP(A)
RWP(A)

RWP(A)

Small section of perforated
pipe within gravel margin

to S2 manhole

Small section of perforated
pipe within gravel margin to

S14 manhole

YG

RG(F)

RG(F)

RG(F)

9.000 100Ø 1:100

RG(F)
RG(F)

100Ø 1:60

F2
CL 2.700m
IL 1.860m

SVP
IL 2.340m

SS
IL 2.235m

SVP
IL 2.275m

SS
IL 2.175m

RWP(A)RWP(A)RWP(A)
RG(F)

FFL: 2.750
RWP(A)

S20 (CP)
CL 2.650m
IL 1.900m

2.000 100Ø 1:89

S22 Flow Control Manhole
Hydrobrake Flow Control
Max Flow Rate: 2.46l/s
Min. Cover Level: 2.68m
Design Head: 1.20m
Base Level: 1.30m

1.004 150Ø 1:182

Tubosider Attenuation Tank
30.5m x 21.9m x 0.9mØ

See DWG EN21_20881_Tub17547 for details

Tank access covers to be vented

Car and Light Vehicle Access Only

EX SW900
CL 2.71m
IL 1.25m

Assumed access
built by others

5.000 100Ø 1:100

S11 (CP)
CL 2.780m
IL 1.350m

Conder Class 1 Bypass Separator
Product Code: CNSB8s/21

Class D400 Cover and Frame
IL in: 1.425m

IL out: 1.375m

S16 (CP)
CL 2.669m
IL 1.500m

S15
CL 2.684m
IL 1.740m

F7
CL 3.050m
IL 0.840m

S24 (CP)
CL 2.700m
IL 1.950m

6.0
00

 10
0Ø

 1:
10

0

IL IN
1.724m

IL IN
1.300m

IL IN
1.740m

IL IN
1.750m

IL IN
1.750m

Gully Lateral 150Ø 1:80 (Conc Bed & Surround)
GULLY
CL 2.900m
IL 2.300m

IL 1.846m

IL 2.030m

IL 1.987m

IL 2.064m

IL 1.934m

IL 1.850m

IL 1.874m

IL 1.850m

IL IN
1.750m

RWP 100Ø 1:80

RW
P 100Ø 1:80

RW
P 100Ø 1:80

IL 1.965m

Gully Lateral 150Ø 1:64 (Conc Bed & Surround)

GULLY
CL 2.900m
IL 2.300m

GULLY
CL 2.870m
IL 2.270m

Gully Lateral 150Ø 1:70 (Conc Bed & Surround)

RG(F)

4.000 100Ø 1:100

S23 (CP)
CL 2.600m
IL 1.850m IL 1.958m

SU

375Ø TANK INLET

450Ø Trapped Gully with Smart Sponge Filter

Proposed Private FW Sewer (& Manhole)
Proposed Private SW Sewer (& Manhole)

Square Trapped Yard Gully + Shallow Bucket

Rainwater collection Pipe (with Access)

Soil & Vent Pipe

Rodding Eye 

Refer to architects / M&E drawings for exact positions of internal
connections and RWP'S.

Drainage Legend

Existing Private FW Sewer (& Manhole)
Existing Private SW Sewer (& Manhole)

Perforated Distributor / Collection Pipe

Stub Stack

Porous Paving (Finish to Architect Spec)

Site Boundary

Gatic Facade Drain or Similar (Revolving
door drain to Architect spec)

YG
RG(F)

RWP(A)

SVP

RE

SS

ACO M100D Drainage Channel (with Sump Unit)
SU
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Notes:
1. This drawing is to be read in conjunction with all relevant architects,
engineers and specialist sub-contractors drawings and the specification.

2. All setting out to be in accordance with the schedules. any
discrepancies between the engineers and the architects drawings to be
referred to the architect before proceeding. Dimensions must not be scaled.

3. All private drainage is to be in accordance with BS EN 752-1-2-3-4, BS
EN 1295-1, BS EN 1610 and all relevant sections of approved document H
of the building regulations (2015 Edition).

4. Where drainage pipework is to be flexibly jointed extra strength vitrified
clay it should be to BS EN 295-1, Hepworth 'Supersleve' or equivalent.

5. Where drainage pipework is plastic i.e. PVC-U it shall be to BS EN
1401-1 Osma or equivalent. Private pipework to be type SN4 and all
adoptable pipework to be type SN8.

6. Where drainage pipework is cast iron it shall be to BS EN 877 and for
ductile iron it shall be to BS EN 598.

7. All concrete pipework, shall be to BS EN 1916 and BS 5911-1.
Manholes and fittings shall be to BS 5911 parts 3 and 4 and BS EN 1917.

8. Where drains pass through foundations or connect to manholes,
flexible pipe joints are to be provided within 150mm of the face of the
structure and within a further 600mm to form a rocker pipe.

9. Where pipes pass through screen walls, footings or retaining walls,
lintels are to be provided.

10. Where pipelines pass within 1.0m of buildings or walls the foundations
are to be taken down below the bottom of the trench. Where pipelines are
more than 1.0m away from foundations the trench shall be backfilled with
concrete up to a point that meets a 45° angle line taken from the bottom
corner of the nearest foundation.

11. Where depth to invert does not exceed 600mm and the pipe size does
not exceed 100mm diameter, 300mm dia. polypropylene access chambers
may be used. Elsewhere, proprietary polypropylene or precast concrete
manholes are to be used.

12. Where connections are to be made to existing manholes / sewers,
invert levels, pipe sizes and orientation should be checked prior to the
commencement of the works and any variance reported to the engineer
immediately. Where connections are to be made on or off site the contractor
is to check the line and level of any services / mains, to ensure that no
clashes exist prior to works commencing.

13. Where pipelines cross, each is to be surrounded with grade ST4 mass
concrete for a distance not less than 1.0m centred on the crossing point.
Length of surround to be extended as necessary to within 150mm of the
next nearest flexible joints.

14. For private drainage, concrete protection is to be provided where the
effective cover to the crown of the pipe(s) is less than 1.2m in trafficked
areas and 0.6m in soft landscaped or pedestrianised areas.

15. The contractor is to ensure that protective measures are taken to
ensure that drainage pipework and fittings are not damaged by site traffic
prior to oversite filling operations being completed around buildings.

16. The top run of each private foul drainage network is to be laid to falls no
slacker than 1:40. the head of each run is to be vented to atmosphere in
accordance with approved document H.

17. All surface water drainage to be min 100mm dia, laid at a gradient no
slacker than 1/80. And all foul water drainage to be min 100mm dia. unless
stated otherwise.

The contractor is to ensure that all pipework connections are arranged to
direct flows down or into the main channel in the direction of the main flow.
Where necessary 3/4 bends are to be used on oblique connections inside
the manhole benching where sufficient room exists or the pipelines on
oblique connections are arranged outside the chamber to be able to divert
flows down the main channel. Connections brought in perpendicular to the
main channel are not acceptable.

18. The contractor is to ensure that when preformed polypropylene
manhole bases are used that they are orientated such that the main flow is
through the main channel of the base. this should be achieved by
incorporating long radius bends outside of the manhole.

19. The contractors attention is drawn to the need to ensure that any
trenches excavated through previously compacted filled areas, in particular
under the building footprint and immediately around the outside, are
re-compacted to ensure localised differential settlement does not occur.

20. Where new connections are to be made into existing manholes or
sewers, all invert levels, pipe orientation and sizes should be checked
on-site prior to the commencement of the works, with any variance reported
to the engineer once identified. Where new connections are to be made
either on or off-site, the contractor is to check the line and level of any
existing services / mains, to ensure that no clashes exist prior to the works
commencing.

21. Porous paving surface finish 'to the architects spec'. Any alteration to
the extents of the porous paving may have an adverse affect upon the
Surface water drainage design and must therefore be discussed with the
engineer.

22. Contractor to allow for threshold channel drainage to building access
points where required by Architect.

23. Unscheduled inspection chambers are to be minimum 300mm dia.
non-access shallow inspection chambers to provide rodding access into
building. Invert level provided on plan.

24. Existing foul and surface water invert levels taken from Greenhatch
survey 41405A_T. Any variance from these levels are to be notified to the
drainage engineer prior to works commencing.

25. All pipes to be laid soffit to soffit unless otherwise specified within the
manhole schedule.

26. All direct pipe connections to be made using oblique 45 degree
junctions.

27. Perforated pipe ends in permeable paving to be capped.

10.02.22 Tubosider tank added S18 and S21 removed.B
24.02.22 Bypass separator levels amended.C

Issued for Condition 12 ApprovalD 02.03.22
Amended to pick up LLFA comments.E 15.03.22
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