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1. INTRODUCTION

1.1 General Introduction

1.1.1 This document considers the surface water and foul water drainage systems for the Oldlands Phase 1A
(Lidl Plot) development. A layout plan of the drainage systems is shown on Ramboll drawing
1620003993-RAM-0500-01A-DR-CR-20001 which is included as Appendix 1 to this report.

This document outlines each aspect of the surface water and foul water drainage systems, a brief
description, issues to be aware of and any required maintenance. This document should form part of
the Operation and Maintenance Manual for the scheme. The manual is to also include details of
financial management and arrangements for the replacement of major components at the end of the
manufacturer's recommended design life.

1.1.2 The balancing pond and SUDS system will be paid for through a service charge, administered by the
landlord and this will include a 'sinking fund' allowance for large expenditure items.

1.2 System Synopsis

1.2.1 Surface water run-off from the new building and paved areas of the site will discharge to the Oldlands
Farm ditch to the northeast of the site via a new headwall outfall. A balancing pond is utilised to
attenuate the site run-off prior to discharge and a hydrobrake is provided upstream of the final outfall
location to limit the discharge to greenfield rates (3.7 I/sec.). The majority of the site drainage is
through traditional piped drainage system and proprietary units.

1.2.2 Foul drainage from the new buildings will be collected in a simple gravity drainage system and
connected into the existing foul drainage network at manhole ref. EX FMH13, as shown on drawing
1620003993-RAM-0500-01A-DR-CR-20001. The existing private drainage network following this leads
to the foul pumping station situated to the southwest of the site.

1.3 Access

1.3.1 The site estate’s management team will coordinate and ensure maintenance requirements are met and
allow suitable access for all required maintenance outlined in this document.

1.4 Sub-catchments & Exceedance Routing

1.4.1 The entire catchment drains via standard carrier pipe drainage network and the balancing pond. The
site has been designed to contain all flow up to and including the 1 in 100 year storm + 40% for
climate change. Overland flow direction is generally towards the kerb lines / drainage points within the
car parks and towards the balancing pond. As such the 100 year return period plus climate change will
not prohibit access and egress.

ARUN DISTRICT couNCIL Berr0igi85¢s Farm - Phase 1A (Lidl Plot)
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Figure 1. Flood Exceedance Flow Path/Routing
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2. ROUTINE INSPECTION AND MAINTENANCE SCHEDULE

2.1 Surface Water Drainage

30of3

Item No. oo ; Details of Inspection/Maintenance
Item Description Maintenance Issues . .
Activity/Plant Requirements

1.1 Gullies Surface water is drained from Gullies can become blocked Inspection and maintenance at 6 month intervals.
impermeable areas through grated by excessive build up in silt Clearing of gullies using a gully sucker to be
gullies located at low points and and debris. determined upon inspection.
conveyed to discharge points. Grating openings can

become obstructed.
1.2 Catchpit/Manhole Manholes and catchpit chambers provide Manholes/catchpits can Manhole chambers should be inspected annually
Chambers (incl. rodding and jetting access to pipework. become blocked by and catchpit chambers should
Hydrobrake Chambers) excessive build up in silt be inspected every spring and autumn after leaf
and debris. fall. Silt and debris should be removed using a gully
sucker if required.

1.3 Carrier Drains Carrier drains convey surface water Pipes can become blocked Inspection and maintenance at 12 month intervals.
across junctions. with silt/debris. Water jetting to be undertaken when required.

CCTV equipment to inspect pipe runs may be
needed where necessary.

1.4 Channel/Slot Drains Surface water is drained from Slot openings and channels Periodic inspection is required to ensure slot
impermeable areas through narrow linear can become congested openings and channels are clear. Should a blockage
openings on the surface and conveyed to with silt/debris. occur, rodding or jetting from an access point will
discharge points along a channel section. be required.

1.5 Balancing Pond/Detention Shallow tracts of usually vegetated land Can collect litter/debris. Maintenance of vegetation can be incorporated into

Basin

Oldlands Farm Phase 1A (Lidl Plot)

designed to attenuate run-off through
infiltration.

Vegetation can become
overgrown. Side slopes are
at 1 in 2 gradient. Access
is restricted by post and

general landscape management.

Litter and debris should be removed when required.
Care should be taken on steeper side slopes.
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Item No.
Item

Description

Maintenance Issues

Details of Inspection/Maintenance
Activity/Plant Requirements

4 of 3

rail fence offset 1m from
top of basin.

* Also refer to CIRIA 753 SUDS Manual 2015 Table 22.1 and Table 23.1 for good practice operation and maintenance procedures

2.2 Foul Water Drainage

Potential requirement to remove and reinstate post
and rail for access if needed.

Details of Inspection/ Maintenance

Item No. Item Description Maintenance Issues o )
Activity/Plant Requirements
1.1 Foul Carrier Drains Carrier drains convey foul water across Pipes can become blocked Inspection and maintenance at 12 month intervals.
junctions. particularly on bends Water jetting or rodding to be undertaken when
required.
1.2 Foul Manhole Chambers Manholes chambers provide rodding and Unlikely to experience Manhole chambers should be inspected annually,
jetting access to pipework. issues, provide access to debris should be removed if required.
maintain pipework.
1.3 Foul sewer stacks/sewer Provide a connection between appliances Pipes can become blocked Inspection and maintenance at 12 month intervals.
vent pipes within the building that emit foul waste particularly on bends Water jetting or rodding to be undertaken when

and the foul drainage network.

required.

Oldlands Farm Phase 1A (Lidl Plot)
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APPENDIX 1
FOUL AND SURFACE WATER DRAINAGE PLAN
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EXISTING PUMPING STATION. CURRENT PUMP
STATION FLOW RATE = 9.81 I/s OF WHICH 7.75
/s IS SPARE CAPACITY FROM PHASE 1
DEVELOPMENT.
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REFER TO THE FOLLOWING WEST SUSSEX COUNTRY COUNCIL SECTION 278/38
HIGHWAY AGREEMENT STANDARD DETAILS.

o DRAINAGE TYPE B CATCHPIT - S278/38/13 (EXCEPT FOR SWMH7 - REFER
TO DRAWING RAM-0500-01A-D-CR-20102)

e VORTEX FLOW CONTROL TYPE B MANHOLE - S278/38/14

o DRAINAGE GULLY C (SUMPLESS) - S278/38/22

e OUTFALL TO SIDE OF DITCH - S278/38/23

o DRAINAGE PIPE BEDDING DETAILS - S278/38/33

REFER TO DRAWING RAM-0500-01A-D-CR-20102 FOR THE FOLLOWING

STANDARD DETAILS

e  TYPE 2 FOUL MANHOLE
e CLASS 1 FULL RETENTION INTERCEPTOR
e ORIFICE MANHOLE

NO PART OF HEADWALL STRUCTURE TO ENCROACH
INTO THE PROFILE OF THE DITCH. HEADWALL TO BE
AS WSCC DRAWING S278/83/23 'SIDE DITCH
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SECTION A-A
SCALE 1:200

COPYRIGHT RAMBOLL UK LIMITED. ALL RIGHTS RESERVED. THIS DOCUMENT
IS ISSUED FOR THE PARTY WHO COMMISSIONED IT AND FOR THE SPECIFIC
PURPOSES CONNECTED WITH THE PROJECT ONLY. IT SHOULD NOT BE
RELIED UPON BY ANY OTHER PARTY OR USED FOR ANY OTHER PURPOSE.
RAMBOLL ACCEPTS NO RESPONSIBILITY OR LIABILITY WHICH MAY ARISE
FROM RELIANCE OR USE OF THIS DOCUMENT OR THE DATA CONTAINED
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NOTES

1. DO NOT SCALE FROM THIS DRAWING.

STATED.

UNLESS OTHERWISE STATED.

AND SPECIFICATIONS.

AT DETAILED DESIGN STAGE.

POLYPROPYLENE TWIN WALL PLASTIC.

CLAY.

TO BE B125 LOAD RATING.

2. ALL DIMENSIONS ARE METRES UNLESS OTHERWISE

3. ALL LEVELS ARE IN METRES ABOVE ORDNANCE DATUM

4, THIS DRAWING IS TO BE READ IN CONJUNCTION WITH
ALL RELEVANT ARCHITECTS AND ENGINEERS DRAWINGS

5. RAIN WATER PIPE AND FOUL CONNECTIONS FROM
BUILDING TO CONNECT TO NEAREST MANHOLE VIA
INSPECTION CHAMBER. POSITIONS TO BE CONFIRMED

6. ALLOWANCE TO BE MADE FOR 8NO. INSPECTION
CHAMBERS (4500 POLYPROPYLENE INSPECTION
CHAMBER) FOR FOUL CONNECTIONS PER BUILDING AND
ASSOCIATES UNDER SLAB PIPE WORK (CAST IRON)

7. ALL SURFACE WATER PIPES TO BE MADE FROM

8. ALL FOUL WATER PIPES TO BE MADE FROM VITRIFIED

9. ALL MANHOLE COVERS WITHIN THE CARRIAGEWAY TO
BE CLASS D400 TO BS EN 124 AND ALL OTHER COVERS

SURFACE WATER DRAINAGE

—_————— FOUL WATER DRAINAGE
o MANHOLE (SURFACE WATER)
MANHOLE (FOUL WATER)
GULLY
—_— —— LINEAR CONCRETE DISHED CHANNEL
() PETROL INTERCEPTOR
&P HYDRO-BRAKE
— HEADWALL AS S278/38/23
CONCRETE BAGWORK
— — EXISTING FOUL WATER DRAINAGE
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