TYPICAL FOUL MANHOLE DETAIL - TYPE 2

MAXIMUM DEPTH FROM COVER LEVEL TO SOFFIT OF PIPE 3.0 M

600mm x 600mm CLEAR OPENING COVER
‘ , COMPLYING WITH BS EN 124 AND BS 7903

MORTAR BEDDING AND HAUNCHING TO
COVER AND FRAME TO CLAUSE E6.7

MINIMUM 2 COURSES OF CLASS B ENGINEERING

675 mm MAXIMUM TO FIRST STEP

RUNG FROM COVER LEVEL

LIFTING EYES IN CONCRETE
RINGS TO BE POINTED

In-situ concrete to be GEN3
(designed to BRE Special
Digest 1 Concrete in
Aggressive Ground)

FINISHED TO ALL BRANCH CONNECTIONS
(MINIMUM THICKNESS 20mm)

CONSTRUCTION JOINT

SELF-CLEANING TOE HOLES TO BE PROVIDED

..,, SEE CLAUSE E2.32
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BRICKS OR PRECAST CONCRETE COVER FRAME = oI MINIMUM CLEARANCE 600mm
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PRECAST CONCRETE MANHOLE SECTIONS
— AND COVER SLAB TO BE BEDDED WITH
MORTAR, PLASTOMERIC OR ELASTOMERIC
SEAL CONFORMING TO BS EN 1917 AND BS
5911-3 SEE CLAUSE E2.29
1]
1200mm RING DIAMETER
150mm CONCRETE SURROUND
1]
— ® CHAMBER HEIGHT (NOT LESS THAN 900mm)
1]
L THE BOTTOM PRECAST MANHOLE RING TO BE
p 0 BUILT INTO BASE CONCRETE MINIMUM 75mm
2
V4 o et
HIGH-STRENGTH CONCRETE TOPPING TO BE BROUGHT O
UP TO A DENSE, SMOOTH FACE, NEATLY SHAPED AND \
~_ BENCHING SLOPE TO BE 1:10 TO 1:30
o /
x |
o ® DISTANCE BETWEEN TOP OF PIPE AND

WHERE CHANNEL EXCEEDS 600mm WIDE

INVERTS TO BE FORMED USING CHANNEL PIPES

UNDERSIDE OF PRECAST SECTION TO BE
MINIMUM 50mm TO MAXIMUM300 mm
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VEAR: N 225mm TO UNDERSIDE OF CHANNEL
—0 0,9 _ 1Yo 06l
- SEE FIGURE B.14 AND CLAUSE E6.6.2 FOR
ROCKER PIPE DETAILS
JOINT TO BE AS CLOSE AS POSSIBLE
TO FACE OF MANHOLE TO PERMIT
SATISFACTORY JOINT AND
SUBSEQUENT MOVEMENT T
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PIPE JOINT WITH CHANNEL TO BE LOCATED o=
MINIMUM 100mm INSIDE FACE OF MANHOLE

DOUBLE STEP RUNGS IN ACCORDANCE WITH BS EN 13101
SEE CLAUSE E2.33 FOR DOUBLE STEP DETAILS

MINIMUM WIDTH OF BENCHING TO BE 225mm

[/

500mm
MINIMUM FROM EDGE OF STEPPING

NOT TO SCALE

UNIT REF: NSFA175

INLET IL: 0.920

OUTLET IL: 0.820

DRAINAGE AREA: 9725m2/

SILT CAPACITY: 17500L

OIL CAPACITY: 1750L

BY KLARGESTER OR SIMILAR APPROVED

100mm FALL ACROSS UNIT

BACKFILLED WITH

ACCEPTABLE MATERIAL
\ s NEZS ~a

INVERT DEPTH AS ~
DETERMINED BY
INVERT OF
INCOMING PIPE

MINIMUM 225mm
CONCRETE SURROUND A\
(GRADE C20) ;

L PETROL INTERCEPTOR BY
KLARGESTER OR SIMILAR
APPROVED

(LONG SECTION A-A)

2 LAYERS OF A252
REINFORCED STEEL MESH.
MINIMUM COVER TOP AND
BOTTOM OF SLAB TO BE

50mm

RAISING PIECES AS REQUIRED
TO SUIT FINISHED LEVEL

1:3 CEMENT / SAND
MORTAR HAUNCHING TO
M.H. COVER AND FRAME

REFER TO THE FOLLOWING WEST SUSSEX COUNTRY COUNCIL SECTION
278/38 HIGHWAY AGREEMENT STANDARD DETAILS.

¢ DRAINAGE TYPE B CATCHPIT - S278/38/13 (EXCEPT FOR SWMH?7 -
REFER TO DRAWING RAM-0500-01A-D-CR-20103)

VORTEX FLOW CONTROL TYPE B MANHOLE - 5278/38/14
DRAINAGE ROAD GULLY - 5278/38/11

OUTFALL TO SIDE OF DITCH - S278/38/23

DRAINAGE PIPE BEDDING DETAILS - 5278/38/33

HEREIN BY ANY OTHER PARTY OR FOR ANY OTHER PURPOSE.

COPYRIGHT RAMBOLL UK LIMITED. ALL RIGHTS RESERVED. THIS DOCUMENT
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RAMBOLL ACCEPTS NO RESPONSIBILITY OR LIABILITY WHICH MAY ARISE
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NOTES

NOTES

1.

ALL INTERCEPTORS TO BE FITTED WITH ALARM SYSTEM.
POSITION OF ALARM WARNING PANEL TO BE CO-ORDINATED
BY CONTRACTOR AND CLIENT.

ALL INTERCEPTORS TO BE FITTED WITH VENT PIPE. DETAILS
FOR THE LOCATION OF THE TERMINAL POINT OF THE VENT
PIPE ON THE SURFACE TO BE CONFIRMED BY THE
LANDSCAPE ARCHITECT

ALL INTERCEPTOR TO BE INSTALLED IN ACCORDANCE WITH
THE MANUFACTURER'S RECOMMENDATION

MANHOLE COVER AND FRAME.

MIN. D400 TO BSEN124

(WHERE SUBJECT TO VEHICULAR LOADING).
MIN. B125 TO BSEN125

(WHERE LOCATED IN SOFT LANDSCAPE AREAS).
MANHOLE COVER AND FRAME TO BE MORTAR

5z BEDDED ON CLASS B ENGINEERING BRICKS

2-4 COURSES OF CLASS B ENGINEERING BRICKS,

CONCRETE BLOCKS OR PRECAST CONCRETE COVER
FRAME SEATING RINGS. OVERSAIL CORBELLING
WHERE NECESSARY SHOULD NOT EXCEED 30mm
PER COURSE.

PROVIDE A393 VERTICAL REINFORCMENT TO
SIDE CONCRETE SURROUND TO INTERCEPTORS

IN VEHICULAR AREAS

(CROSS SECTION B-B)

CLASS 1 FULL RETENTION INTERCEPTOR

1. DO NOT SCALE FROM THIS DRAWING.

STATED.

UNLESS OTHERWISE STATED.

ALL RELEVANT ARCHITECTS AND ENGINEERS
DRAWINGS AND SPECIFICATIONS.

2. ALL DIMENSIONS ARE METRES UNLESS OTHERWISE

3. ALL LEVELS ARE IN METRES ABOVE ORDNANCE DATUM

4. THIS DRAWING IS TO BE READ IN CONJUNCTION WITH
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