NATIVE PLANTING

Hedging shown green on the plan to consist of a
double row of the following native hedging bare root
plants 40 — 60cm in height, planted in a random
mix.

50% Hawthorn
20% Hazel

20% Field Maple
10% Beech

A specimen standard sized tree is to be planted
every 6m of a species 50% oak, 50% beech, staked
and tree protection to be provided to protect from
rabbits & deer.

CONSTRUCTION MANAGEMENT PLAN

The site access for construction will utilise the
existing western field entrance. This entrance is
currently used by large tractors to carryout hat
making and pasture management. The construction
will take place in the summer months and as such
the existing access to the site will be adequate
for a JCB and tractor and trailers to deliver the
materials. The site access is shown with a red
dashed line. A temporary contractors compound
shown in blue hatched area will be set up with
Heras fencing. This will be used to store materials
and the grass surface will be reinstated upon
completion. Materials will not be stored or soil piled
under Root Protection areas of adjacent trees.

Site access route
shown in red dashed line

Fxisting entrance to be used
for construction access

Existing agricultural barn

Site temporary storage
area for materials, shown
with blue hatching

permitted BN/21/93

Existing tractor she
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xisting entrance

Existing goat sheds to remain
permitted under BN/17/94.

Existing polytunnels to be
removed shown with blue outline

New native tree and hedge mix planting

Permitted under BN/26/98

Timber post and rail fencing to outside
of proposed 25 x 50m sand school.

(indicated by olive green shading)

Public footpath (magenta)

+

7

A\

/

Tanks

i N

Tan e ﬁ_‘ﬂlﬂ

9

THE SITE \\
\\\
>
LOCATION PLAN
<> SCALE 1:1250
50m
S T T T T T T T T T T T T T Ty T T T T T T T T
/ / % / % %
/ % % % / %
/ % % % /
/ / / / /
/ % / % % %
/ % / / /
% % % % % Y
% / % % % Y
% % / % %
B S e e e e
N N \ N N
\ \ \ \ \ N\
\ \ \ \ \ N
. \ N \ \
N N \ N N N
N N N N N
N N N N \
N N N N \ N
N \ N \ N N
N S N U N U N
03 | Planning 29.04.20

PROPOSED PLAN
SCALE [:200

———Timber post and rail fencing

ﬁTimber gravel board

——150mm final surface

Upper membrane over drainage pipework
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150mm clean aggregate size 75 — 40mm.

SECTION DETAIL
SCALE |:20

Woven geotextile membrane under pipework

\/N/\/\/\/\/\/\/W\/\/\/\«715Omm clean aggregate size 75 — 40mm.
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