
CL 11.01
IL  10.500

G1
3.0mx1.0m
GL 11.010
SL 10.510
BL 10.110

IL  10.605

BH 1

 11.005 +

 +11.011

 +10.997

 +10.902

IL 10.400
Proposed storm drainage
100mm Dia at min 1:100

KEY

Proposed geocellular soakaway
3.0 sq.m of 400mm deep geocells

Proposed silt trap inspection chamber

BH 1

Proposed new roof areas to be
drained to new soakaway

 3.681 + Existing ground levels in metres AOD

Borehole/test pit locations

Surface Water Drainage Design Notes

Ground conditions here generally comprise Topsoil over River
Terrace Deposits of soft to firm silty sandy clays over London Clay.

In practice we found 300mm of topsoil over around 400mm of
made-up ground of gravel, brick and concrete with natural soils
commencing at around 700mm depth and comprising soft silty clays
with some grit, gravel and occasional large flints, becoming more
gravelly with depth.  The London Clay was not encountered in test
holes that extended to 1.25m below ground level.

Groundwater encountered at the base of the excavation during the
investigations in early early January 2019 and monitoring carried out
through to mid-March showed levels rising to a maximum of 929mm
below ground level in early March 2019.

The drainage design is based on 3No. percolation tests carried out to
BRE365 principles in early January 2019.  An average soil infiltration
rate of 1.157x10-5 m/s was obtained with much higher results in a
shallow pit and slightly lower results at depth.  A factor of safety of
2.0 has been applied.

A shallow geocellular soakaway has been designed, 3.0 sq.m in area
x 0.4m deep, which will be suitable to drain the new extension to the
dwelling without flooding on a 1 in 100 year rainfall event + 40%
climate change addition.

150mm GEN3
concrete base

single size granular
material to BS 882

600mm dia. plastic chamber
units to BS EN 13598

150mm thick
concrete collar

Flexible seal

A125 manhole cover and
frame to BS EN 124

Typical Silt Trap Inspection Chamber Detail
(for use in soft landscaped areas and footways)

Access restricted to
350mm diameter if depth
of chamber exceeds
1.0m to invert
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Typical Geocellular soakaway Unit
(for use in soft landscaped areas)

110 incoming
pipework with suitable
adaptor to 160 socket
in geocell

Selected excavated
material as backfill

V
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s Topsoil typically

200 - 300

Thickness suitable for protection
of geocells from planting/fencing
damage - typically 200

Coarse sand bed and surround
or as geocell manufacturer's
recommendations

Non-woven
geotextile wraps
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NOTE

This drawing had been produced for
discharge of planning conditions only.
All levels and details to be checked
for Building Regulations approval and
construction purposes
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