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roof tiles, batten and felt stripped back,
12mm ply laid on rafters at least 500mm
above roof decking

roof membrane laid over and up the
plywood at least 500mm above roof decking
felt 1aid back over then batten and tiles

upvc rainwater to manufacture's spec
discharged into soakaways as necessary

2226.00 mm

terrace surface:- Kingspan OPTIM-R Balcony & terrace system
paving slabs on supporting blocks

roof covering:-

epdm rubber

roof decking:-

18mm structual osb board on firring strips to give 1:80 fall
Roof joist:-

timber I beams @ 400mm ctrs to suppliers spec on
95mmx45mm wall plates with tie down straps to building regs
floor joist :-

floor level to match existing floor,timber I beams @ 400mm ctrs
to suppliers spec built into inner leaf of wall in airtight support
boxes with restraint straps to building regs

insulation:-

kingspan optim-r system below epdm rubber

200mm fibreglassquilt inbetween joist

12mm foil backed plasterboard beneath

new walls
outer leaf :- face brickwork similar to existing
bricks on north elevation
wall ties :- 450mm vertical 900mm horizontal
to match porotherm
50mm p.u. foam cavity insulation
inner leaf :- porotherm thin joint blockwork
all lintels to have mimium 150mm bearing

Staircase & Ballistrading
to manufacture's design

\ o

)

All new doors & windows to have cavity
trays and weep vents fitted above,
cavities to be closed, insulated and
sealed all around the opening

!

Existing foundations to be
inspected and approved

to meet building regs for ~ 5177.40 mm

a private stair in hot

dipped galvanised mild

steel

4000 00 mm

2225.00 mm

Theshold drain to soakaway

r ‘:"ri’,

7 R Y . e I
s m_ 2

DPM.
100mm oversite concrete

finished
23mm knauf brio board

25mm insulation with underfloor heating
Ipipes laid into it ;
~2x50mm p.u. foam with staggered joints e )
600mm x 300mm concrete strip foundations

floor level to match existing height

depth to building control approval

existing patio, top soil & vegetation to be
cleared to the correct depth from height
of finished floor level

existing ground level to be reduced to a height of 150mm
below D.P.C. to a distance of 4m from face of proposed
extention wall & the width of the property to form a patio
in Indian stone, then a flint faced retaining wall to existing
ground level
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