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Notes

1. This drawing has been prepared in accordance with the scope of RPS’s
appointment with its client and is subject to the terms and conditions of that
appointment. RPS accepts no liability for any use of this document other than
by its client and only for the purposes for which it was prepared and provided.
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2. If received electronically it is the recipients responsibility to print to correct
scale. Only written dimensions should be used.
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T1] Tree with numbered reference.
Canopy spread and BS5837:2012 tree
quality category as shown below.
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G1] Vegetation group with numbered reference.
\ Canopy extents and BS5837:2012 tree quality
category as shown below.

| —— —~_| Hedge with numbered reference.
:ED) Width and BS5837:2012 tree quality category
***** = as shown below.

[ BS 5837:2012 Tree Quality Categories - Table 1
(£  Category A - High quality

. Category B - Moderate quality
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. Category U - Unsuitable for retention

Tree outside of survey area
(Shown for context only)

T1] Tree group protected by Tree Preservation
® \ Order No.(TPO/BN/1/13)

PIIN Root protection area (RPA)
\ Calculated in accordance with Section
L 4.6 - BS5837:2012

Tree to be removed with numbered

° \ reference. Canopy spread and
BS5837:2012 tree quality category.
- Vegetation group or hedge to be removed
_- with numbered reference. Canopy spread
— and BS5837:2012 tree quality category.

Temporary protective fencing in accordance
- with Section 6.2 - BS5837:2012. See inset
details for example barriers.

NOTES:
e  Refer to RPS Tree Survey Report & Schedule for further
details.

. Survey based on a visual inspection from the ground and
is not intended as a full arboricultural inspection.
. Plan produced in accordance with recommendations set
Face Up tree S outin .B.S 5837:2012 - 'Treels in Relation to design,
. ! demolition and construction'.
group/ vegetation i e Due to the legal protection afforded to breeding birds
vegetation removal should not take place during the bird
baCk to boundary o | nesting period; generally, although not restricted to, March
- August inclusive.
. Survey based upon topographic survey produced by
produced by M.J. Zara Associates of Lewes, East Sussex
in November 2011(ref 7054)
e Pedestrian/ vehicular emergency access routes to be
maintained at all times.
* Al protective fencing to be completed and approved by N
LPA / CA prior to commencment of any site works.
e All works to conform with requirements of:
BS 3998:2010- Tree Works
BS 5837:2012- Trees in relation to design, demolition
and construction
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