125
Sign 2 - replace Sign 1 - replace existing Sign 2 - replace ejisting
existing illuminated illuminated fascia sign with illuminated grojecting sign
projecting sign with new internally illuminated with new intgrnally
new internally Project Star fascia sign. illuminated Froject Star+
illuminated Project M A 4220 projecting tile sign
Star+ projecting tile .
sign. QS
S | .
- S Qo ) A 3 SOmm high
600 strapline
r alls 3 alamle r ala ol
850 350mm-— 360mm
high logo oF
gniog h high
H letters
/
7
7/
Q 7
5\3 (<) / - |
5 S % R
N . N
manifestation o |_manifestation manifestation
b N
N
N
N
y AL A . AN y NI (IREN AN A
¥ uull

ARCADE

FRONT ELEVATION "A"

ELEVATION "B"

0 1

5m

frree L ]

scale

HATTRELL DS One
Architects LLP

CHARTERED ARCHITECTS

COVENTRY MANCHESTER
UNIT20  ENSIGN BUSINESS CENTRE ~ WESTWOOD WAY
WESTWOOD BUSINESS PARK ~ COVENTRY ~ CV4 8JA

T: 024 7647 3974

ARTHUR HOUSE CHORLTON STREET MANCHESTER M1 3EJ
T: 0161 236 3521

CLIENT

DOMINQO'S PIZZA UK & IRELAND LTD

PROJECT

19 Station Road, Bognor Regis
Sussex. PO21 1QD

A Projecting sign design changed to tile logo as instructed by Franchisee. BSC pas03in7
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FASCIA SIGN (1) - Aluminium Fascia, Internally llluminated

Aluminium & Acrylic Built-Up Letters & Logo:- REFER ALSO TO

DRAWING STAR-FS1. 2mm aluminium back panel formed on 4 sides with
30mm folded returns complete with 20x20mm internal aluminium fixing angle to
top & bottom or 20mm up & downstands depending on circumstances. Panel is
to be etch primed and powder coated semi-gloss grey to match RAL7043 Traffic
Grey. Install to a sealed and weathered area provided by others. To the face of
the fascia panel will be applied a built-up tile logo, text and 50mm high strap line,
65mm returns all round to letters and logo, 30mm returns to strap line, all
constructed from 2mm aluminium, white powder coated to RAL9010, inside and
out, with 5mm translucent opal white acrylic faces. Acrylic to be rebated to fit
flush to aluminium returns and all clear siliconed together. Letter & logo backs to
be 10mm Foamex screwed flush to aluminium back panel. The face of the tile
logo is to be decorated with 5-7 year vinyls to translucent blue Mactac 9738-05 &
translucent red Mactac 9758-06. Vinyl is to be stencil cut to show white dice dots
through. White border all round, equalling the gap between red & blue vinyls.
"TM" in blue vinyl and "®" in white vinyl applied to back panel. The fascia tile logo
is to be positioned 50mm from the top of sign, 50mm from the strapline and
50mm from the fascia lettering. The fascia lettering is to be positioned 100mm
from the top of sign to the top of the dot of the "i" in "Domino's" and 50mm from
the strapline. The strap line is to be unlit, with a white sprayed aluminium back.
Logo & Domino's text are to be evenly illuminated by LED modules mounted on
the Foamex, with all wiring & drivers unseen.

PROJECTING SIGN (2) - Aluminium & Acrylic, Internally

llluminated Double Sided:- REFER ALSO TO DRAWING STAR-PS6.
Case constructed from 125mm wide extruded aluminium framework and sides,
having at least one edge removable. Case, carcass and wall back plate with 2no.
37.5mm circular aluminium spacer bars, all painted grey to match RAL7043
Traffic Grey. An internal core panel of foamex is fitted to take 2 sets of LED
modules for even illumination both sides. Face panels to be 3mm translucent
opal white acrylic with applied vinyl in translucent blue Mactac 9738-05 &
translucent red Mactac 9758-06 leaving a white border all round, equalling the
gap between red and blue vinyls.

MANIFESTATION:- Where required, manifestation to glazed windows and

doors to be in accordance with Approved Documents N2 & M2. Manifestation to
be in the form of 50mm @ frosted vinyl roundels applied to inside face of glass @
250mm centres, in bands at two levels - from FFL/GL, 900mm to CL of lower
band and 1500mm to CL of upper band. NB. manifestation not required to
windows where internal sit up bars are installed, due to integral modesty panel,
or where there are internal window poster frames.

LUMINANCE:- Maximum luminance of all signs is 200 candelas/m2.

TYPEFACE:- The type face is to be Domino's UK Font. This & the tile logo
are obtainable only from Domino's UK Property Department.

NOTES:- ALL SIGNAGE TO BE DESIGNED TO THE LATEST DOMINO'S
P1ZZA UK & IRELAND LIMITED "PROJECT STAR" IMAGE. Fixing and support
details to be approved by Local Authority, all by specialist signage contractor.
Main contractor to provide suitable flat grounds and electrical power tails for the
signage. Projecting signage to have a minimum 2440mm clearance or as
otherwise required by Local Authority. Signage projecting over the public
highway will require a licence or an amendment to an existing licence under
section 177 of the Public Highways Act 1980. The consent of the property owner
is required under the Town & Country Planning Act 1990 Town & Country
Planning (Control of Advertisements) Regulations 2007.

Tile logo must always be at 45deg.

Single domino dot must always be at the top.

A small blue TM is to be incorporated at the bottom of tile logo.

A small white ® is to be incorporated to the top right of the "Domino's" letter "s".
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