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Cross Section thro' Proposed
French drain Scale 1:20

Pea beech
Geotextile Membrane

40mm reject stone.

150mm perforated land dram.

Pipe laid to falls at an optimum depth of 1000mm
however the actual depth will be determined upon
completion of trial hole adjacent to the building to
ascertain depth of existing footing.
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ALL EXISTING FLINT WALLS TO

|

BE REINSTATED AND REPAIRED —
AS REQUIRED PLEASE REFER

TO SPECIFICATION FOR

FURTHER INFORMATION

EXISTING MODERN BLOCKWORK INTERNALLY TO
NORTHERN AND WESTERN EXTERNAL WALLS AND
MODERN FINISHES INCLUDING FLINT BEDDED IN
CEMENTITIOUS MORTAR WITH PEA BEACH INCLUSION
TO BE REMOVED. MAKE GOOD WALLS AS
NECESSARY USING MATERIALS AND FINISHES
COMPATIBLE WITH TRADITIONAL CONSTRUCTION IN
ACCORDANCE WITH BS7913

100mm FRENCH DRAIN ALL TYPE B TIMBER STUD
BUILDING PERIMETERS LINING WALL
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LINING WALL
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Proposed Ground Floor

SCALE 1=50

1
TIMBER DECKING

NEW FLOOR JOISTS TO BE SEASONED TIMBER TO MATCH
EXISTING IN TERMS OF TYPE AND SIZE. JOISTS TO BE
INSERTED USING EXISTING SPROCKETS IN TRUSS,
STRENGTHEN FLOOR JOISTS IN ACCORDANCE WITH
ENGINEERS ADVICE.
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All dimensions must be checked/verified on site.
No responsibility or liability is accepted for CDM unless
otherwise agreed in writing.
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UPGRADE EXPOSED WALLS

EXISTING EXPOSED WALLS ALL TO BE UPGRADED THERMALLY:—

IYPE A

BRITISH GYPSUM LINING WALL REMOVE ANY EXISTING PLASTER, CLEAN AND SEAL
WALLS WITH 2 COATS PVA ADHESIVE. FIX METAL BRITISH GYPLYNER STUDS WITH
MECHANICAL FIXINGS 25mm THICK AND FIX 70mm THICK THERMALINE SUPER
BOARD TO METAL STUDS. TAPE JOINTS AND SET WITH MULTI-FINISH PLASTER.
INSTALL AS SYSTEM IN ACCORDANCE WITH MANUFACTURERS RECOMMENDATIONS
IYPE B

LINING WALL 38x63mm TREATED CLS TIMBER STUDS AT 450mm C/Cs WITH
25mm AIR GAP BETWEEN BACK OF STUDS AND EXISTING WALL. FILL ALL STUD
SPACES WITH 50mm THICK BREATHABLE INSULATION THERMAFLEECE. FINISH WALL
WITH 15mm THICK SAVOLIT BOARD AND 1mm THICK LIME SKIM COAT ON 2mm
SECIL RENDER ON GLASS FIBRE REINFORCEMENT MESH. LEFT READY FOR
DECORATIONS.

GROUND FLOOR CONSTRUCTION

EXISTING CONCRETE FLOOR TO BE GRUBBED OUT 100mm, LAY NEW 100mm
CONCRETE SLAB ON HARDCORE SUB—BASE, NEW DELTA MEMBRANE MS20 IS TO BE
LAID OVER, WITH DELTA MEMBRANE MS500 TURNED UP EXTERNAL WALLS TO A
HEIGHT OF 800MM AND LINKED TO PERIMETER CHANNEL IN ACCORDANCE WITH
MANUFACTURERS DETAILS.

PROVIDE 25mm THICK KINGSPAN THERMAFLOOR TF70 OVER COMPLETE WITH 500
GAUGE POLYTHENE SEPARATING OVER BENEATH SAND / CEMENT SCREED WITH WET
SYSTEM UNDER FLOOR HEATING. TOTAL THICKNESS OF NEW STRUCTURE TO BE LAID
OVER EXISTING FLOOR EQUALS 100mm.
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