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LINE OF 300mm WIDE
FRENCH DRAIN TO PERIMETER
OF BUILDING.

REFER TO SEPARATE DETAIL

EXISTING WINDOW TO BE
REMOVED, NEW DOUBLE
TERRACE DOOR TO BE
PROVIDED WITHIN EXISTING
OPENING. BREAK OUT

TO BE REINSTATED.

MATCH.
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EXTERNAL FLINT WALL

GENERAL NOTE : ALL PLASTIC WINDOWS EXISTING WINDOW TO BE REMOVED,
ARE TO BE REMOVED AND REPLACED WITH  EXISTING OPENING TO BE EXTENDED

—— ORIGINAL CHIMNEY BREAST TIMBER WINDOWS AS PER THE RELEVANT TO MATCH 2 No. WINDOWS
INCLUDING 2 No. FIREPLACES JOINERY DETAILS. ADJACENT. PROVIDE NEW WINDOW TO

NEW ROOF CONSTRUCTION

BREATHABLE ROOFING FELT LAYER TO BE APPLIED OVER EXISTING 25mm THICK TIMBER
BOARDING. 50 X 25mm TREATED TIMBER COUNTER BATTENS TO BE FIXED PROVIDING
CONTINUOUS AR FLOW. 50 X 25mm TREATED TIMBER BATTENS FIXED OVER AT GAUGE
SUITABLE FOR CLAY TILE FINISH. EXISTING RECLAIMED TILES ARE TO BE USED IN
ACCORDANCE WITH CONSERVATION REQUIREMENTS.

INSULATION TO PITCHED ROOF

INSULATION OF NEW ROOF IS TO BE APPLIED OVER EXISTING CONSTRUCTION. TIMBER
BOARDING ABOVE RAFTERS IS TO REMAIN IN—SITU. NEW 50 WIDE x 25mm THICK
COUNTER BATTENS ARE TO BE PROVIDED OVER AT MAXIMUM CENTRES OF 400mm.
40mm SUPAQUILT INSULATION IS TO BE LAID BETWEEN COUNTERBATTENS, 7mm OF
CRUSHED SUPAQUILT TO BE PRESENT BETWEEN BATTENS. 50 X 50mm COUNTER
BATTENS TO BE PROVIDED OVER WITH FURTHER LAYER OF 40mm SUPAQUILT AND
7mm OF CRUSHED SUPAQUILT PRESENT BETWEEN BATTENS. PROVIDE FINAL LAYER OF
50 WIDE x 25mm COUNTERBATTENS OVER. AIR GAP BETWEEN SUPAQUILT LAYERS TO
BE MINIMUM 12mm. PROVIDE BREATHABLE ROOFING FELT LAYER OVER WITH TANALISED
BATTENS AND CLAY ROOF TILES OVER. NOTE : ROOF UNDULATIONS TO BE

INSET PURLINS IN ACCORDANCE WITH
STRUCTURAL ENGINEERS DETAILS TO PROVIDE
FURTHER STRUCTURAL RESTRAINT TO ROOF
CONSTRUCTION. THESE WORKS TO BE
CARRIED OUT IN CONJUNCTION WITH THE
FORMATION OF HIGH LEVEL COLLARS AT £
EVERY FOURTH RAFTER AND SARKING BOARDS ,’/'A
N APPLIED TO UPPER FACE OF THE RAFTERS. 4
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GROUND FLOOR CONSTRUCTION
EXISTING FLOOR CONSTRUCTION IS TO IS TO BE GRUBBED OUT TO A DEPTH OF 100mm, REMAINING FLOOR

__I TO BE RETAINED AND UPGRADED OVER, NEW DELTA MEMBRANE MS20 IS TO BE LAID OVER, WITH DELTA

| MEMBRANE MS500 TURNED UP EXTERNAL WALLS TO A HEIGHT OF 800MM AND LINKED TO PERIMETER
CHANNEL IN ACCORDANCE WITH MANUFACTURERS DETAILS.

PROVIDE 25mm THICK KINGSPAN THERMAFLOOR TF70 OVER COMPLETE WITH 500 GAUGE POLYTHENE

SEPARATING LAYER OVER BENEATH SAND / CEMENT SCREED WITH WET SYSTEM UNDERFLOOR HEATING. TOTAL

' THICKNESS OF NEW STRUCTURE TO BE LAID OVER EXISTING FLOOR EQUALS 100mm.

FULL PERIMETER FRENCH DRAIN TO BE PROVIDED AS DELTA AQUADUCT OR EQUIVALENT. FOUNDATION IS TO

| GENERAL NOTE : POSITIONS OF CAST IRON BE PROTECTED LOCALLY WITH DELTA GEODRAIN MEMBRANE. FRENCH DRAIN IS TO BE LAID IN PEABEACH
GUTTERS AND RAINWATER DOWNPIPES ARE SHINGLE.

TO BE RETAINED. EXISTING ARE TO BE

REFURBISHED IF FEASIBLE TO DO SO OR

NEW °'LIKE FOR LIKE' ARE TO BE PROVIDED

IN ORIGINAL POSITIONS.

Section C-C : As Proposed Section D-D : As Proposed

SCALE 1=50 SCALE 1=50
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FORM NEW ACCESS STAIR FORMED, MAXIMUM RISE OF

170mm, MINIMUM GOING 250mm. STAIR TO BE
CONSTRUCTED OF BRICKWORK WALLS AND RISERS.
TREADS AND GOINGS TO BE FLAGSTONES. METAL
BALUSTRADE TO BE PROVIDED, MINIMUM HEIGHT OF
900mm ABOVE PITCH LINE OF STAIR AND 1100mm

ABOVE LANDING.

LANDING AREA TO BE TIMBER DECKING. AREA BENEATH
TIMBER DECKING TO BE ACCESSIBLE, AREA BENEATH
TO FORM HOUSING FOR M.& E. PLANT.

Ground Floor : As Proposed

SCALE 1=50
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Cross Section thro' Proposed
French drain Scale 1:20

[

FO

| |
ORIGINAL WINDOW POSITION /
TO BE REINSTATED. PROVIDE
— — NEW WINDOW. .

Geotextile Membrane

40mm reject stone.

150mm perforated land dram.

Pipe laid to falls at an optimum depth of 1000mm
however the actual depth will be determined upon
completion of trial hole adjacent to the building to
ascertain depth of existing footing.

RM NEW OPENING / i

COMPLETE WITH SUITABLE
SIZE LINTEL OVER, PROVIDE
NEW DOOR AND FRAME

<
q

RS
0%

”"V S~
‘.&&‘t’x?zv .

T T / . !
) /' Living./ Room /' |
/’ |
l// /HISTORIC Douq& HUNG BOX
X "SASH WINDOW /(WG.03) TO BE
/ "‘4 REINSTATED. - _ K
, <] RRERRS
i "I}Q};m‘@o‘m‘
Pea beech

EXISTING OPENING TO REMAIN IN POSITION.
DOOR TO BE FIXED SHUT. THE EXISTING
LINTEL HAS NO END BEARING AND AS SUCH
THE EXISTING SHALL BE REMOVED AND
REPLACED WITH NEW WITH MINIMUM 150mm
AT BOTH ENDS IN ACCORDANCE WITH
STRUCTURAL ENGINEERS DETAILS.

! THROUGHOUT BUILDING, REINSTATE FLOORING
AND SKIRTINGS TO ORIGINAL FORM.

FLUE LINER.

——ORIGINAL EXTERNAL DOOR OPENING, AS
DEFINED BY RED BRICK DRESSINGS IS TO BE
REINSTATED. PROVIDE NEW DOOR AND FRAME
ACCESSING PRIVATE AMENITY SPACE TO
PROPERTY.

Amenity Space

WALLS INDICATED BY CROSS HATCHING THUS

(INCLUDING EXTERNAL WALLS) DENOTE EXTENT
OF FLINT CONSOLIDATION. FOR DETAILS REFER
TO SEPARATE SPECIFICATION.
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Notes:

All dimensions must be checked/verified on site.
No responsibility or liability is accepted for CDM unless
otherwise agreed in writing.

Date Revisions

Client
Mr G.Love

Job Title
Climping Mill Project

Drawing Title

Mill Cottage
Ground Floor Plan

As Proposed

Architectural & Historic

Buildings Consultants

Mob: 07909 544908
Email: info@dgc-consultants.com
Web: www.dgc-consultants.com

Date  17/06/2018 Drawn By KL
scale 1:50 @ A1l (as illustrated)

Drg. No.

DGC-21815/MC04

Copyright 841 x 594mm Al



