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EXISTING WINDOW TO BE

REMOVED, NEW DOUBLE

TERRACE DOOR TO BE

PROVIDED WITHIN EXISTING

OPENING. BREAK OUT
STRUCTURE BELOW

ORIGINAL WINDOW OPENING IS TO BE
REINSTATED AS DENOTED BY EXISTING

BRICK DRESSINGS. PROVIDE NEW WINDOW.
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Side Elevation

SCALE 1=50

PROVIDE NEW DOOR AND FRAME

ACCESSING CRAWL SPACE (PLANT AREA)

BENEATH NEW STAIR / TERRACE AREA.

ORIGINAL EXTERNAL DOOR
OPENING, AS DEFINED BY
RED BRICK DRESSINGS IS
TO BE REINSTATED. PROVIDE
NEW DOOR AND FRAME
ACCESSING PRIVATE AMENITY
SPACE TO PROPERTY.
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Part Front Elevation
SCALE 1=50
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Side Elevation

SCALE 1=50

NOTE : LINE OF EXISTING FLINT WALL FORMS
SEPARATION LINE BETWEEN HISTORIC ELEMENT AND
RECENT ADDITION. WALL (TO REMAIN INSITU) OMITTED
FOR CLARITY, REFER TO IMAGE ON EXISTING ELEVATION
DRAWING, NUMBER DGC-21815—MCO05 FOR DETAILS OF
EXISTING SITUATION.

EXISTING WINDOW TO BE REMOVED, EXISTING

OPENING TO BE EXTENDED TO MATCH 2 No.

WINDOWS ADJACENT. PROVIDE NEW WINDOW
TO MATCH.
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GENERAL NOTE : POSITIONS OF CAST IRON i

GUTTERS AND RAINWATER DOWNPIPES ARE 1 I
TO BE RETAINED. EXISTING ARE TO BE :
REFURBISHED IF FEASIBLE TO DO SO OR !
NEW ’'LIKE FOR LIKE' ARE TO BE PROVIDED |

IN ORIGINAL POSITIONS.

GENERAL NOTE : ALL PLASTIC WINDOWS

ARE TO BE REMOVED AND REPLACED WITH

TIMBER WINDOWS AS PER THE RELEVANT
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JOINERY DETAILS. ALL NEW WINDOWS ARE ; ‘
TO HAVE 14mm SLIMLINE DOUBLE GLAZING. T

EXISTING EXPOSED WALLS FORMED OF FACE BRICKWORK ARE TO BE
UPGRADED THERMALLY WITH INSULATION MOUNTED TO EXTERNAL FACE,
SURFACE MATERIAL FINISH TO BE 144 X 19mm THICK EXTERIOR
GRADE SHIPLAP BOARDING FITTED IN ACCORDANCE WITH
MANUFACTURERS RECOMMENDATIONS AND REQUIREMENTS.

BOARDING TO BE STAINED IN ACCORDANCE WITH CONSERVATION
REQUIREMENTS.

Rear Elevation

SCALE 1=50
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FORM NEW ACCESS STAIR FORMED, MAXIMUM RISE OF 170mm, MINIMUM GOING
250mm. STAIR TO BE CONSTRUCTED OF BRICKWORK WALLS AND RISERS. TREADS AND
GOINGS TO BE FLAGSTONES. METAL BALUSTRADE TO BE PROVIDED, MINIMUM HEIGHT
OF 900mm ABOVE PITCH LINE OF STAIR AND 1100mm ABOVE LANDING.

LANDING AREA TO BE TIMBER DECKING. AREA BENEATH TIMBER DECKING TO BE
ACCESSIBLE, AREA BENEATH TO FORM HOUSING FOR M.& E. PLANT.
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WG.03

HISTORIC DOUBLE HUNG BOX SASH

WINDOW (WG.03) TO BE REINSTATED.

ALL FLINT WORK TO BE REPAIRED AND
RESTORED, REFER TO SPECIFICATION

DOCUMENT.

Front Elevation

SCALE 1=50

Notes:

All dimensions must be checked/verified on site.
No responsibility or liability is accepted for CDM unless
otherwise agreed in writing.
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