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Both sides of bund to be planted
with  60-90cm whips of White Poplar
Populus alba at 5 whips per m2. Trees 
to be coppiced 3 years after planting to
encourage root growth and suckering.
Thereafter trees to be coppiced every
5 years.



Both sides of bund to be planted with locally
sourced coastal hedgerow mix of 60-90cm whips:

25% Blackthorn Prunus spinosa
25% Hawthorn Crataegus monogyna
10% Elder Sambucus nigra
10% Field Maple Acer campestre
10% Sea Buckthorn Hippophae rhamnoides
10% Wild Privet Ligustrum vulgare
10% Dog Rose Rosa canina

5 plants per m2. Whips to be wrapped in biodegradeable
rabbit guards. Hedge plants to be cut after 5 years and 
laid as a traditional hedge to encourage root growth to
stabilize the bund.



Both sides of bund to be planted with locally
sourced coastal hedgerow mix of 60-90cm whips:

25% Blackthorn Prunus spinosa
25% Hawthorn Crataegus monogyna
10% Elder Sambucus nigra
10% Field Maple Acer campestre
20% Common ivy Hedera helix
10% Wild Privet Ligustrum vulgare

5 plants per m2. Whips to be wrapped in biodegradeable
rabbit guards. Hedge plants to be cut after 5 years and 
laid as a traditional hedge to encourage root growth to
stabilize the bund.
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post and wire fence

top of bund 1.4-1.8m above existing ground;
height from ground to top of bunds varies according to 
site topography, but all bunds are to be minimum 5.06 AOD
to comply with GTA Civils Flood Risk Assessment, December 2017,
which states: "The flood risk profile of this site is High - with 
coastal flooding being the worst source. The highest predicted 
flood level is 4.76 AOD [by 2115]." Therefore the top of the bunds 
should be at 5.06m AOD - 4.76 + 0.3m - to minimize the risk of
coastal flooding in the future to protect the Listed Buildings.
The existing topography of the site has levels Above Ordnance 
Datum of between 3.0 and 4.2m so the bunds are between 2.06 
and 0.86m above existing ground level.

base of bund approx 3m wide

Bund sub-base to be well compacted
clay excavated from site laid in 500mm
compacted courses. Min 150mm topsoil 
to be laid on sub-base to establish whips.
Angle of repose to be max 40 degrees.

predicted 2115 flood level 4.76 AOD

top of bunds at 4.76 + 0.3 AOD = 5.06AOD
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