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300¢ X 610 DEEP NAYLOR DEAN'S YARD
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NOTE

ASSEMBLE THE FRAME & GRATING BEFORE INSTALLING &
CONCRETING THE CHANNEL.

DRAINAGE CHANNEL

BEDDING SAND OR GRAVEL

ACHEIVE REQUIRED DEPTH.

2-4 COURSES CLASS B ENGINEERING —
BRICKWORK IN CEMENT/SAND 1:3
MORTAR ENGLISH BOND.

600 X 600 C/O COVER
OR 350 X 350 FOR REDUCED ACCESS.

to reduce cover opening to 350x350
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NOTES

C20 CONCRETE BASE

1. ROCKER PIPES 600mm LONG FOR 100 TO 450 DIA PIPEWORK (1000mm LONG UP TO 750 DIA)
ON OUTLET AND EACH ENTRY STARTING 150mm FROM CONCRETE SURROUND.

PLASTIC CATCHPIT 600mm

STANDARD MANUFACTURERS ACCESS COVER IN

FOOTPATH/VERGE AREAS, OR C250 DUTY COVER
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100mm BED OF
SUITABLE GRANULAR
MATERIAL.

PLASTIC ACCESS CHAMBER 300mm

GENERAL NOTES

1. The location, size, depth and identification of existing services that may
be shown or referred to on this drawing have been assessed from non
intrusive observations , record drawings or the like. The contractor shall
safely carry out intrusive investigations, trial holes or soundings prior to
commencing work to satisfy himself that it is safe to proceed and that the
assessments are accurate. any discrepancies shall be notified to gta prior to
works commencing.

2. Tender or billing drawings shall not be used for construction or the
ordering of materials.

3. Do not scale. All dimensions and levels to be site confirmed.

4. This drawing shall be read in conjunction with all relevant architects,
consultants drawings and specifications, together with H&S plan
requirements.

5. Copyright : This drawing must not be copied, amended nor reproduced
without the prior written agreement of gta.

6. All drawings specifications and recommendations made by gta are
subject to Local Authority and other relevant Statutory Authorities
approval. Any works or services made abortive due to the client proceeding
prior to these approvals is considered wholly at the Clients risk. gta hold no
responsibility for resulting abortive works or costs.
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