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REV

SCALES

REV      

DRN BY

DATE

Gwyn Cheesmur

SITE

TITLE

 1:100 @a1

Drg No

2496No

18.10.18

Ferring Country Centre
Rife Way
Ferring
West Sussex

FLOOR PLAN AND ELEVATIONS
AS PROPOSED

Showing proposed  drainageFFL 5.85

FFL 5.85

64
63

+5.19

10846 8924

G

PROJECT

REPLACEMENT CAFE,SHOP
AND TOILETS

TRIAL PIT 2

RWP

RWP

RWP

Effective roof area
1m + 2.705/2  x 25.8 = 292.88

New manhole  sw drain.

New 100mm swNew 100mm sw

New
100mm
sw

DRAINAGE
KEY

SW MH B

SW MH C

A

WATER ENTRY STOPCOCK

            = Linked Smoke detectors.

            = High Efifacy light fitting

            = Flourescent Light fitting
F 1500

HE

SM

            = Linked Heat detector.HD

            = Linked Carbon Monoxide detector.CM

STANDARD B.REG KEY

            = GAS POINTGP

 = Mechanical extractor. See notes for sizing.

SA = alarm sounder

E.L

F

P.B.

E.L

FIRE            = illuminated fire exit sign

            = external emergency light ( battery backup.)

            = internal emergency light ( battery backup.)

            = break glass alarm switch

            = panic bolt or latch

D1
926 x 2040

FR30
SC with 7 G

VP.

3626

86
8

FIRE

32

32

E.L

E.L

E.L

10000

40

F

F

FF

D12
764

D13
764

SM SM

D16D18

SA

SA

24
75

5000 5000 5000 5000

64
13

Alarmed
fire
exit
gate

+5.29

FFL 5.85

3979

+5.83
1500

Handrail

Handrail

TERRACE

+5.845
Handrail

Handrail

1200 11
20

1500 15
00

Balustrade 1100 above paving

40
0

80
0

15
00

RAMP

RAMP

RAMP

1500

+5.29

+5.592

+5.648

ACCO L 5.75

+5.49+5.46

RWP

RWP

Rodding
point

F

FOR ALL CONSTRUCTION
DETAIL SEE DRG NO 6498

REV A  INTERNAL GLAZED WALL< TERRACE AND RAMPED ACCESS 26.10.18    
REV B   Minor revision gable post  locations  
REV C  Building reg details added 31.01.19    

47
42

New
150mm
S.W.

REV D  Drainage details amended following survey. 10.04.19  

541027123

Disused Cesspool cylinder
cleansed  to form
Underground water  storage
tank  pump out for for
plant watering
 CAPACITY 7.63 m3.

100mm perforated
land drain  laid in
shingle through
hartdcore

Existing
100mm
surface
water
drain
removed

100mm overflow to
existing surface water
drainage system

Plastic grid system
with fine gravel or
earth fill.

Geotextile
layer

35mm
gravel layer

300mm crushed
angular stone.

Geotextile
Membrane

Perforated  drainage
pipe wrapped in
Geotech

SECTION THROUGH CARPARK ATTENUATION

REV E  Water storage tank and attenuation bed details added.  . 21.05.19  

REV F  Minor amendments.  . 24.05.19  

MH C
C.L.5.75
I.L..4.93

Klargester BioFicient
Commercial
Sewage Treatment
Plant 38H
Installed to
Manufacturers
recommendations.

CYCLE
SHED

REV G  CYCLE SHED LOCATION ADDED 10.06.2019  

ARUN DISTRICT COUNCIL FG/62/19/DOC


