
perforated precast concrete rings to

BS5911 part 200 constructed with a

minimum class 3 sulphate resisting

cement.

500 min. compacted granular backfill

50 - 75mm to BS882  contiguous with

CGA to allow water flow

Non-woven geotextile

wrapped around filter

material

Compacted granular

backfill 50-75mm to

BS 882.

500 wide x 225mm thick

concrete foundation class

ST2

PCC RING SOAKAWAY (NTS)

Class D400 manhole cover and frame

600 x 600 clear opening to BS EN 124,

bedded and haunched with mortar.

2 courses of Class B

engineering bricks to

BS 3921, 225mm thick

Heavy duty

RC cover slab
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150mm GEN3

concrete base

single size granular

material to BS 882

500mm dia. plastic chamber

units to BS EN 13598

150mm thick

concrete collar

Flexible seal

A15 manhole cover and

frame to BS EN 124

Typical Silt Trap Inspection Chamber Detail

(for use in landscaped areas and footways)

Access restricted to 350mm

diameter if depth of chamber

exceeds 1.0m to invert

4
5
0

Joint to be as close as possible

to face of chamber to permit

satisfactory joint and subsequent

movement

600 long rocker pipe

Granular bedding

material

Base unit to have all

connections with soffit

levels set no lower than

that of main pipe

DOT Type 1 sub-base

(thickness varies)

250/ 450 or 600mm dia. plastic

chamber units to BS EN 13598-1/2

(see layout plan)

150mm thick

concrete collar

Flexible seal

Manhole cover to BS EN

124.  Loading class A15

or B125 in driveway

Access restricted to

350mm diameter if

depth of chamber

exceeds 1.0m to

invert

Typical Access Chamber Detail - Type 4

(for use in landscaped areas and footways)

GRANULAR SURROUND (CLASS S)

300 min

1
0

0
1

0
0

To be used where cover to crown of pipe is

greater than 1200mm under footpaths and

private soft landscaped areas.  Concrete bed

and surround to be used elsewhere

10 mm granular

bed and surround

Plain concrete class ST4

to be separated at each

joint with an approved

compressible material

Approved 18mm thick

compressible board at

each joint

Joint detail for Class Z

concrete surround

Note

Permeable paving design is for

hydraulic purposes only.  The

structural design will depend on

the loads it is required to take and

the strength of the formation and is

to be carried out by others
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