Winter Soil Infiltration Testing Results

TP#1 BRE365 Trial Pit — 1130mm long x 490mm wide x 500mm deep
Wednesday February 25th 2026 -- 4.920 E-06 metres/second
Thursday February 26th 2026 -- 4.156 E-06 metres/second
Friday February 27th 2026 -- 3.745 E-06 metres/second

The Minimum Rate used in the calculations from the three tests
within the Trial Pit TP#1 was 3.745 E-06 metres/second.

A Factor of Safety of 3 was applied in the calculations for the
design for the Geocellular Soakaway Structure.
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NOTES

SURFACE WATER DRAINAGE

CONTRACTORS MUST VERIFY ALL DIMENSIONS ON SITE BEFORE
COMMENCING ANY WORK ON SHOP DRAWINGS

DO NOT SCALE FROM THIS DRAWING

INSPECTION CHAMBER
GP DENOTES CATCHPIT
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RCD CONSULTANTS LTD COPYRIGHT

'SURFACE WATER SEWER

NOTE

1. ALL DIMENSIONS IN MILLIMETERS UNLESS NOTED OTHERWISE

RAINWATER PIPE

2. THIS DRAWING TO BE READ IN CONJUNCTION WITH ALL OTHER
ENGINEERING DRAWINGS AND CALCULATIONS ASSOCIATED WITH
THIS PROJECT.

RODDING EYE

3. ALL COMPONENTS AND MATERIALS ARE TO BE MANUFACTURED
AND SUPPLIED IN ACCORDANCE WITH THE RELEVANT BRITISH
STANDARDS, AND LAID AND BACKFILLED IN ACCORDANCE WITH

UFACTURER'S ND THE RELEVANT BRITISH
STANDARDS.

4. THE CONTRACTOR SHALL, BEFORE COMMENCING THE WORKS,
VERIFY ALL SITE AND SETTING OUT DIMENSIONS. THE CONTRACTOR
SHALL BE RESPONSIBLE FOR THE TRUE AND PROPER SETTING OUT

OF THE WORKS AND FOR THE CORRECTNESS OF THE POSITION,

FOUL WATER DRAINAGE

LEVEL ND ALIGNMENT OF ALL PARTS OF THE
WORKS.

5. ALL BUILDING DRAINAGE TO BE INSTALLED AND TESTED IN

EXISTING FOUL
WATER SEWER

OMPLIANCE WITH THE BUILDING REGULATIONS 2000 DRAINAGE
AND WASTE DISPOSAL APPROVED DOCUMENT H 2002 EDITION,

INSPECTION CHAMBER

6. SMALL LIGHTWEIGHT ACCESS COVERS SHOULD BE SECURED
(FOR EXAMPLE WITH SCREWS) TO DETER UNAUTHORISED ACCESS.

7. ALL ABOVE GROUND DRAINAGE TO INCORPORATE RODDING
ACCESS FACILITIES.

8. INSITU CONCRETE FOR USE IN GENERAL DRAINAGE WORKS,
GRADE TO BS: 5325.

,,,,, FOUL WATER SEWER
op DRAINAGE POINT

EXISTING AND PROPOSED
FLOOD EXCEEDANCE ROUTE

9. FOR INTERNAL DRAINAGE POSITIONS REFER TO ARCHITECT'S
CURRENT WORKING DRAWINGS.

10. FOR LANDSCAPING SURFACE MATERIAL FINISHES REFER TO
ARCHITECT'S CURRENT WORKING DRAWINGS.

11. AL PIPES TO BE 100mm DIAVETER UNLESS NOTED OTHERWISE.

SOAKAWAY CHANGES as CONSULTATION
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