
Date: 21/10/2022 

 

Planning Reference: F/22/21/PL 

Holding Objection subject to receipt of further information in relation to our comments below 

1. In general, the calculations are acceptable but Flood Studies Report rainfall values have 

been in used. FEH rainfall values should be used in the calculation of the proposed surface 

water storage in accordance with the West Sussex County Council’s Policy for Management 

of Surface Water (November 2018). In addition, a CV value of 1 should be used in the 

calculations. Please update and resubmit proposals taking into consideration FEU rainfall 

values to ensure the volume of proposed attenuation is sufficient and will not impact the 

proposed site layout 

2. The landscape strategy provided within the Landscaping Strategy Plan BLA0014-03-D now 

provides confirmation that the proposed tree planting will be clear of the proposed 

attenuation tank; however, it should be noted that the Impermeable Areas Drawings 

D1906-300-D and Existing Constraints Drawing D1906-400-D contained within the Drainage 

Summary -20th June 2022 are still showing proposed tree planting in the area of the 

proposed attenuation tank. The applicant should ensure that this conflicting information is 

corrected. 

3. The proposed access road is specified to be a permeable paving construction, with an 

assumed infiltration rate of 1 x 10-6m/s. This appears to contradict the Surface Wate 

Drainage Design Summary which stats that infiltration is “not deemed suitable given the 

presence of high groundwater”. No infiltration testing has been provided. If the applicant is 

seeking to discharge the run-off from this access road via infiltration, then infiltration tests 

need to be carried out to ensure this is a feasible option to discharge the surface water from 

the access road otherwise this could increase the risk of flooding offset as well as impact the 

site layout proposals. 

 

If you are however minded to approve this application prior to the supply of the above information 

please apply the following conditions: 

PCENGD2 

Development shall not commence, other than works of site survey and investigation, until full details 

of the proposed surface water drainage scheme have been submitted to and approved in writing by 

the Local Planning Authority. The design should follow the hierarchy of preference for different types 

of surface water drainage disposal systems as set out in Approved Document H of the Building 

Regulations, and the recommendations of the SuDS Manual produced by CIRIA. Winter groundwater 

monitoring to establish highest annual ground water levels and winter Percolation testing to BRE 

365, or similar approved, will be required to support the design of any Infiltration drainage. No 

building / No part of the extended building shall be occupied until the complete surface water 

drainage system serving the property has been implemented in accordance with the agreed details 

and the details so agreed shall be maintained in good working order in perpetuity.” 

Reason: To ensure that the proposed development is satisfactorily drained in accordance with 

policies W SP1, W DM1, W DM2 and W DM3 of the Arun Local Plan. This is required to be a pre-
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commencement condition because it is necessary to implement the surface water drainage system 

prior to commencing any building works. 

And the accompanying informative: 

INFORMD 

Infiltration rates for soakage structures are to be based on percolation tests undertaken in the winter 

period and at the location and depth of the proposed structures. The percolation tests must be 

carried out in accordance with BRE365, CIRIA R156 or a similar approved method and cater for the 1 

in 10 year storm event plus 40% on stored volumes (allowance for climate change) between the 

invert of the entry pipe to the soakaway, and the base of the structure. It must also have provision to 

ensure that there is capacity in the system to contain below ground level the 1 in 100 year storm 

event plus 40% on stored volumes. Adequate freeboard must be provided between the base of the 

soakaway structure and the highest recorded annual groundwater level identified in that location. 

Any SuDS or soakaway design must include adequate groundwater monitoring data to determine the 

highest winter groundwater table in support of the design. The applicant is advised to discuss the 

extent of groundwater monitoring with the Council's Engineers 

PCENGD3 PC- 

The development shall not proceed until details have been submitted to and approved in writing by 

the Local Planning Authority for any proposals: to discharge flows to watercourses; or for the 

culverting, diversion, infilling or obstruction of any watercourse on or adjacent to the site. Any 

discharge to a watercourse must be at a rate no greater than the pre-development run-off values 

and in accordance with current policies. No construction is permitted, which will restrict current and 

future landowners from undertaking their riparian maintenance responsibilities in respect to any 

watercourse or culvert on or adjacent to the site. Reason: To ensure that the proposed development 

is satisfactorily drained in accordance with policies W DM1, W DM2 and W DM3 of the Arun Local 

Plan. And to ensure that the duties and responsibilities, as required under the Land Drainage Act 

1991, and amended by the Flood and Water Management Act 2010, can be fulfilled without 

additional impediment following the development completion. It is considered necessary for this to 

be a pre-commencement condition to protect existing watercourses prior to the construction 

commencing 

And the accompanying informative: 

INFORMD 

INFORMATIVE: Under Section 23 of the Land Drainage Act 1991 Land Drainage Consent must be 

sought from the Lead Local Flood Authority (West Sussex County Council), or its agent (Arun District 

Council land.drainage@arun.gov.uk), prior to starting any works (temporary or permanent) that 

affect the flow of water in an ordinary watercourse. Such works may include culverting, channel 

diversion, discharge of flows, connections, headwalls and the installation of trash screens. The 

development layout must take account of any existing watercourses (open or culverted) to ensure 

that future access for maintenance is not restricted. No development is permitted within 3m of the 

bank of an ordinary watercourse, or 3m of a culverted ordinary watercourse. 

PCENGD4 PC 

Development shall not commence until full details of the maintenance and management of the 

surface water drainage system is set out in a site-specific maintenance manual and submitted to, and 
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approved in writing, by the Local Planning Authority. The manual is to include details of financial 

management and arrangements for the replacement of major components at the end of the 

manufacturer's recommended design life. Upon completed construction of the surface water 

drainage system, the owner or management company shall strictly adhere to and implement the 

recommendations contained within the manual. Reason: To ensure that the proposed development is 

satisfactorily drained in accordance with polices W DM1, W DM2 and W DM3 of the Arun Local Plan. 

It is considered necessary for this to be a pre-commencement condition to ensure that the future 

maintenance and funding arrangements for the surface water disposal scheme are agreed before 

construction commences. 

And the accompanying informative: 

INFORMD 

INFORMATIVE: If during construction works, it becomes apparent that implementation cannot be 

carried in accordance with previously agreed details any resubmission of the drainage design must be 

accompanied by an updated copy of the management manual. 

 

ENGD1 

“Immediately following implementation of the approved surface water drainage system and prior to 

occupation of any part of the development, the developer/applicant shall provide the local planning 

authority with as-built drawings of the implemented scheme together with a completion report 

prepared by an independent engineer that confirms that the scheme was built in accordance with the 

approved drawing/s and is fit for purpose.  The scheme shall thereafter be maintained in perpetuity.” 

Reason : To ensure that the proposed development is satisfactorily drained in accordance with 

policies W SP1,W DM1, W DM2 and W DM3 of the Arun Local Plan. 

And the accompanying informative: 

INFORMD4 

A surface water drainage verification condition guidance note is available at 

https://www.arun.gov.uk/drainage-planning-consultations, this clearly sets out our requirements for 

discharging this condition. 
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