New 900 wide stairway to comprise 220x30
strings, 25 thick treads, 15 risers, treads to
overlap risers by 16mm. Total 16 risers
approx 175mm with min 250 going to
treads. Vertical brushed ss balusters at max
gap less than 100mm, supporting moulded
steel handrail to match lift colour 900
above pitch line of stairway. Ensure min 2m

headroom over stairs
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Exposed faces of steel beams
to be clad 15 Fireline
plasterboard on framing for fire

resistance

Dashed line beams at roof level,
solid line beams at floor level
unless stated. Double joists under
partitions where parallel

30 |/sec cooker hood to kitchen and utility, 6l/sec extracto to
cloakroom and 15|/sec mechanical extract fans with motion
detectors to new bathrooms. Drain sinks, showers, baths and
basins 32 & 38 @ wastes with 75 deep traps. Low level close
coupled wes with 100mm wastes.

Stub stacks to be fitted with an aav above the level of the
highest trap connected.

Svps to be terminated with a wire balloon 900mm above the
head of windows within 3m.

All above ground drainage to BS 5572 with rodding access at
changes of direction.

External stud walling; silicone render system on 75 eps
insulation on 12 plywood on 147x47 stud work @ 400 c/c with
70 Celotex insulation between studs finished 13 FirelLine
plasterboard and set.

All en—suites to have local wet system underfloor heating under

suitable flooring ready to receive tiles. Stud walls to be lined with
boarding suitable to receive tiling and reinforced as necessary for
wall mounted fittings. Radiators to be tall slimline style located

as indicated
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