
CODE 4

LEAD FLASHING,

WITH 150MM

UPSTAND.

22MM SMOOTH SAND AND CEMENT RENDER

100MM HANSON FENLITE MEDIUM DENSITY

AGGREGATE BLOCK WORK.

100MM CAVITY, FILLED WITH

100MM DRITHERM WALL BATTS.

100MM THERMALITE SHIELD BLOCKS.

13MM PLASTER FINISH.

300MM INSULATION QUILT AROUND PERIMETER.

GRP FIBRE GLASS FLAT ROOFING SYSTEM

18MM OSB DECKING FIXED WITH

200MM SCREWS AT 300MM CTS

120MM CELOTEX XR4000 INSULATION

1200 GAUGE VAPOUR BARRIER

18MM OSB DECKING

50MM FIRINGS / BATTENS LAID TO A 1 IN 60 FALL

50 X 195 C16 JOISTS AT 450MM  CTS

1200 GAUGE VAPOUR BARRIER

12.5MM PLASTERBOARD AND SKIM.

DRW NO 3        SCALE 1/50 (A3)

PROPOSED SECTION

Tel   01903 786839

Mob 07812 195560

e-mail:michael@mpa-surveyors.co.uk
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Scale

CODE 4

LEAD FLASHING,

WITH 150MM

UPSTAND LINKED TO

CAVITY TRAY.

75MM SCREED REINFORCED WITH CHICKEN MESH

100MM CELOTEX INSULATION, WITH

20MM CELOTEX TURNED UP AROUND THE

EDGE PERIMETER.

1200 GAUGE MEMBRANE

THIN LAYER OF SAND BLINDING

SUSPENDED CONCRETE BEAM AND BLOCK FLOOR

MIN 175MM FLOOR VOID

REAR EXTENSION

89 ST MARYS CLOSE, LITTLEHAMPTON.
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