Part L 2010

External wall options to meet U=0.28:

(1) Face brick, 90 Rockwool cavity batts, 100 Thermalite
Turbo, plasterboard on dabs.

(2) Face brick, 100 Rockwool cavity batts, 100 Thermalite
Turbo, 13 lightweight plaster.

(3) Face brick, min 50 residual cavity, Celotex GA4050
retained with wall tie clips, 100 Thermalite Turbo, 13
lightweight plaster.

External cavity walls to be finished as described, construction
options as general notes. Cavity tied ss wall ties @ 750 c/c
horizontally and 450 c/c vertically and staggered with extra
to reveals. Close reveals Thermabate or Rockclose cavity
closers. Catnic CG90/100 lintols over openings unless stated.
7260 Cut tooth and bond to extg. to preserve cavity. Bitumenous
5030 felt dpc min 150 above ground level, cavity below dpc to be
filled lean conc to ground level and struck off at 45°
Plaster internally as general notes.

Provide and fix skirtings to match existing.

New stud | T Roof to be single ply fire retardant grp
Damaged external walls partition to \&W wmm%@oomm _u_.uo_| Joists A membrane or similar on 18 osb on 130
to be demolished and form toilet A Celotex with taped joints on bitumen
ar s . th 6mm lower 170x47 C24 pea )
2840 re—built in cavity work wi based vapour control layer on 18
flange plate @ 400 c/c A =T .
sterling board deck on firrings to 1:60
3050 fall on joists underside finished
intumescent paint
6l /sec mechanical extract fan with motion detector to
new toilet. 2 course tiled splashback to basin. Drain
basin 32 @ waste with 75 deep trap. Low level close
coupled wc with 100mm waste.
_|_ T Toilet to drain to stub stack with aav and to existing
|||||||||||||||||| drain,
Provide wire in and fix 2 ceiling light fittings switched as All above ground drainage to BS 5572 with rodding
indicated, 6l/sec extract fan to toilet, 3 13A dsso, 3 3phase T 105mm concrete reinforced A142 on access at changes of direction.
outlets generally as indicated. Commission new installation and N DT B A 120 Jabfloor 200 insulation on 1200
issue certificate within 5 QQv\m. | gauge Q_U3 with ﬁOU@Q and folded
joints on reinforced base slab by
others. U value 0.20
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