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Manhole
Number

Coordinates

Cover
Level

Depth To
Soffit

Connections Code Inverts

Pipe

Diams

Manhole
Size

Types

Manhole Cover

F1

E.   503938.412

N.   104184.128

4.527

2.042 1200 B D400

0

0 1.000 2.335 150

F3

E.   503890.832

N.   104191.378

4.386

2.506 1200 B D400

0

1

0 1.001 1.730 150

1 1.000 1.730 150

F5

E.   503893.320

N.   104239.470

4.718

2.283 1200 B D400

0

0 2.000 2.285 150

F7

E.   503883.829

N.   104188.711

4.322

2.537 1200 B D400

0

1

2

0 1.002 1.635 150

1 1.001 1.635 150
2 2.000 1.635 150

F9

E.   503819.077

N.   104193.780

3.935

1.920 1200 B D400

0

0 3.000 1.865 150

F11

E.   503847.768

N.   104180.768

4.142

2.527 1200 B D400

0

1

0 3.001 1.465 150

1 3.000 1.465 150

F13

E.   503852.929

N.   104175.106

4.250

2.690 1200 B D400

0

1
2

0 1.003 1.410 150

1 1.002 1.410 150
2 3.001 1.410 150

F15

E.   503834.815

N.   104133.440

3.405

2.150 1200 B D400

1

1 1.003 1.105 150
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F25

E.   503684.754

N.   104253.225

4.781

2.951 1200 B D400

0

1

0 1.002 1.680 150

1 1.001 1.680 150

F27

E.   503790.132

N.   104202.811

4.038

1.498 1200 E D400

0

0 3.000 2.390 150

F29

E.   503767.072

N.   104211.761

4.272

2.042 1200 B D400

0

1

0 3.001 2.080 150

1 3.000 2.080 150

F31

E.   503714.309

N.   104223.034

4.819

2.949 1200 B D400

0

1

0 3.002 1.720 150

1 3.001 1.720 150

F33

E.   503681.168

N.   104225.780

5.085

3.440 1200 A D400

0

1

2

0 1.003 1.495 150

1 3.002 1.495 150
2 1.002 1.495 150

F35

E.   503674.930

N.   104182.279

4.060

2.715 1200 B D400

1
1 1.003 1.195 150

F37

E.   503665.000

N.   104104.628

4.446

1.886 1200 B D400

0

0 1.000 2.410 150

F39

E.   503705.390

N.   104115.019

4.118

2.083 1200 B D400

0

1

0 1.001 1.885 150

1 1.000 1.885 150

F41

E.   503709.110

N.   104120.719

4.129

2.184 1200 B D400

0

1

0 1.002 1.795 150

1 1.001 1.795 150

F43

E.   503707.578

N.   104130.830

4.203

2.328 1200 B D400

0

1

0 1.003 1.725 150

1 1.002 1.725 150

F45

E.   503712.401

N.   104145.511

3.929

2.159 1200 B D400

1

1 1.003 1.620 150
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F47

E.   503719.895

N.   103975.242

4.336

1.736 1200 B D400

0

0 1.000 2.450 150

F49

E.   503746.472

N.   103994.256

4.645

2.455 1200 B D400

0

1

0 1.001 2.040 150

1 1.000 2.040 150

F51

E.   503772.596

N.   104024.103

4.473

2.548 1200 B D400

0

1

0 1.002 1.775 150

1 1.001 1.775 150

F53

E.   503743.935

N.   104066.963

4.274

2.114 1200 B D400

0

0 2.000 2.010 150

F55

E.   503841.440

N.   103984.839

4.458

2.103 1200 B D400

0

0 3.000 2.205 150

F57

E.   503804.519

N.   104015.937

4.604

2.574 1200 B D400

0

1

0 3.001 1.880 150

1 3.000 1.880 150

F59

E.   503781.506

N.   104035.319

4.527

2.697 1200 B D400

0

1

2

3

0 1.003 1.680 150

1 2.000 1.680 150
2 1.002 1.680 150
3 3.001 1.680 150

F61

E.   503792.325

N.   104048.164

4.592

2.877 1200 B D400

0

1

0 1.004 1.565 150

1 1.003 1.565 150

F63

E.   503806.901

N.   104074.486

4.533

3.018 1200 A D400

0

1

0 1.005 1.365 150

1 1.004 1.365 150

F65

E.   503815.935

N.   104090.666

4.388

2.998 1200 B D400

0

1

0 1.006 1.240 150

1 1.005 1.240 150

F67

E.   503823.623

N.   104108.076

4.298

3.038 1200 A D400

1

1 1.006 1.110 150

F17

E.   503717.751

N.   104303.327

4.031

1.796 1200 B D400

0

0 1.000 2.085 150

F19

E.   503638.209

N.   104272.475

4.165

1.630 1200 B D400

0

0 2.000 2.385 150

F21

E.   503679.244

N.   104272.475

4.453

2.433 1200 B D400

0

1

0 2.001 1.870 150

1 2.000 1.870 150

F23

E.   503691.631

N.   104264.545

4.605

2.685 1200 B D400

0

1

2

0 1.001 1.770 150

1 1.000 1.770 150
2 2.001 1.770 150
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The Contractor is to check and verify in conjunction with the Architects details all setting out points, building and site dimensions, levels and
sewer invert levels at connection points and ensure that they are fully conversant with the contents and requirements of the site
investigation report before work starts. The Contractor is to comply in all respects with current building legislation, British Standard
Specifications, Building Regulations etc.,whether or not specifically stated on this drawing.

This drawing is not intended to show details of ground conditions or ground contaminants. Each area of ground relied upon to support any
structure depicted (including drainage) must be investigated by the Contractor any areas of formation for said structures which do not
accord with the anticipated conditions as described in the site investigation report are to be immediately notified to the Engineer, where
applicable. Any suspect fluid ground or ground contaminants on or within the ground should be further investigated by a suitable expert.
Any earthworks shown indicate typical slopes for guidance only and should be investigated further by a suitable geotechnical expert.
Where existing trees are shown to be retained they should be subject to a full Arboricultural inspection for safety. All trees are to be planted
so as to ensure they are a minimum of 5 metres from buildings and 3 metres from drainage and services, where applicable. A foundation is
to be provided to accommodate the proposed tree planting, where applicable.

© This drawing and the building works depicted are the copyright of Banners Gate Ltd and may not be reproduced or amended except
by written permission. No liability will be accepted for amendments made by other persons.
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