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Mr Robert Clark
Your Ref: LU/345/18/DOCPersimmon Homes Thames Valley

Persimmon House Please ask for:
Knoll Road
Camberley
GU15 3TQ 12 December 2018

Dear Persimmon Homes Thames Valley 

Michael Eastham

Town & Country Planning Act 1990 (as amended)


Town and Country Planning (Development Management Procedure) (England) Order 2015
Approval of details reserved by condition imposed under ref LU/47/11/ relating to Condition Nos 10
surface water drainage scheme, 11 future access to & maintenance of any watercourse or culvert,
12 discharge of any flows to watercourse, 13 foul water drainage system.
Land North of Toddington Lane Littlehampton,,
Notification regarding the above application:

Condition Number 10 
No development shall begin until a fully detailed surface water drainage scheme for that
phase of the development, based on sustainable drainage principles and designed in
accordance with the SUDS strategy for the whole development, has been submitted to
and approved in writing by the Local Planning Authority. It should be demonstrated how
each detailed scheme will contribute to delivering, and link into, the surface water
drainage strategy for the site as a whole.

- The SUDS shall be designed to attenuate the 1 in 100 year storm event (plus climate
change allowance of 30% in accordance with DEFRA's National Standards for
Sustainable Drainage Systems). 
- No infiltration of surface water drainage shall occur within ground affected by
contamination unless suitable remediation is undertaken.
- Each detailed scheme should include a timetable for its implementation; and provide a
management and maintenance plan in the form of a site specific Maintenance Manual for
the SUDS system for the lifetime of the development. This shall include the arrangements
for adoption by any public authority or statutory undertaker or details of the financial
management of the scheme throughout its lifetime.

Elements of the scheme serving any particular phase shall subsequently be implemented
in accordance with the approved details (unless otherwise agreed with the Local Planning
Authority) prior to the occupation of any dwellings in that phase and no building in that
phase of the development shall be occupied until the surface water drainage scheme has
been fully implemented in accordance with the approved details.

Reason: To ensure that the proposed development is satisfactorily drained to prevent the
increased risk of flooding, and improve and protect water quality, habitat and amenity, and
ensure future maintenance of these in accordance with national guidance and policies
GEN7, GEN9 of the Arun District Local Plan.
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Yours sincerely

Decision:
Arun District Council have decided to REFUSE details reserved by condition for the
following reasons:  
The information submitted regarding Condition 10 imposed on planning permission LU/47/11:
relating to the submission of a fully detailed surface water drainage scheme for Parcel C1 and
parts of Parcels B2, B4; and C2 (LU/121/17/RES) and constitutes Phase 2 of development at
the North Littlehampton Strategic Development Area (SDA), based on sustainable drainage
principles and designed in accordance with the SuDS strategy for the whole development at
North Littlehampton Strategic Development Area (SDA) is refused and the condition is not
discharged as:





* The drainage strategy submitted is insufficient. With several parcels specified as having
unrestricted discharges, all parcels must have restricted discharges to ensure the maximum
outflow rate is not exceeded and flooding issues are not passed on downstream.





* The surface water network has been modelled with a free flowing outfall. In reality it is likely
the outfall will be surcharged at times of heavy rainfall. Therefore, simulations must also be
provided demonstrating the impacts of a surcharged outfall on the surface water drainage
network.





* Infiltration has been ruled out for the majority of the development because of the prevalence
of clay. The full details of the ground investigation report including winter groundwater
monitoring and infiltration tests have not been submitted. 





* A minimum pipe velocity at full flow of 1m/s will be required, not 0.75m/s.





* Surface flooding occurs currently on site. The 1 in 100 year plus 30% climate change event
will need to be contained within the surface water attenuation system.





* Detailed plans are required before construction is permitted at each parcel. These have not
been submitted. Plans need to detail the following: 


 - invert, slope, and diameter of all pipes;


 - invert levels of all attenuation tanks and soakaways, areas of impermeable area draining to
these, areas of tanks;


 - location of manholes and silt traps;


 - permeable paving areas specified, detailing finished and formation levels, impermeable
areas draining to these.

Please do not hesitate to contact the above officer if you require any further assistance.

Neil Crowther


