
Land North of Toddington Lane, Drainage Strategy, West of Wetlands

Parcels B2, B4 Partial, C1, C2 & C4

1in1yr  1in30yr  1in100yr +CC

1 8.000 4.5 13.1 15 4.3

2 9.000 4 12 23.3 0.1

3 10.001 7.8 23.3 26.8 0

4 11.000 8.8 23.7 46.5 2.4

5 13.000 5.7 17.7 35 0

6 15.000 6.7 16.7 25.9 12.2

7 14.000 8.3 20.9 29.8 16.1

8 16.000 8 22.6 45.8 5.8

9 17.000 9.1 26.3 48.3 6.5

10 18.000 12.8 37.9 79.1 0

11 31.000 17.9 50.6 68.8 14.1

12 20.000 4.9 15 27.3 2.6

13 19.000 4.2 12.7 25.3 1.2

14 22.000 6.4 19.6 38.4 0

15 21.000 5.5 16.9 33 0

16 39.000 6.7 20.7 44.5 0

17 41.000 8.4 25.7 58.1 0

18 40.001 8.9 28.3 60.7 0

19 34.000 8.1 24.9 44 0

20 36.000 2.3 7 27.3 2.6

21 38.000 5.7 17.6 33 0

22 37.002 17.5 48.4 66.2 0

23 23.000 6.7 20.7 40.4 0

Peaks Discharge Rates Litres / Sec (30min Storm Duration)
Sub Catchment Locations Windes Pipe Number Flood volume for 1in100yr+CC
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