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Nodes

Name Area
(ha)

T of E
(mins)

Cover
Level
(m)

Diameter
(mm)

EasƟng
(m)

Northing
(m)

Depth
(m)

2
Soakaway rear
1 0.007 4.00

2.000
2.000
2.000

450

450

163.740
166.905
162.543

-31.471
-31.911
-38.299

0.840
0.880
0.750

Pipeline Schedule

Link Length
(m)

Slope
(1:X)

Dia
(mm)

Link
Type

US CL
(m)

US IL
(m)

US Depth
(m)

DS CL
(m)

DS IL
(m)

DS Depth
(m)

Link US
Node

Dia
(mm)

Node
Type

MH
Type

DS
Node

Dia
(mm)

Node
Type

MH
Type

1.000 6.932 77.0 100 SW_Standard 2.000 1.250 0.650 2.000 1.160 0.740

1.000 1 450 Manhole SW_Standard 2 450 Manhole SW_Standard

1.001 3.195 80.0 100 SW_Standard 2.000 1.160 0.740 2.000 1.120 0.780

1.001 2 450 Manhole SW_Standard Soakaway rear JuncƟon

SimulaƟon Seƫngs

Rainfall Methodology
Rainfall Events

Summer CV
Winter CV

FEH-22
Singular
0.750
1.000

Analysis Speed
Skip Steady State

Drain Down Time (mins)
AddiƟonal Storage (m³/ha)

Normal
x
1440
0.0

StarƟng Level (m)
Check Discharge Rate(s)

Check Discharge Volume
x
x

Storm DuraƟons
15 30 60 120 180 240 360 480 600 720 960 1440 2160

Return Period
(years)

Climate Change
(CC %)

AddiƟonal Area
(A %)

AddiƟonal Flow
(Q %)

100 40 0 0

Node Soakaway rear Soakaway Storage Structure

Base Inf Coeĸcient (m/hr)
Side Inf Coeĸcient (m/hr)

Safety Factor
Porosity

0.01476
0.02952
2.0
0.95

Invert Level (m)
Time to half empty (mins)

Pit Width (m)
Pit Length (m)

1.000
1053
3.000
4.000

Depth (m)
Inf Depth (m)

Number Required

0.400

1
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Results for 100 year +40% CC CriƟcal Storm DuraƟon.  Lowest mass balance: 99.49%

Node Event US
Node

Peak
(mins)

Level
(m)

Depth
(m)

InŇow
(l/s)

Node
Vol (m³)

Flood
(m³)

Status

Link Event
(Upstream Depth)

US
Node

Link DS
Node

Ouƞlow
(l/s)

Velocity
(m/s)

Flow/Cap Link
Vol (m³)

720 minute winter 2 705 1.812 0.652 0.4 0.1036 0.0000 FLOOD RISK

720 minute winter 2 1.001 Soakaway rear 0.4 0.427 0.054 0.0250

720 minute winter Soakaway rear 705 1.812 0.692 0.4 4.5657 0.0000 OK

720 minute winter Soakaway rear InĮltraƟon 0.0

720 minute winter 1 705 1.812 0.562 0.4 0.0893 0.0000 FLOOD RISK

720 minute winter 1 1.000 2 0.4 0.433 0.058 0.0542
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