Robert Clark Associates

Willow Cottage 80-86 Elmer Road
Herne Lane Middleton-on-Sea
Rustington BN16 3EE

Date 18 May 2018 Designed by RTFC
File Front geocell. SRCX Checked by

Micro Drainage Source Control 2016.1

Summary of Results for 100 year Return Period (+40%)

Half Drain Time :

107 minutes.

Max
Volume

(m3)
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Flooded Time-Peak

Storm Max Max Max
Event Level Depth Infiltration
m  (m) /s)
15 min Summer 4.014 0.214 0.1
30 min Summer 4.075 0.275 0.1
60 min Summer 4.123 0.323 0.2
120 min Summer 4.145 0.345 0.2
180 min Summer 4.147 0.347 0.2
240 min Summer 4.141 0.341 0.2
360 min Summer 4.122 0.322 0.2
480 min Summer 4.102 0.302 0.2
600 min Summer 4.083 0.283 0.2
720 min Summer 4.065 0.265 0.1
960 min Summer 4.033 0.233 0.1
1440 min Summer 3.982 0.182 0.1
2160 min Summer 3.927 0.127 0.1
2880 min Summer 3.889 0.089 0.1
4320 min Summer 3.851 0.051 0.1
5760 min Summer 3.841 0.041 0.1
7200 min Summer 3.834 0.034 0.1
8640 min Summer 3.830 0.030 0.1
10080 min Summer 3.826 0.026 0.0
15 min Winter 4.041 0.241 0.1
Storm Rain
Event (mm/hr) Volume (mins)
(m3)
15 min Summer 124.633 0.0
30 min Summer 83.789 0.0
60 min Summer 53.779 0.0
120 min Summer 33.337 0.0
180 min Summer 24.832 0.0
240 min Summer 20.006 0.0
360 min Summer 14.706 0.0
480 min Summer 11.818 0.0
600 min Summer 9.966 0.0
720 min Summer 8.665 0.0
960 min Summer 6.943 0.0
1440 min Summer 5.071 0.0
2160 min Summer 3.696 0.0
2880 min Summer 2.949 0.0
4320 min Summer 2.142 0.0
5760 min Summer 1.705 0.0
7200 min Summer 1.427 0.0
8640 min Summer 1.235 0.0
10080 min Summer 1.093 0.0
15 min Winter 124.633 0.0

Status
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Robert Clark Associates Page 2
Willow Cottage 80-86 Elmer Road
Herne Lane Middleton-on-Sea
Rustington BN16 3EE
Date 18 May 2018 Designed by RTFC
File Front geocell. SRCX Checked by
Micro Drainage Source Control 2016.1
Summary of Results for 100 year Return Period (+40%)
Storm Max Max Max Max Status
Event Level Depth Infiltration Volume
m  (m) /s) (m3)
30 min Winter 4.111 0.311 0.2 1.6 0 K
60 min Winter 4.168 0.368 0.2 1.9 0K
120 min Winter 4.192 0.392 0.2 2.0 0K
180 min Winter 4.193 0.393 0.2 2.0 0K
240 min Winter 4.182 0.382 0.2 1.9 0K
360 min Winter 4.153 0.353 0.2 1.8 0 K
480 min Winter 4.123 0.323 0.2 1.6 0K
600 min Winter 4.095 0.295 0.2 1.5 0 K
720 min Winter 4.070 0.270 0.1 1.4 0 K
960 min Winter 4.025 0.225 0.1 1.1 0 K
1440 min Winter 3.957 0.157 0.1 0.8 0 K
2160 min Winter 3.889 0.089 0.1 0.4 0 K
2880 min Winter 3.851 0.051 0.1 0.3 0 K
4320 min Winter 3.837 0.037 0.1 0.2 0 K
5760 min Winter 3.830 0.030 0.1 0.1 0K
7200 min Winter 3.825 0.025 0.0 0.1 0 K
8640 min Winter 3.822 0.022 0.0 0.1 0K
10080 min Winter 3.819 0.019 0.0 0.1 0 K
Storm Rain Flooded Time-Peak
Event (mm/hr) Volume (mins)
(m3)
30 min Winter 83.789 0.0 32
60 min Winter 53.779 0.0 60
120 min Winter 33.337 0.0 98
180 min Winter 24.832 0.0 136
240 min Winter 20.006 0.0 176
360 min Winter 14.706 0.0 250
480 min Winter 11.818 0.0 322
600 min Winter 9.966 0.0 392
720 min Winter 8.665 0.0 462
960 min Winter 6.943 0.0 596
1440 min Winter 5.071 0.0 850
2160 min Winter 3.696 0.0 1208
2880 min Winter 2.949 0.0 1500
4320 min Winter 2.142 0.0 2204
5760 min Winter 1.705 0.0 2936
7200 min Winter 1.427 0.0 3680
8640 min Winter 1.235 0.0 4392
10080 min Winter 1.093 0.0 5024
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Robert Clark Associates

Willow Cottage
Herne Lane
Rustington BN16 3EE

80-86 Elmer Road
Middleton-on-Sea

Date 18 May 2018
File Front geocell. SRCX

Designed by RTFC
Checked by

Micro Drainage

Source Control 2016.1

Rainfall Model
Return Period (years)

M5-60 (mm)
Ratio R
Summer Storms

Region England and Wales

Rainfall Details

FSR
100

Winter Storms Yes
Cv (Summer) 0.750
Cv (Winter) 0.840

19.000 Shortest Storm (mins) 15

0.350 Longest Storm (mins) 10080
Yes Climate Change %  +40

Time Area Diagram

Total Area (ha) 0.005

Time (mins) Area
From: To: Cha)

0 4 0.005
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Robert Clark Associates

Willow Cottage 80-86 Elmer Road

Herne Lane Middleton-on-Sea

Rustington BN16 3EE

Date 18 May 2018 Designed by RTFC

File Front geocell. SRCX Checked by

Micro Drainage Source Control 2016.1
Model Details

Storage is Online Cover Level (m) 4.900

Cellular Storage Structure

Invert Level (m) 3.800

Infiltration Coefficient Base (m/hr) 0.07124
Infiltration Coefficient Side (m/hr) 0.07124
Safety Factor 1.5

Porosity 0.95

Depth (m) Area (m2) Inf. Area (m2) |Depth (m) Area (m2) Inf. Area (m2)

0.000 5.3 5.3 0.500 0.0 14.1
0.400 5.3 14.1

©1982-2016 XP Solutions

ARUN DISTRICT COUNCIL M/98/18/DOC




	Summary of Results for 100 year Return Period (+40%)
	Rainfall Details
	Time Area Diagram
	Model Details
	Cellular Storage Structure

