NOTES

1. This drawing is to be read in conjunction with drawing Nos. FC2846/01-25.

2. All drainage is to remain private.
3. All pipes to be adopted, or connecting to adopted sewers, and/or situated under

highway to be vitrified clay to BS EN 295 & BS65 (SWS only), or Concrete pipes to
BE EN 1916 & BS5911:Part 1, or Thermoplastic Structured wall sewer pipes to WIS
4-35-01 (class 8kN/sgm) and be capable of withstanding 4000 PSI jetting pressure.
4.

Cover levels shown are approximate. Covers and frames shall be set to finished
ground levels and falls.

5. All drainage to be constructed to BS EN 752:1999 and subject to the approval of
Building Control/LPA and the Environment Agency.

6.

Gully and channel drain positions are liable to amendment when the design levels
have been determined.

7.

All downpipes are to be sealed, ie connected directly to the stormwater drain. Access

points to be provided 1m above ground level for external RWP's and 1m above FFL
for internal RWP's.

Existing washdown gully pit
Retention /relocation tbc by

Aco channel drain to be K100S with grade C250 Quicklock 'Heelguard' cast iron
N Client/Architect EXI Stl n g B a rn
/>

grating or equivalent, where adjacent to kerbing or within pedestrian areas. Elsewhere
Aco channel drain to be Road Drain 100 Class F. All channel drain outlets to have oil

GF FFL reps

4.55 tbc

8.

All below ground concrete to accord with ACEC site classification of o¢x.

9.

10. The Contractor should construct works in accordance with the Local Authority
specification for the works they are to undertake.

11. Road gully pipes are to be 150mm dia. with concrete surround and flexible joints, all
other un-referenced pipes are assumed to be 100mm dia.

FW min gradient - 1 in 40 (100 dia) no WC's connected
FW min gradient - 1 in 80 (100 dia) min 1 WC connected
FW min gradient - 1 in 150 (150 dia) min 5WC's

SW min gradient - 1 in 100 (100/150 dia)

12. If any sub soil drainage systems are uncovered during the Works contact the
Engineer for instructions. Generally sub soil drains affected are to be diverted around

new Works and connected into the surface water drainage system. Pipe diameters
and gradients are to be maintained.

13. Before commencing construction the Contractor must check the invert levels of
existing sewers to which connections are made. In addition the Contractor must
locate and determine invert levels of the existing spurs to which connections are
proposed. Additional spur/manhole connections are to be agreed with the relevant

adopting authority. Any discrepancies are to be notified to the Engineer immediately,
prior to construction.

14. Road reinstatements are to be to the Highway Authority approval.
15. No private areas are to drain onto adoptable areas and vice versa.

16. All redundant drainage to be abandoned once the Contractor and Client have
satisfied themselves that no connections remain live. Drains and sewers less than
1.5m deep which are in open ground should as far as is practicable be removed.
Other pipes should be sealed at both ends and at any other point of connection and
solidly filled at intervals not exceeding 25m with Class G3 or G4).
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NOTE THE FOLLOWING:

1. SW Discharges to watercourse
1.1. Restricted SW discharge to watercourse
1.1.1. HPAALFAapprovats
1.1.1.1. Ref-&Bated
2. HRD Hydrobrake Flow Control
2.1. 5l/s @ 0.4m head

21. Refer to HRD Design & Details dated15/05/21
2.2. HRD Ref: HQT-081427

3. SW4 - PCC Pond Outfall Headwall
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HRD Flow control MH restricting flows
\ to 2/s @ 0.4m head
HRD Ref: SHE-0076-2000-0400-2000
CL 3.10
New Ditch PIL  2.70 1509 Overflow Out ‘D.
500mm wide base, 1m deep and 1:1 max slopes PIL  2.30 225@ In sw4
Refer to WSCC Construction Detail PIL  2.30 1509 Out PCC Headwall Pond Outlet to flow control MH *Q b
$278/38/25 Rev A 'Highway Ditch (Type B Section)' SIL 2.00 . . with max 100mm sloping grille spacing, min O) (U
Type D MH - Special/Catchpit 1100 high back wall, 1:3 sloping wing walls, with
D400 handrail to rear and sides, min 400mm dp toe ‘D’ O
Refer to Althon Detail & Spec: tbc . — — = — — Q Q
) GL 3.0 -~
8378/38/23 Rev A 'Bagwork Outfall to End of Ditch’ PIL 2302250
GL 3.0 Cill 2.20
PIL  2.50 1508 OF
PIL  2.30 1000 Swe
_ Headwall Inlet to wet pond
ExDitchBank ~\ |\~ T LTS Refer to WSCC Construction Detail
150t L\ == $278/38/23 Rev A 'Bagwork Outfall to Pond" SW7.1 ,
) e - Swo oL 310 CL  4.50tbc
Ex Ditch Bed _ 22505 . PIL 250 L 3.50 tbc
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- Attenuation Pond (Wet Pond/Swale) ] | |
SW1 Base of pond designed to hold min 400mm min water depth prior ] ] |
New ditch connection to Ex Watercourse to wat?r following out offeat.ure @ 2.30m AOD. I ) |
Ex GL 1.50 tbe 36.3m? Storage of pond designed above wet pond volume, ] I |
New Ditch BL 0.25 the (between 2.3 - 2.7m AOD) to cater for 100yr SRP + 40% CC ] [} | |
Ex Ditch BL 0.00 tbe allowance. [T T
Pond sides designed @ 1:3 max siopes LATED /b 3 0 E | Issued For BUDGET/APPROVAL ONLY  |28/10/21
Max water level 2.70m during 100yr SRP + 40% CC ] [} ] I
For Construction Details refer to I I | !
Landscape Architect/Ecologist Details | | ] | D Issued For BUDGET/APPROVAL ONLY 04/10/21
For Typical Detail Refer to WSCC Construction Detail [} 1} | |
$278/38/26 Rev A 'Highway Swale' ! H ! C Issued For BUDGET/APPROVAL ONLY 15/09/21
Pond Storage (Above wet pond level 2.30) [} |
Level (MAOD)  Min Area (m?) T B Issued For BUDGET/APPROVAL ONLY 09/03/21
3.10 170.8 |
et {387 \ A Issued For BUDGET/APPROVAL ONLY 16/11/20
2.80 130.1
2.70 1176 - Issued For BUDGET/APPROVAL ONLY 14/01/20
2.60 105.7
250 up REV DESCRIPTION DATE
230 734 '
Wet Pond Storage (below wet pond level 2.30)
Level (MAOD) ~ Min Area (m?)
2.30 734
2.20 63.8
210 252-51.2
2.00 19.5
1.90 13.6
Storage Based on following Imp Areas drained to Wet Pond
Barn Extension Roof 530 m? Ma B
Yard Paving Extension ~ 225m? S~ -7
Total 755m? S~ -
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