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NOTE: A 50mm FALL IN THE
SLAB/CONCRETE SCREED CAN BE
CREATED FROM BACK TO FRONT OF
GARAGE IF REQUIRED TO SATISFY NHBC

NOTE: SUPPLY OF ELECTRIC
SOCKET OUTLET AND
LIGHTING IS OPTIONAL
UPGRADE. SEE SITE SPEC.

SEE STANDAR
DETAILS FOR DOOR
JAMB ARRANGEMENT
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PYROTENEX OR ARMOURED
OPTIONAL ELECTRIC
UNDERGROUND SUPPLY
/ FROM HOUSE FUSE TO ELEC
SOCKET OUTLET. SEE SITE
SPEC.
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ROOF OF TILES CLIPPED AT
EAVES & VERGES AND NAILED EVERY
COURSE IN SEVERE EXPOSURE AREAS,
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RAFTERS, BRACING AND TRUSS DESIGN ! L
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SECTION A - A SEE STRUCTURAL ENGINEER'S DRAWINGS FOR SLAB -

AND FOUNDATION DETAILS TO SUIT SITE
CONDITIONS & TO THE SATISFACTION OF LOCAL
AUTHORITY OR APPROVED INSPECTOR

Finishes Schedule Rev B Brick amended
18/01/19

Planning Approval P/4/18/PL - Kings
Beach, Condition 3

Brick - Wienerberger Warnham Nutcombe
Multi-Stock

Roof Tile - Weinerberger, 20/20 Flanders tile E—

A

Facias and Sofits - White UPVC

Guttering and downpipes - Black UPVC
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