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NOTES

1. This drawing is to be read in conjunction with all other BP
4000 Civils drawings, and with all relevant Architect's and
Engineer's drawings and specification. Any discrepancies

1800mm HIGH CLOSE BOARDED found are to be reported immediately to the Engineer.

1800 Or otherwise agreed MORTICED FENCING SET IN CONCRETE 2. BP Civils accepts no responsibility for inaccuracies in data

CF CF POSTS WITH CONCRETE GRAVEL provided by third parties such as topographic surveys or

BOARDS IN ACCORDANCE WITH BS1722 Ordnance Survey mapping.

3. Do not scale, work to figured dimensions only. All dimensions

I I S E—————————————————., / are in millimeters unless noted otherwise and all levels are in

metres from the topographic survey datum.

1800

4. Any information given regarding existing underground
services is given in good faith after consultation with the
relevant authority, however accuracy is not certain. The main

contractor is responsible for checking all information on site
prior to work commencing and taking due care whilst

‘ .
1800mm HIGH STEEL PALISADE FENCING; D 125 x 255mm TYPE HB2 KERB undertaking the works.
Signage to Wessex PROFILE PALES WITH ROUNDED TOPS, WITH 125mm UPSTAND. 5. Allcimensions tobs checked on site. Al detais and
Water specifcation 102¢44mm POSTS AND 50x50mm ANGLES 2t 237064 betwogn the subconracior o Suppler and 06
FENCING TO BE IN ACCORDANCE WITH BS general contractor.
1722 PART 12 (2006) AND GALVANISED AND
Ml 1| [ 11-|[] PAINTED GREEN TO WA SPECIFICATION guaranteed as dimensionally drawn exact. Figured
dimensions must be used for setting out and detailing. BP

[ lo) * Civils logos and company information must be removed from
copies if information is re-used.
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S,_\ 6. The electronic information from this drawing can not be

100

7. Where used, this map is based on or reproduced from
T Tl T LN Ordnance Survey material with the permission of Ordnance
150mm ST1 Survey on behalf of the controller of His Majesty's Stationary
Office (c) Crown Copyright. Licence number: 100022432. BP
CONCRETE BED AND Civils accept no liability for any inaccuracies with the data.
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H - Concrete bays to extend
200 200mm beyond perimeter

Padlock to Wessex Water specification to be 2 No. 40mm dia, 150mm long 450 x 450 x 850mm ST2 CONCRETE KE RB D ETAI L'TYPE H BZ fence.

: . - . ontractor to install sleeves for
provided ﬁ]atlxacrgii?ef;egrt;g;sst; 5;9 cast BASE TO CL2602 OF SHW —___| (1:20) ~~" Contractor to install sleeves f
R : ] fence posts prior to compound
Signage to Wessex Water specification to be slab bSing pgured. P
provided and fixed to gates
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4.0m Concrete bays cast leaving
' 450mm squares for fence post
125 x 255mm PPC KERB, S 125 x 255mm PPC KERB, installation, to be filled.
TYPE HB2 WITH 100mm UPSTAND TYPE HB2 WITH 100mm UPSTAND Edue to be formed t
ge to be formed in concrete,
450 _{ / brushed finish with an aris
S troweled finish to outer edge.
( Contractor must ensure the
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concrete slab outer edge is
msss———————— =L — ——— = < EDGE DETAIL s somm || ™ e s oo ™"
PUMPING STATION COMPOUND (1 .20) thickness or greater 'toe' to suit '
CONSTRUCTION existing ground levels as THIS DRAWING MUST BE READ IN CONJUNCTION
required. WITH 'DCG & ICOSA ADDENDUM
STEEL PAL'SADE GATE DETA”_S 20 o 1 : aqinst kerb (20 Contra%or tto erjjure atgotlid
mm Soit joint against kerb {2Jmm 150mm THICK PAV2 REINFORCED CONCRETE SLAB WITH pour without voids In stric
(1:20) TANKER HARDSTANDING filler board with 20x20mm seal) A1 gTAESH (MIN COVER 50mm) BRUSHED FINISHED WITH accordance with BS8500. | 838 APPLICATION REFERENCE PSI3531_01]
CONSTRUCTION L— 200mm THICK PAV2 REINFORCED CONCRETE SLAB 60mm SMOOTH TROWELLED MARGIN AT EDGES, [S104 APPLICATION REFERENCE 0024675
WITH A142 MESH (MIN COVER 50mm) BRUSHED IWNL SECTION 104 ADOPTION NOTE:
AT EDGES. IWNL means 'Independent Water Networks'
who will be the adoption authority.
500mm THICK TYPE 1 GRANULAR SUB-BASE MATERIAL
COM POU N D SU RFACES CONSTRU CTlON All design shall be in strict accordance with
DCG (The Design & Construction Guidance'
(1 120) pursuant to the code, Appendix C of the
SSG (Sewage Sector Guidance).
- PUMPING STATION COMPOUND PLAN (DIMS) _ — PUMPING STATION COMPOUND PLAN (JOINTS & FINISH)
(SCALE 1:50) s (SCALE 1:50)
14.33m /
. 14.13m | /
l /
I |X| 5.975 5.97
>875 i Rk 58757 CONCRETE
\

« D BOLLARD
N
~

S CONCRETE

Wy

CONCRETE

450x900 precast concrete 30.01.25 |Original Issue

road gully with D400 frame
and grating

Rev. | Date Amendments

5.80 5.80

X

/ Soft joint adjancent BOLLARD
W% / to all kerbs %// CONCRETE
2 . 5.875 5.80, ///%  5.80 5,875,
5.975 5.907 %5.90 ~5.975 5.975]
© © © N \ O O O O
3 |3 BOLLARD BOLLARD _BOLLARD BOLLARD

o
I
\
o

TR 1

F 1|

BP CIVILS

% %% CONCRETE
CONCRETE | /
\\ < CONCRETE
N\
\ <
CONCRETE / E - \\ _ _
— i ==

Infrastructure Design and Transport Planning Consultants
2 West Barn, Norton Lane, Chichester, West Sussex PO20 3AF
Tel: 0333 358 3260
www.bpcivils.co.uk enquiries@bpcivils.co.uk

;,.. \\\O
|
[

Wy’

Drawing Status

FOR APPROVAL
NOT FOR CONSTRUCTION

1 - - | . =
=it 10 i e ﬁ | @ = mf:_—.ﬂ@lﬂﬁy @ ==
® | OF:
L
| CONCRETE CONCRETE

Client

Foreman Homes

Bl
@

|
|
|
|
] ‘ El
|
|
|
|

CONCRETE
\ CONCRETE CONCRETE
Project
L_____________________________ T — "975 > >.97 S38 Summer Lane (NORTH)

e e——— T —— R———r————— ———————————— Pagham, West Sussex

Rising main

Drawing Title

S104 Pumping Station GA
Sheet 1 of 2

1:500 |Nov24| JHL | MJA | D2240

Scale at A1 ’I-Date Drawn By [Checked By |Project No.

Drawing No. Rev.

000-BPC-WD-ZZ-D-C-6030 | -




	Sheets and Views
	6030


