PRECAST CONCRETE REINFORCED COVER SLAB
FOR 1500mm @ INLET CHAMBER WITH 300mm
DEEP, 185x90mm THICK REBATE TO FIT
ACCESS COVER.

BESPOKE HEAVY DUTY COVER SLAB DESIGN
TO BS EN 1917:2002 DESIGN BY CMP OR
SIMILAR APPROVED.

Cover Level (Refer to BPC Design)
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PRECAST CONCRETE REINFORCED COVER SLAB
FOR 2700mm X 2000mm VALVE CHAMBER
WITH 300mm DEEP, 185x90mm THICK REBATE
TO FIT ACCESS COVER.

BESPOKE HEAVY DUTY COVER SLAB DESIGN N

TO BS EN 1917:2002 DESIGN BY CMP OR

D

o

N
V)

Al

NOTES

Q! Tanker Hard Standing y B
- \VA .-'_'.4.-".‘" 4 g4
a4 a0 A
’ g h " . 'A"d' o i
\ | .
\ / -
/ yal o
300mm THICK GEN3 / / _
CONCRETE SURROUND -
TO MANHOLE _q'
S S
(#1500mm PRE-CAST / ' . &
CONCRETE RINGS -
Yo
O
8 4
-
q .
A .
a
PENETRATIONS TO BE SEALED
AGAINST GROUNDWATER
INGRESS (WATERPROOF | 9
ADMIXTURE IN GROUT). b
A
0.200 IL
AV

1500 R

INLET WELL

CC Ring

SIMILAR APPROVED. 162.7 SIMILAR APPROVED.
B
4 .
- >
\ S
| 2] M'{,:."AA-."T' g — By - | .,| < : . . o
- = "8..@ . 4_-_.4. > | _
I RV 23 / | :
<. A_ / 8 % /\ /\ / 4. <, | ? | \ /\
:. \\ N S ® < Wi | N
.C g | 1 300mm THICK GEN3
a 4 3002.5 e : %’ g y 1C'8NMC§I\IE;|FICE) LSEURROUND
1000 300 N K1 N
1= o o 4.723
P L. AN Outlet Level
i X AV
LA L =l
< > ] FFL 4.365
L |11 i v
i Tt
| i 4 Sl <
4 " : S 4 ' N
“ e 300mm THICK GEN3
A CONCRETE BASE SLAB 400
S”MP VALVE CHAMBER
44 300mm THICK GEN3 —/
| 4| CONCRETE SURROUND TO 8| ol
q WET WELL ™ i
) < -fi BN Debonding tape.
4" R (with applied sealants only) Dgwel bar (?overed for
o 5, o min. 1/3 of its length
- . . . . Reinforcement to by approved sheath.
7 Refnoresmen o terminate (ot or Saan robte, Retate 1 be terminte 60m fom
4 8 ‘ 3 foirt primed in accordance with manufacture: the joint.
s & B instructions /
< 4 i A.'.-.' , e
-4 . ’ ' A = / /
-4 gl
2 | @2400mm PRE-CAST —1 ’ & ) Dowel bar.
CONCRETE RINGS S 5 o | S
/z_y fa 3
— - I i
™
/ / 50 Joint filler (10mm).
< < -
; . T- Polythene membrane 1000 gauge- 300 300 25 Waterproof cap and approved
. . i _‘._--'._.'_5. compressible filler.
25 MOVEMENT JOINT (COMPOUND SURFACE FINISH)
K7 - al il (N.TS.)
< 7 K ‘ 5 ~ All reinforcement to be mild steel bars to BS4449 Dowel bars to be placed at 600 centres. This
; A . j;_- or BS4461 with 50 (+ or - 10) cover and firmly fixed at all bar spacing is to be varied where necessary so that no
o intersections. dowel bar is within 150 of a joint parallel to the bars.
< A4
N . .
2
: < Precast concrete bollard.
2 Marshall "Simples" or
. - LN similar
Eir ;
7 Vq .
-0.485 Pump 1 Start B
AV 1 20mm soft joint (20mm filler board
S 0 < with 20x20mm seal)
REED TO FALL >
TO BASE N
ST2 concrete
-1.085 Pump Stop
AV
il of 15
= 570

-1.435 Base Level

AV

500mm THICK GEN3 !

CONCRETE BASE SLAB

WET

2400 P

CC RING

3795

SECTION THROUGH INLET CHAMBER, WET WELL AND VALVE CHAMBER

BOLLARD (COMPOUND SURFACE FINISH)

NT.S.)

This drawing is to be read in conjunction with all other BP
Civils drawings, and with all relevant Architect's and
Engineer's drawings and specification. Any discrepancies
found are to be reported immediately to the Engineer.

BP Civils accepts no responsibility for inaccuracies in data
provided by third parties such as topographic surveys or
Ordnance Survey mapping.

Do not scale, work to figured dimensions only. All dimensions
are in millimeters unless noted otherwise and all levels are in
metres from the topographic survey datum.

Any information given regarding existing underground
services is given in good faith after consultation with the
relevant authority, however accuracy is not certain. The main
contractor is responsible for checking all information on site
prior to work commencing and taking due care whilst
undertaking the works.

All dimensions to be checked on site. All details and
dimensions relating to sub-contractors work must be checked
and agreed between the sub-contractor or supplier and the
general contractor.

The electronic information from this drawing can not be
guaranteed as dimensionally drawn exact. Figured
dimensions must be used for setting out and detailing. BP
Civils logos and company information must be removed from
copies if information is re-used.

Where used, this map is based on or reproduced from
Ordnance Survey material with the permission of Ordnance
Survey on behalf of the controller of His Majesty's Stationary
Office (c) Crown Copyright. Licence number: 100022432. BP
Civils accept no liability for any inaccuracies with the data.

THIS DRAWING SHOULD BE READ IN CONJUNCTION

WITH 3RD PARTY PUMP DESIGNER.

THIS DRAWING MUST BE READ IN CONJUNCTION
WITH 'DCG & ICOSA ADDENDUM

| S38 APPLICATION REFERENCE PSI3531_01 |

|S104 APPLICATION REFERENCE N0024875|

IWNL SECTION 104 ADOPTION NOTE:

IWNL means 'Independent Water Networks'
who will be the adoption authority.

All design shall be in strict accordance with
DCG (The Design & Construction Guidance'

pursuant to the code, Appendix C of the
SSG (Sewage Sector Guidance).
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