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Approx clearance
beneath SW culvert.
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Riser to be re-laid
beneath new road
formation level.
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CL 5.068
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D 0.953
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IL 2.500
D 0.953

-FORMATION KEY-

Formation Level for Standard WSCC Detail

Additional Capping

Proposed surface
profile.

Existing surface
profile.

20
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Approx clearance
beneath SW Sewer.

RISING MAIN SPECIFICATION

Existing rising main is confirmed as CAST IRON.

Proposed rising main to be Polyethylene pressure pipe and
shall comply with the relevant provisions of BS EN 12201-2.

The colour shall be black.

Specification & Jointing to be agreed with Southern Water.
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AV-1
1500Ø
CL 5.500
IL 3.925
D 1.575

AV-2
1500Ø
CL 5.068
IL 4.115
D 0.953

Min depth 900mm
complaint, no
protection
required.

WO-1
1500Ø
CL 5.325
IL 2.500
D 0.953

Minor alteration to position within
adoptable road corridor to suit
lane and mitigate impacts for
future maintenance.

<<225Ø 45.66m @1:28

<<225Ø 75.37m @1:53
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Highway Drain

Highway Culvert / Headwall
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Road Gully150ØRG
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Private Surface Water Drainage

Private Foul Water Drainage

Surface Water Sewer

Foul Water Sewer

#S38

#S38

Existing Rising Main
225Ø CAST IRON

/

-OWC KEY-

5.0m Buffer (Existing Watercourse)

3.0m Buffer (New SUDS)

Approved Culvert (Under Third Party S278
Application)

Existing Culvert

-SECTION 185 KEY (SOUTHERN WATER)-

Proposed Rising Main
225Ø CAST IRON

///

Proposed Air Relief Valve

Proposed Washout Chamber

///

///

AV
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NOTE:

1. FOUL RISING MAIN ASSUMED TO BE 225Ø BORE.

2. ALIGNMENT TO BE LAID AT 1:105 TO ACHIEVE COMPLIANT SVC UNLESS
OTHERWISE ADVISED BY SOUTHER WATER.

3. ALIGNMENT OF EXISTING RISING MAIN TO BE RETAINED.

4. LENGTH OF OVERALL RISING MAIN EXCEEDS 500m, HOWEVER
DIVERSION ONLY REQUIRES APPROX 150m OF EXISTING RISING MAIN
TO BE LOWERED.

5. ALL WORKS TO BE IN STRICT ACCORDANCE WITH DCG AND SOUTHERN
WATER REQUIREMENTS.

6. SOUTHERN WATER STANDING ADVISE DICTATES STANDARD DEPTHS
MUST BE 1.25m WITH FINISHED COVER DEPTH NOT LESS THAN 900mm.

7. WHERE CONSTRUCTION DEPTH REDUCES COVER OVER THE
APPARATUS (CLEARANCE) TO 500mm, THE RISING MAIN SHALL BE LAID
TO COMPLAINT DEPTHS OR INSTALL A PROTECTIVE REINFORCED
CONCRETE SLAB, 200mm THICK AND EXTEND FOR 1m EITHER SIDE OF
THE RISING MAIN.

DateRev. Amendments

1. This drawing is to be read in conjunction with all other BP
Civils drawings, and with all relevant Architect's and
Engineer's drawings and specification. Any discrepancies
found are to be reported immediately to the Engineer.

2. BP Civils accepts no responsibility for inaccuracies in data
provided by third parties such as topographic surveys or
Ordnance Survey mapping.

3. Do not scale, work to figured dimensions only. All dimensions
are in millimeters unless noted otherwise and all levels are in
metres from the topographic survey datum.

4. Any information given regarding existing underground
services is given in good faith after consultation with the
relevant authority, however accuracy is not certain. The main
contractor is responsible for checking all information on site
prior to work commencing and taking due care whilst
undertaking the works.

5. All dimensions to be checked on site.  All details and
dimensions relating to sub-contractors work must be checked
and agreed between the sub-contractor or supplier and the
general contractor.

6. The electronic information from this drawing can not be
guaranteed as dimensionally drawn exact. Figured
dimensions must be used for setting out and detailing.  BP
Civils logos and company information must be removed from
copies if information is re-used.

7. Where used, this map is based on or reproduced from
Ordnance Survey material with the permission of Ordnance
Survey on behalf of the controller of His Majesty's Stationary
Office (c) Crown Copyright. Licence number: 100022432. BP
Civils accept no liability for any inaccuracies with the data.
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