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Headwall SW-3

Headwall Plan

Headwall Cross Section

Headwall SW-5

Headwall Plan

Headwall Cross Section

Headwall SW-4

Headwall Plan

Headwall Cross Section


5.300m


4.200m



2.805m FLOW

Protective Geotextile - Terram T1000 or similar and
Geomembrane - Visqueen HD UDG or similar and
Geotextile - Terram 100 or similar.

215mm thick Class B engineering
brickwork wall with brick on edge coping.

Kee Klamp tubular
steel hand railing.


5.300m


4.200m



2.787m

Cranked Outfall Grille to
suit 450mm pipe opening.

(IL=2.937m)

FLOW

A393 mesh laid top and bottom with
50mm cover.


Protective Geotextile - Terram T1000 or similar and
Geomembrane - Visqueen HD UDG or similar and
Geotextile - Terram 100 or similar.

215mm thick Class B engineering
brickwork wall with brick on edge coping.

Kee Klamp tubular
steel hand railing.


5.300m


4.200m



2.935m

A393 mesh laid top and bottom with
50mm cover.


Protective Geotextile - Terram T1000 or similar and
Geomembrane - Visqueen HD UDG or similar and
Geotextile - Terram 100 or similar.

215mm thick Class B engineering
brickwork wall with brick on edge coping.

Kee Klamp tubular
steel hand railing.

A393 mesh laid top and bottom with
50mm cover.



(IL=2.955m)


IL=2.935m

FLOW

600mm 60° Sloped
Trash Screen with Sides.

225

75

22
5 22

5

11
0

10
00

2435 1193

14
25

30
0

30
0

225

75

22
5 22

5

13
7.

5
15

00

1862.5 1207.5

17
25

30
0

30
0

225

22
5

14
7.

5
20

00

2478 1297.5

12
70

17
25

30
0

30
0

75

1100mm high Kee Klamp
tubular steel hand railing.
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0
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00

300mm x 500mm square foundation.
ST2 concrete to Clause 2602 MCHW.

215mm thick Class B
engineering brickwork wall
with brick on edge coping.

1100mm high Kee Klamp
tubular steel hand railing.
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300mm x 500mm square foundation.
ST2 concrete to Clause 2602 MCHW.

215mm thick Class B
engineering brickwork wall
with brick on edge coping.

1100mm high Kee Klamp
tubular steel hand railing.

300

50
0

11
00

300mm x 500mm square foundation.
ST2 concrete to Clause 2602 MCHW.

215mm thick Class B
engineering brickwork wall
with brick on edge coping.

150150150

Cranked Outfall Grille to
suit 225mm pipe opening.
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600mm wide (at base) open channel.
To be banked up to base level of
attenuation basin at 1 in 1 grade with
gabion mattress along sides to prevent
erosion and stabilise slopes.



600mm wide (at base) open channel.
To be banked up to base level of
attenuation basin at 1 in 1 grade with
gabion mattress along sides to prevent
erosion and stabilise slopes.



600mm wide (at base) open channel.
To be banked up to base level of
attenuation basin at 1 in 1 grade with
gabion mattress along sides to prevent
erosion and stabilise slopes.


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CDM NOTES

1. EXISTING SERVICES. Depth of existing services must be determined prior to works
commencing. The contractor is responsible for establishing underground services in
accordance with HSE Guidance note HS (G) 47. Any services which would be within
the proposed construction layers must be lowered to below the sub-base.

1. This drawing should be read in conjunction with other SuDS Features
Headwall Construction Details, SuDS Features General Arrangement
Layouts (DSM/E4761/431 & 432), SuDS Features Control Chamber
Construction Details (DSM/E4761/435) and SuDS Features Setting Out
Layouts (DSM/E4761/436 & 437).

2. All dimensions are in millimetres unless stated otherwise.

3. Do not scale from this drawing. Only written dimensions are to be used.

4. Whilst all Surface Water Sewers are to remain private, all construction to be
in accordance with Sewers for Adoption - 6th Edition & Interim Addendum
and the specific requirements of Southern Water.

5. Refer to geotechnical report for sulphate resisting class and ACEC class.

 



7. For Manufacturer and specification of pipes and fittings refer to drainage
layout and schedule.

8. For details of size and invert of pipe and top of headwall level etc. refer to
engineering layouts.

9. Insitu concrete generally to be GEN 4 Designated Mix.

10. Insitu reinforced concrete to be RC 35 Designated Mix only when specified.

11. All insitu concrete to be thoroughly compacted.

12. Width of headwall depends on the size and number of pipes and ditch
profile.

13. Headwall to be constructed in approved Class B engineering bricks to BS
3921 jointed with cement mortar to Clause 2404 table 24/1 designation and
laid in English bond.

14. Exposed ends of brick-on-edge coping shall be restrained with galvanised
straps (2 no.) End brick shall not be perforated.

15. Pipe to be at right angles to the headwall. Where pipe is angled towards the
down stream the headwall elements shall be reorientated square to the pipe.

16. Where settlement is probable each pipe entering the headwall shall
incorporate several short lengths connected by flexible joints.

 

 


19. Completed bagwork to be wetted to ensure bonding.

20. Where the headwall is at the head of a ditch the invert bagwork shall extend
4 bag widths.

21. Alternate courses of bagwork shall be pinned with 12mm dia high yield steel
'U' bars 450mm long.

 

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C 05.06.20 Headwalls SW-3 to 5 amended in accordance with drainage NW AC TRS

comments received from Arun District Council on 12/05/2020.



D 30.06.20 Headwall SW-1 omitted in accordance with drainage comments LD TK TRS

comments received from Arun District Council on 09/06/2020.

E 03.07.20 SW-3, SW-4 & SW-5 inverts and Base Channel Levels revised. LD TK TRS

positions added in accordance with comments received from 



Detail indicating Headwall Grille Material, bar spacings and lock 

Arun District Council on 23/06/2020. 
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