NOTES

All dimensions are in metres unless stated otherwise.
Do not scale from this drawing. Only written dimensions are to be used.

FW & SW house drainage is to be constructed in accordance with the Building Regulations & BS8301 & the WRC Guide Sewers
for Adoption 6th Edition and interim addendum.

4. Drains are to be constructed using flexibly jointed vitrified clay pipes to BS EN 295-1991 "Super Strength" specification (e.g.
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Hepworth Supersleve or similar) or uPVC drainage pipework to BS4660 & BS2494, bedded & backfilled in accordance with
;{b“% X manufacturers instructions.
/2 S 5. Location of sewers & lateral drains to be in accordance with the WRC Guide Sewers for Adoption 6th Edition and Interim
5 (@] ] d Addendum and specific requirements of Southern Water.
= vé vt 6. Backfilling of drain trenches adjacent to dwelling or other structure to be in accordance with BS8301-Fig. 9.
- 0% 7. Cover levels indicated on the Drainage Schedules are nominal & may be adjusted to suit finished ground levels as necessary.
| IRECA E f_n_\% b \Q 8. Generally Inspection chamber covers should be Grade D400 in trafficked areas Grade B125 in parking areas and occasional traffic
Y +33k 5500 H . 3 and A15 in pedestrian only areas.
g i - /'e/l\”’ﬁj } 9. Rainwater downpipes to be connected direct to drain using an appropriate adaptor & removable section of downpipe to permit
% \6 N 5 N0 — g\ 44808 9~ OX \b . rodding access.
| :‘_‘ 2 % \) _ G000 > 750 ” 10. The positions of SVP's, stub stacks, WC outlets, Back inlet gullies etc. & rainwater downpipes are to be accurately located from the
) — 2] A 4 j suif m \Oﬁ house type working drawings.
o = 1 . 11. Generally FW drains are to be laid to falls of 1 in 40, SW drains are to be laid to falls of 1 in 60, both in 100mm diameter pipes. SW
-4 | D . / pipes are to be 150mm diameter when serving 2 dwellings or 2 RWP connections. FW pipes are to be 150mm diameter when
) I @__ _ - A \ serving 10 dwellings or more unless stated otherwise, or where a schedule is provided.
8 o - B ./[ < T —7 12. 100mm@ Drains are to be laid to minimum fall of 1 in 80 and 150mm@ Drains are to be laid to minimum fall of 1 in 150.
EJ_\ sl - - 13. Gullies situated in areas accessible to wheeled vehicles to be of suitable construction for trafficked areas.
0, A 14. Where land drain is identified on the Architect's details, connect into nearest SW system.
BT T - — 3 A v 15. Where catch pits have been shown in rear gardens connecting to land drains, 600mm PPIC catchpit to be used.
\( M ) _% F_ = A+ 16. All connections not made to manholes to be connected via oblique 45 degree junctions.
@.— — - T Lt A . \ ’ 17. Al pipes to connect soffit to soffit unless otherwise stated.
\ —f-E > :] = 18. This drawing should be read in conjunction with the Architect's and Structural Engineer's design drawings and specification.
5} —\/\ U'I — ©.10 § §‘ Vo 19. Site layout based on Kenn Scaddan Associates Ltd site plan issued to RCP in DWG format on 04.02.2020.
18 poX AR AT = \ w 20. Architectural blocks based on Kenn Scaddan Associates Ltd received 11.02.2020.
> 8 _ \ ' R ' 21. Topographic survey based on Encompass Surveys Topographical Survey, drawing number ENC/270420/6JJ7D dated May 2020.
H ‘ 600 ' \ 22. Ditch survey based on Siteline Ditch Level Survey drawing number 657PG05 dated 30.01.19
— = — b ® | FF\_ 5 \ / 23. Tree Protection areas as per Abbor-Call Tree Survey, Drawing Number MW.190612.TS dated July 2019.
HP-5E0 TLADLS e 10% OE” —l ' [ / I - 24. This drawing should be read in conjunction with Foul and Surface Water Water Sewer Longitudinal Sections (DSM/E4761/201-203
B I 4.80m | | 7/A.P. 54 % &220-221), FW and SW Manhole Schedules & $104 Construction Details (DSM/E4761/410-411), and other Domestic Drainage
\A . __swmlé) Swis2 ___ — gy ™ . Layouts (DSM/E4761/451-455)
-2 Par S — = IL:4.612m T Z . 25. Where backdrop is less than 1.0m for domestic drainage, backdrop to be accommodated with internal benching.
%‘F ‘ ! PLH590 - } N \ N 26. ANY VARIANCE OR DISCREPANCY MUST BE REPORTED BACK TO RCP ENGINEERING BEFORE WORK BEGINS.
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