
Project No: D2240
Project Name: Land West of Pagham Rd, Pagham
Sheet No: 1 SYSTEM 12 TANK - S152

GEOCELLULAR STORAGE TANK HYDROSTATIC UPLIFT ANALYSIS FOR SOFT GROUND 

Level Data:

Ground Level = 5.54 m Height of Tank = 800 mm
Depth to Groundwater = 1.24 m *SEE BELOW TOTAL = 800 mm

Invert of Tank = 3.725 m
Top Level of Tank = 4.525 m Thickness of surfacing above Tank:

Soil = 600 mm
Depth of Penetration Clay = 0 mm

in groundwater = 0.58 m TOTAL = 600 mm

Hydrostatic Uplift 5.75 kN/m2

Factor of Safety = 1.2
Min' downward force required = 6.90 kN/m2

Densities:
Top Soil = 15.7 kN/m3 Weight of Topsoil = 9.42 kN/m2

Clay = 22 kN/m3 Weight of Clay = 0.00 kN/m2

Downward force of layers over liner= 9.42 kN/m2

Make-up over TANK OK

GW AT 3.20mAOD TO SOUTH (NEAREST) AND 3.11mAOD TO 
WEST, NO TESTING AT LOCATION, FURTHER TESTING 
REQUIRED. USE 4.30mAOD PER HIGHEST POINT ON SITE
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